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Test Report - Products

Prifbericht-Nr.: CN25BFMC 001 Auftrags-Nr.: 326068728 Seite 1 von 95
Test report no.: Order no.: P01757664 Page 1 of 95
Kunden-Referenz-Nr.: 2028101 Auftragsdatum: 2024-12-16

Client reference no.: Order date:

Auftraggeber: Goode.Technologies.Co_., Ltd. _

Client: N0.90 Zijin Rd., New District, Suzhou, 215011, P.R. China

Prifgegenstand: Rechargeable Li-ion Battery System

Test item:

GW61.4-BAT-AC-G10, GW71.6-BAT-AC-G10, GW81.9-BAT-AC-G10, GW92.1-BAT-
Bezeichnung / Typ-Nr..  AC-G10, GW102.4-BAT-AC-G10, GW112.6-BAT-AC-G10, GW61.4-BAT-AC-JP-G10,
dentification / Type no.:. ~ GW71.6-BAT-AC-JP-G10, GW81.9-BAT-AC-JP-G10, GW92.1-BAT-AC-JP-G10,
GW102.4-BAT-AC-JP-G10.

Auftrags-Inhalt: CE-LVD
Order content:

Prufgrundlage: EN 62477-1:2012+A11+A1+A12
Test specification:

Wareneingangsdatum: 2024-12-20
Date of sample receipt:

Prafmuster-Nr.: A003950446-001 to

Test sample no: A003950446-003
Prafzeitraum: 2024-12-20 to 2025-01-20
Testing period:

Ort der Prufung: See page 5 for details
Place of testing:

Pruflaboratorium: TUV Rheinland (Shanghai)
Testing laboratory: Co., Ltd.

Prifergebnis*:

Test result*: Pass

geprift von: genehmigt von:

tested by: Depeng Cao authorized by: Scola Chen

(o
Datum: Vem Ausstellungsdatum: S&({ﬂ %L’

Date: 2025-03-20 Issue date: 2025-03-20

Stellung / Position: Sachverstéandige(r)/Expert Stellung / Position: Sachverstandige(r)/Expert

Sonstiges / The products has been evaluated to IEC 62619: 2022, IEC 63056: 2020 refer to report No.
Other: CN25NR28 001

Zustand des Priufgegenstandes bei Anlieferung: Prufmuster vollstéandig und unbeschadigt

Condition of the test item at delivery: Test item complete and undamaged

* Legende: P(ass) = entspricht 0.g. Priifgrundlage(n) F(ail) = entspricht nicht o.g. Prufgrundlage(n) N/A = nicht anwendbar N/T = nicht getestet
* Legend: P(ass) = passed a.m. test specification(s) F(ail) = failed a.m. test specification(s) N/A = not applicable N/T = not tested

Dieser Priifbericht bezieht sich nur auf das o0.g. Prifmuster und darf ohne Genehmigung der Priifstelle nicht
auszugsweise vervielféltigt werden. Dieser Bericht berechtigt nicht zur Verwendung eines Priifzeichens.
This test report only relates to the above mentioned test sample. Without permission of the test center this test report is not
permitted to be duplicated in extracts. This test report does not entitle to carry any test mark.

TUV Rheinland (Shanghai) Co., Ltd. No.177, 178, Lane 777 West Guangzhong Road, Jing'an District,Shanghai, China
Mail: service-gc@tuv.com - Web: www.tuv.com

V101023GCNSR
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Anmerkungen
Remarks

1 |Alle eingesetzten Prufmittel waren zum angegebenen Priifzeitraum gemaR eines festgelegten
Kalibrierungsprogramms unseres Priufhauses Kkalibriert. Sie entsprechen den in den Prifprogrammen
hinterlegten Anforderungen. Die Rickverfolgbarkeit der eingesetzten Prifmittel ist durch die Einhaltung der
Regelungen unseres Managementsystems gegeben.

Detalllierte Informationen bezlglich Prufkonditionen, Prifequipment und Messunsicherheiten sind im Priiflabor
vorhanden und kénnen auf Wunsch bereitgestellt werden.

The equipment used during the specified testing period was calibrated according to our test laboratory
calibration program. The equipment fulfils the requirements included in the relevant standards. The traceability
of the test equipment used is ensured by compliance with the regulations of our management system.
Detailed information regarding test conditions, equipment and measurement uncertainty is available in the test
laboratory and could be provided on request.

2 |Wie vertraglich vereinbart, wurde dieses Dokument nur digital unterzeichnet. Der TUV Rheinland hat nicht
Uberpruft, welche rechtlichen oder sonstigen diesbeziiglichen Anforderungen fir dieses Dokument gelten.
Diese Uberpriifung liegt in der Verantwortung des Benutzers dieses Dokuments. Auf Verlangen des Kunden
kann der TUV Rheinland die Giiltigkeit der digitalen Signatur durch ein gesondertes Dokument bestatigen.
Diese Anfrage ist an unseren Vertrieb zu richten. Eine Umweltgebihr fur einen solchen zuséatzlichen Service
wird erhoben. Informationen zur Verifizierung der Authentizitét unserer Dokumente erhalten Sie auf folgender
Webseite: go.tuv.com/digital-signature

As contractually agreed, this document has been signed digitally only. TUV Rheinland has not verified and
unable to verify which legal or other pertaining requirements are applicable for this document. Such verification
is within the responsibility of the user of this document. Upon request by its client, TUV Rheinland can confirm
the validity of the digital signature by a separate document. Such request shall be addressed to our Sales
department. An environmental fee for such additional service will be charged. For information on verifying the
authenticity of our documents, please visit the following website: go.tuv.com/digital-signature

3 |Prufklausel mit der Note * wurden an qualifizierte Unterauftragnehmer vergeben und sind unter der jeweiligen
Prufklausel des Berichts beschrieben.

Abweichungen von Prifspezifikation(en) oder Kundenanforderungen sind in der jeweiligen Prifklausel im
Bericht aufgefihrt.

Test clauses with remark of * are subcontracted to qualified subcontractors and descripted under the respective
test clause in the report.
Deviations of testing specification(s) or customer requirements are listed in specific test clause in the report.

4 | Die Entscheidungsregel fur Konformitatserklarungen basierend auf numerischen Messergebnisen in diesem
Prifbericht basiert auf der "Null-Grenzwert-Regel" und der "Einfachen Akzeptanz" gemaf ILAC G8:2019 und
IEC Guide 115:2021, es sei denn, in der auf Seite 1 dieses Berichts genannten angewandten Norm ist etwas
anderes festgelegt oder vom Kunden gewlinscht. Dies bedeutet, dass die Messunsicherheit nicht beriicksichtigt
wird und daher auch nicht im Prufbericht angegeben wird. Zu weiteren Informationen bezueglich des Risikos
durch diese Entscheidungsregel siehe ILAC G8:2019.

The decision rule for statements of conformity, based on numerical measurement results, in this test report is
based on the “Zero Guard Band Rule” and “Simple Acceptance” in accordance with ILAC G8:2019 and IEC
Guide 115:2021, unless otherwise specified in the applied standard mentioned on Page 1 of this report or
requested by the customer. This means that measurement uncertainty is not taken in account and hence also
not declared in the test report. For additional information to the resulting risk based of this decision rule please
refer to ILAC G8:2019.




Test Report issued under the responsibility of:

A TUVRheinland®

TEST REPORT
IEC 62477-1

Safety requirements for power electronic converter systems

and equipment
Part 1. General

Report Reference No.......ccccce....... : CN25BFMC 001

Date of iISSUE ...uvveviieiiiiiiiiiiiieeeee : See cover page

Total number of pages ................. : See cover page

Name of Testing Laboratory TUV Rheinland (Shanghai) Co., Ltd.

preparing the Report .......ccccee.... :

Applicant’s name.......................... : GoodWe Technologies Co., Ltd.
AdAress....ccccvevvieeee e : N0.90 Zijin Rd., New District, Suzhou, 215011, P.R. China
TRF template used........ccccceevveenne : IECEE OD-2020-F1:2020, Ed.1.3

Standard ......ccccevviiieein : EN 62477-1:2012+A11:2014+ A1:2017+A12:2021
Test procedure.........ccceeeeeeeeeeneeenn. : See cover page

Non-standard test method...............  N/A

Test Report Form No......................: IEC62477_1D

Test Report Form(s) Originator.... : VDE Prif- und Zertifizierungsinstitut GmbH
Master TRF ......ooovieeiieee e, : Dated 2020-09-08

Copyright © 2020 IEC System of Conformity Assessment Schemes for Electrotechnical Equipment
and Components (IECEE System). All rights reserved.

This publication may be reproduced in whole or in part for non-commercial purposes as long as the IECEE is acknowledged as copyright
owner and source of the material. IECEE takes no responsibility for and will not assume liability for damages resulting from the reader's
interpretation of the reproduced material due to its placement and context.

If this Test Report Form is used by non-IECEE members, the IECEE/IEC logo and the reference to the CB
Scheme procedure shall be removed.

This report is not valid as a CB Test Report unless signed by an approved CB Testing Laboratory and
appended to a CB Test Certificate issued by an NCB in accordance with IECEE 02.

General disclaimer:

The test results presented in this report relate only to the object tested.

This report shall not be reproduced, except in full, without the written approval of the Issuing CB Testing Labor-
atory. The authenticity of this Test Report and its contents can be verified by contacting the NCB, responsible
for this Test Report.

Disclaimer: This document is controlled and has been released electronically.
Only the version on the IECEE Website is the current document version




A TUVRheinland®

Page 4 of 94 Report No.: CN25BFMC 001
Test item description.........cccocveeees : |Rechargeable Li-ion Battery System
Trade Mark .......cccccoviieeeiiieeeniiieeen, D GOODWE
ManUFaCtUrer ........ccovovvevveeeererrenenes . | GoodWe Technologies Co., Ltd.
N0.90 Zijin Rd., New District, Suzhou, 215011, P.R. China
Model/Type reference.........ccccce..... : |GW61.4-BAT-AC-G10, GW71.6-BAT-AC-G10, GW81.9-BAT-AC-

G10, GW92.1-BAT-AC-G10, GW102.4-BAT-AC-G10, GW112.6-
BAT-AC-G10, GW61.4-BAT-AC-JP-G10, GW71.6-BAT-AC-JP-
G10, GW81.9-BAT-AC-JP-G10, GW92.1-BAT-AC-JP-G10,
GW102.4-BAT-AC-JP-G10.

RaAtingS ..coooviiiieiie e : | See model list.

Responsible Testing Laboratory (as applicable), testing procedure and testing location(s):

[] |CB Testing Laboratory:

Testing location/ address..........cccceeeeeeennll

Tested by (name, function, signature)........:

Approved by (name, function, signature)...:

[] |Testing procedure: CTF Stage 1:

Testing location/ address........cccccveeevveeennnnnn

Tested by (name, function, signature)........:

Approved by (name, function, signature)...:

[] |Testing procedure: CTF Stage 2:

Testing location/ address..........cccceeeeeeeell

Tested by (hame + signature) ......................:

Witnessed by (name, function, signature)..:

Approved by (name, function, signature)...:

[] |Testing procedure: CTF Stage 3:

[] |Testing procedure: CTF Stage 4:

Testing location/ address........ccccvvveveeeeennnnns

Tested by (name, function, signature)........:

Witnessed by (name, function, signature)..:

Approved by (name, function, signature)...:

Supervised by (name, function, signature) :

TRF No. IEC62477_1D
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List of Attachments (including a total number of pages in each attachment):

-ATTACHMENT 1 - PHOTO DOCUMENTATION (14 pages)

Summary of testing:

Tests performed (name of test and test clause): | Testing location:
TUV Rheinland (Shanghai) Co., Ltd.

Following tests performed during evaluation No.177, 178, Lane 777 West Guangzhong Road,
Jing'an District, Shanghai, China

Clause(s) Test(s)

5.2.2.1 Clearance and creepage distanc-
es

5.2.2.2 Non-accessibility test

5.2.2.3 Ingress protection test (IP rating)

5.2.2.4.2.3 | Steady force test, 250 N

5.2.2.5 Stability test

5.2.2.7 Handles and manual controls se-
curement

5.2.3.2 Impulse voltage test

5.2.3.4 a.c or d.c voltage test

5.2.3.7 Touch current measurement

5.2.3.10 Temperature rise test

5.2.3.11 Protective equipotential bonding
test

5244 Output short-circuit test

5.2.4.6 Breakdown of components test

5.2.5.3 Glow-wire test

5.2.6.3.1 Dry heat test
5.2.6.3.2 Damp heat test
5.2.6.4 Vibration test

- Weight

Summary of compliance with National Differences (List of countries addressed):
EU

X The product fulfils the requirements of IEC 62477-1:2012+A1:2016, EN 62477
1:2012+A11:2014+A1:2017+A12:2021

TRF No. IEC62477_1D
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Statement concerning the uncertainty of the measurement systems used for the tests
(may be required by the product standard or client)

[] Internal procedure used for type testing through which traceability of the measuring uncertain-
ty has been established:

Procedure number, issue date and title:

Calculations leading to the reported values are on file with the NCB and testing laboratory that conducted
the testing.

X] Statement not required by the standard used for type testing

(Note: When IEC or ISO standard requires a statement concerning the uncertainty of the measurement systems used for tests, this
should be reported above. The informative text in parenthesis should be delete in both cases after selecting the applicable option)

TRF No. IEC62477_1D
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Copy of marking plate:

The artwork below may be only a draft. The use of certification marks on a product must be au-
thorized by the respective NCBs that own these marks.

GOODWE

Product Name: Rechargeable Li-ion Battery System

IFpP51/161/120[(16S52P)n'S]M/-20+50/9C

[] GW61.4-BAT-AC-G10 Vnom (Nominal Voltage)307.2V
Max WBatl(Weight) 950kg EC,R (Nominal Energy) 61.44kWh
[ ] GWT1.6-BAT-AC-G10 WiNom (Nominal Viollage 358 .4V
Max WBatt (Weight) 1040kg EC,R (Nominal Energy) 71.68kWh
[ ] GW81.9-BAT-AC-G10 Vnom (Nominal Voltage)409.6V
Max WBatt (Weight)1130kg EC,R (Mominal Energy)81.92kWh
[] GW92.1-BAT-AC-G10 Vnom (Nominal Voltage ME0.8V
Max WBatt (Weight) 1220kg EC,R (Nominal Energy) 92 16kWh
[ 1 GW102.4-BAT-AC-G10 Vnom [Neminal Voltage)512V
Max WBatl [Weight)1310kg EC,R (Nominal Energy)102.4kWh
[ ] GW112.6-BAT-AC-G10 Vnom {Nominal Voltage)563.2V
Max WBatt (Weight) 1400kg EC,R ({Nominal Energy) 112.6KWh
n":Mumber Of Battery Packs(n=6-11)
CRat (Rated Capacity) 200 Ah
INom (Mominal Dis-Charge Current) 100Ad.c.
Max. IBatt(Short Circuit Current@ Time ) 9.5kA@2ms
TCharging (Charging Temperature Range) -20-+55°C
TDischarging (Discharging Temperature Range) -20-+55°C
Usable Extinguishing Agent Coz, Novac1230, FM-200

LiFeP0s, C, CaH<0s, C:Hs0s, Cu, Al

Crucial Material
! ' CsHuOs, CaHeOs, LiPFs , (CaHa)n

IP55, Protective Class |, LiFeP Q.

(€ &

GoodWe Technalogies Co., Lid.
E-mail: senice@goodwe.com
Address: No.90 Zifin Road, New District, Suzhou, 215011, China

Label for GW61.4-BAT-AC-G10, GW71.6-BAT-AC-G10, GW81.9-BAT-AC-G10, GW92.1-BAT-AC-G10,
GW102.4-BAT-AC-G10, GW112.6-BAT-AC-G10.

TRF No. IEC62477_1D
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GOODWE

Rechargeable Li-ion Battery System

DFOLAFBRBBIRAT L
IFpP51/161/120[(1652P)n'S]M/-20+50/90
[Jows1.4-BAT-AC-JP-G 10 Nominal VoltageEHER: 3072V

Max WeightBx B § 1025kg
Nominal EnergyiE# B8 G1.44kWh
[(JGW71.6-BAT-AC-JP-G10 Nominal Voltage ER B H | 358.4V
Max. Weight@4 E R 1115kg
Mominal EnergyER E B 71.68kWh
[Jcwe1.8-BAT-AC-JP-G10 Nominal Voltage E#E B H 1 409.6V
Max Weight@* §§ 1205kg
Mominal EnergyER E R B1.92Wh
[Jcwaz2.1-BAT-AC-JP-G10 Mominal Voltage 4 | 1 460.8V
Max Weight@* F§ 1205kg
Nominal EnergyER B8 92.16kWh
[Jaw102 4-BAT-AC-JP-G10 Mominal Voltage EHEEH 1 512V
Max WeightBX B & 1385kg
Nominal EnergyER &8 102 4kWh
N Number Of Battery PacksB& & /0w 7 OHE (n=6-10)
Rated Capacity Bt HE R 2004h
Mominal Dis-/Charge CurrentERE & HEE S 100Ad.c.
Short Circuit Current & Time X5 BE 7 @ 58 0. 5kA@E2ms
Charging Temperature Range B8 & F# [ -2 +5E'C
Discharging Temperature Rangali £ 2 EHE -20-+55"C
Usable Extinguis hing Agent CO: NovaclZ230. FM-200
) B ST A kel ' '

Crucial Material LiFePQs, G, CaH#0s, CaHa0a, Cu, Al
EEE CeH 1003, CaHeOs, LiPFa , [CaHaln

IPES, Protective Class | ®#M~ 52 |, LiFaPO4

CE &

Good We Techmologies Co., Lid.
E-mail: service{@goodwe.com
Address: No. 890 Zifin Road, Mew District, Suzhouw, 215011, China

Label for GW61.4-BAT-AC-JP-G10, GW71.6-BAT-AC-JP-G10, GW81.9-BAT-AC-JP-G10, GW92.1-BAT-
AC-JP-G10, GW102.4-BAT-AC-JP-G10.

Note: The “+, -” markings provided on the surface of product, production date provided on SN code.

S/N number rules as follows:

For example: 50102R1012480000

Characters 1~9 are fixed code for the products in this report.
Characters 10~11 represent production year, 24 means year 2024.

Characters 12 represent production month, 1 to 9 means January to September, A represent October, B
represent November, C represent December.

Characters 13~16 represent serial code.

TRF No. IEC62477_1D
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i Do not lift under operation
Keep away from children o a?ter'cmgmecum?

b . HIREE TS
Eﬂgﬁg;ﬂfmb'e this f Warning fire
Warning electric shack ‘Warning explosion

N\ Faer A L
f Warning danger A Warning corrasion
FEER A ETw o fe
_C Do not disconnect under operation
> é( RTEE T T
/\ CAUTION::E

Read user manual before Must wear protective
@ operating @ geggles
Rl GRS BT R B P AR

K Dispase of the equipment properly
: P m

Label for Warning

- S
Importar GoodWe Eurpe GmibH
Address: Kistermof Sir. 170, 61373 Munich, Germany

Hole only reiliable n Exrops

imporiar: GoodWe Power Supply Technoiogy Co., Lid
Addoress: Frst Floor, Sutherand House, 55 Angyll Strest, London,
Engiand, W1F TTE

Mola osly valabie = LK

Imparter: Goodwe Australia Py.Ltd
Address: 15Falneigh Street, Glenroy, VIC 3046, AUSTRALIA
bt oniy ivallatle 0 Asbambhies Zasand

Imporiadaor: PRODUCT HOLDER CERTIFICATION SOLUTIONS LTDA
CHPJ: 25.707.531/0001-33

Address:Estrada Gemal SN, |blragquera, CEP E37E0-000, Imbituba — SC
Brazil

ol onky sl ladde in Bnael

\. J

Label for Importer

TRF No. IEC62477_1D
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Test item particulars ... :
Classification of installation and use...................... : Protective class |
SUppPly CONNECLION....cceiiiiiiii e : Not directly connected to mains
Possible test case verdicts:
- test case does not apply to the test object .......... : N/A
- test object does meet the requirement ................. . P (Pass)
- test object does not meet the requirement .......... . F(Falil)
LIS 4] Lo SRR :
Date of receipt of test item ........ccceevevvvcievcie e, . 2024-12-29
Date (s) of performance of tests.........cccoceevvcierennnn. 1 2024-12-29 to 2025-01-20

General remarks:

"(See Enclosure #)" refers to additional information appended to the report.
"(See appended table)" refers to a table appended to the report.

Throughout this report a [ ] comma/ [X] point is used as the decimal separator.

Manufacturer’s Declaration per sub-clause 4.2.5 of IECEE 02:

The application for obtaining a CB Test Certificate in- |[] Yes

cludes more than one factory location and a declara- X Not applicable
tion from the Manufacturer stating that the sample(s)
submitted for evaluation is (are) representative of the
products from each factory has been provided............ :

When differences exist; they shall be identified in the General product information section.

Name and address of factory (ies)...........ccccevueenee..s. GoodWe (Guangde) Power Supply Technology Co.,
Ltd.

No.8, Dongting Rd., Guangde Economic Develop-
ment Zone, Anhui, P.R. China

TRF No. IEC62477_1D
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General product information and other remarks:
Product Description:
1- The battery system mainly consists of 6 to 11 battery packs and 1 control box in series connection.

Each battery pack mainly consists of 32 cells structured with 16S2P, 1 slave BMU, 1 air condition-
ing and related connection parts. The slave BMU used for measuring and collecting the cell pa-
rameters of each pack and uploading to LCU in control box. The control box mainly consists of pro-
tective device such as relay, fuse, circuit breaker, DC/DC power board and master LCU function as
the control unit for the battery system.

2- The differences between GW61.4-BAT-AC-G10, GW71.6-BAT-AC-G10, GW81.9-BAT-AC-G10,
GW92.1-BAT-AC-G10, GW102.4-BAT-AC-G10, GW112.6-BAT-AC-G10 are only the quantities of
battery packs and corresponding parameters, and the size of the rack used for mounting. Refer to
model list for details.

3- The differences between GW61.4-BAT-AC-JP-G10, GW71.6-BAT-AC-JP-G10, GW81.9-BAT-AC-
JP-G10, GW92.1-BAT-AC-JP-G10, GW102.4-BAT-AC-JP-G10 are only the quantities of battery
packs and corresponding parameters, and the size of the rack used for mounting. Refer to model
list for details.

4- The insulation between the hazardous voltage circuit and the grounded metal enclosure is basic in-
sulation. And the insulation between the hazardous voltage circuit and communication circuit is re-
inforced insulation.

5- The battery system has overcharge, over-discharge, over current and short-circuits proof circuit.
The electronic circuits and software controls for the battery system replied upon protective func-
tions of the battery management system have been evaluated in accordance with IEC 60730-1
Annex H.

6- The IP degree of the battery system is IP55.

7- Overvoltage Category Il was evaluated for the battery system, the battery system should isolate
from an Overvoltage category Ill supply source to prevents transient overvoltage conditions in end-
installation.

8- The difference between GW61.4-BAT-AC-JP-G10, GW71.6-BAT-AC-JP-G10, GW81.9-BAT-AC-
JP-G10, GW92.1-BAT-AC-JP-G10, GW102.4-BAT-AC-JP-G10 and GW61.4-BAT-AC-G10,
GW71.6-BAT-AC-G10, GW81.9-BAT-AC-G10, GW92.1-BAT-AC-G10, GW102.4-BAT-AC-G10,
GW112.6-BAT-AC-G10 is the weight difference caused by the inconsistent thickness of the shell,
see the parameter table for details.

TRF No. IEC62477_1D
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The system block diagram is outlined as below:

|RACK : 6~11PCS PACK PCU

R KM3
PACK :2P16S 10.24kWh QF

- KM1

Scram button
1NC+1NO

v | 25KVA
ar || transformet
(2=

|

I

|

|

|

|

|

|

|

I /Wl ] [ 0 E= '.'.l..: ......... % |
| ; | '
| e

|

|

|

|

|

I

|

|

3 | :
g LR QF2 novaceod  distribution
& | |_3 &| | Cair Conditionerswitch) cabinet/backup
[ Lty [
s o s, iy i i Y e S S S e (s i Y s e i s 5

Sound and ight alarm device

Block diagram for battery system

PACK
*6-11PCS

Front layout for GW102.4-BAT-AC-G10/ GW112.6-BAT-AC-G10 as representative

TRF No. IEC62477_1D
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Back
Door

Back layout for GW102.4-BAT-AC-G10/ GW112.6-BAT-AC-G10 as representative

Model list for battery cell and pack:

Rechargeable Lithi- | Rechargeable Li-ion battery
um-ion Cell pack
Type/model LF100LA GW10.2-PACK-ACI-G10
Battery type LiFePOa4 LiFePOa
Structure - 2P16S
Nominal Voltage [V] 3.2 51.2
Rated Capacity [Ah] 102 200
Rated Energy [kWh] 0.3264 10.24
Upper limit charging voltage 39 5776
[V]
Discharging cut-off voltage 20 45.92
[V]
Maximum charge current [A] 100 180
Maximum discharge current 250 220
[A]
Charge rangeoof ambient 2010 65 010 55
temperature [°C]
Discharge ranoge of ambient 3010 65 220 10 55
temperature [°C]

TRF No. IEC62477_1D
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Weight [kg] 1.98+0.1 <90
Overall size: 160+1.0*118.5+1.0
+1. 541, . .
(W*H*D) [mm]: *49.9+1.0 8947135.3%595
Enclosure Protection (IP) - IP20
Cooling Type - Air cooling
Altitude [m] - Below 4000
Model list for battery system:
Rechargeable Li-ion Battery System
GW61.4- | GW71.6- | GW81.9- | GW92.1- | GW102.4 | GW112.6
Type/model BAT-AC- | BAT-AC- | BAT-AC- | BAT-AC- -BAT- -BAT-
G10 G10 G10 G10 AC-G10 | AC-G10
Composition n*battery pack’ GW10.2-PACK-ACI-G10’+1 control box
n=6 n=7 n=8 n=9 n=10 n=11
Structure (2P16S)6 | (2P16S)7 | (2P16S)8 | (2P16S)9 | (2P16S)1 | (2P16S)1
S S S S 0S 1S
Weight [kg] <950 <1040 <1130 <1220 <1310 <1400
Overall size: . .
(W*H*D) [mm] 1055*2000*1055
Battery type LiFePOa
Nominal Voltage [V] 51.2*n
Rated Capacity [Ah] 200
Rated Energy [kWh] 10.24*n
Upper limit charging volt- 57 76%n
age [V]
Discharging cut-off volt- 45 92*n
age [V]
Maximum charge current 180
[A]
Maximum discharge cur-
rent [A] 220
Charge rangeoof ambient 220 to 55*
temperature [°C]
Discharge range ?f ambi- 22010 55
ent temperature [°C]
Enclosure Protection (IP) IP55
Cooling Type Air cooling
Altitude [m] Below 4000
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Protective class I

Rechargeable Li-ion Battery System

GW61.4- GW71.6- GWwW81.9- GW92.1- GW102.4-
Type/model BAT-AC- BAT-AC- BAT-AC- BAT-AC- BAT-AC-

JP-G10 JP-G10 JP-G10 JP-G10 JP-G10
Composition n*battery pack’ GW10.2-PACK-ACI-G10’+1 control box

n=6 n=7 n=8 n=9 n=10

Structure (2P16S)6S (2P16S)7S | (2P16S)8S | (2P16S)9S (2PlgS)1O
Weight [kg] 1025 1115 1205 1295 1385
Overall size: . .
(W*H*D) [mm]: 1055*2000*1055
Battery type LiFePOa4
Nominal Voltage [V] 51.2*n
Rated Capacity [Ah] 200
Rated Energy [kWh] 10.24*n
Upper limit charging volt- 57 76N
age [V]
Discharging cut-off volt- 45.92%n
age [V]
Maximum charge current 180
[A]
Maximum discharge cur-
rent [A] 220
Charge rangeoof ambient 220 to 55+
temperature [°C]
Discharge range ?f ambi- 220 10 55
ent temperature [°C]
Enclosure Protection (IP) IP55
Cooling Type Air cooling
Altitude [m] Below 4000

Protective class I

*When the pack minimum temperature is lower than 7° C (charge and discharge) or 3 ° C (standing), the
air conditioner will turn on the heating mode; When the minimum pack temperature is higher than 12 ° C
(charge/discharge) or 10 ° C (stand), the air conditioner turns off the heating mode.
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Additional test item particulars :
Equipment mobility: [] movable []hand-held [X] stationary
[fixed []transportable [] for building-in
Connection to the mains [ pluggable equipment [] direct plug-in

[] permanent connection [] for building-in
Not direct connect to mains

Environmental category : [] outdoor [] indoor [X] indoor
unconditional conditional
Over voltage category Mains : (Jovc! [Jovcl [Jovcli [JovcIv
Not directly connected to mains
Over voltage category Battery : [Jovcl Xovcl [Jovcli [JovcIv

Mains supply tolerance (%) ---
Tested for power systems : ---
IT testing, phase-phase voltage (V) ---

Class of equipment  : X Class | []Class Il [] Class Il
[] Not classified

Mass of equipment (kg) See model list

Pollution degree PD 3(PD2 inside)

IP protection class : IP 55

For more information : See model list
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This test report includes the following Appendixes:

ARIERTERS Description Page(s)
No.
1 EN 62477-1/A11 1
2 EN 62477-1/A12 1
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4 PROTECTION AGAINST HAZARDS

4.1 General

4.2 Fault and abnormal conditions See Table 4.2t0 4.3

T|T|T| T

Components in 4.2 also include insulation systems,
ports, etc (IEC 62477-1:2012/AMD1:2016)

4.3 Short-circuit and overcurrent protection
431 General

43.2 Specification of prospective short-circuit current
43.2.1 General

T|©V|TV|T| T

The interrupting capability of the overcurrent pro-
tective device shall be equal or greater than the
prospective short circuit current of the mains sup-

ply.

For pluggable equipment type A, either the PECS | Permanently connected N/A
shall be designed so that the building installation equipment.
provides short circuit backup protection, or addi-
tional short circuit backup protection shall be pro-
vided as part of the equipment.

For permanently connected equipment or pluggable P
equipment type B, it is permitted for short circuit
backup protection to be in the building installation.

4322 Specification of the rated conditional short-circuit Icc specified P
current (Iec) on input ports (IEC 62477-
1:2012/AMD1:2016)

In case the PECS manufacturer selects the conditional short-circuit current (lcc) rat- P
ing according to 4.3.1, the following specified: (IEC 62477-1:2012/AMD1:2016)

- conditional short-circuit current (icc), (IEC 62477- |[lcc <9.5kA P

- characteristics of the short-circuit protective de- Specified in Label P
vice, and (IEC 62477-1:2012/AMD1:2016)

- minimum required prospective short-circuit current | Specified in Label P
(icp.mr) (IEC 62477-1:2012/AMD1:2016)

If it is shown by analysis that the result of one test P
is representative of the worst case, less severe
combinations need not be tested. (IEC 62477-
1:2012/AMD1:2016)

43.2.3 Output short circuit current ability P

The output short circuit current ratings apply to a.c. | Specified as required,
and d.c. power output ports and to other ports for  |gee 5.2.4.4 and 6.2
which overcurrent protection is necessary.

For all output ports, short circuit evaluation to de-
termine the minimum and maximum output short
circuit current shall be performed according to
5.2.4.4 and the output short circuit current available
from the PECS shall be specified as in 5.2.4.4 and
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6.2.

Internal electronic output short circuit protection is
considered acceptable as an output short circuit
protection device of the PECS, when compliance is
shown by test in 5.2.4.4.

43.2.4 Combined input and output ports DC port

For ports which are both input and output ports the
applicable requirements of both 4.3.2.1 and 4.3.2.3

apply.
433 Short-circuit coordination (backup protection)

Protective devices provided or specified shall have P
adequate breaking capability to interrupt the maxi-
mum prospective short circuit current specified for
the port to which they are connected.

If internal protection of the PECS is not rated for the
prospective short circuit current, the installation in-
structions shall specify an upstream protective de-
vice, rated for this prospective short circuit current
of that port, which shall be used to provide backup
protection. Analysis shall ensure the protection co-
ordination between the external and internal protec-

tive device.
Compliance shall be checked by inspection and by P
the tests of 5.2.4.4 and 5.2.4.5.
43.4 Protection by several devices
Where protective devices that require manual re- P

placement or resetting are used in more than one
pole of a supply to a given load, those devices shall
be located together. It is permitted to combine two
or more protective devices in one component.

Compliance shall be checked by inspection.

435 Input ports short time withstand current, lew (IEC N/A
62477-1:2012/AMD1:2016)
In case the PECS manufacturer selects the short time withstand current (lew) rating N/A
according to 4.3.1, the following specified: (IEC 62477-1:2012/AMD1:2016)
- rated short time withstand current (Icw), (IEC N/A
62477-1:2012/AMD1:2016)
- associated duration, and (IEC 62477- N/A
1:2012/AMD1:2016)
- rated peak withstand current (Ipk). (IEC 62477- N/A

1:2012/AMD1:2016)

If it is shown by analysis that the result of one test N/A
is representative of the worst case, less severe
combinations need not be tested. (IEC 62477-
1:2012/AMD1:2016)

4.4 Protection against electric shock

441 General
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442 Decisive voltage classification
4421 General Considered

4422 Determination of decisive voltage class
44221 General

U|T|T|T| DO

For protection against the ventricular fibrillation
body reaction, DVC can be selected from Table 2.

44222 Selection tables for contact area and skin humidity P
condition

In order to protect against ventricular fibrillation, the P
appropriate conditions from Table 3 and Table 4
shall be selected.

44223 Limits of the working voltage for the DVC

4.4.2.3 Requirements for protection against electric shock

4.4.3 Provision for basic protection
4431 General Considered

4.4.3.2 Protection by means of insulation of live parts Considered

T|TV|TV|TV|T| O

Live parts shall be completely surrounded with in-
sulation if their working voltage is greater than DVC
As or if they do not have protective separation from
adjacent circuits of DVC C.

Basic insulation may be provided by solid insulation P
or air clearance.

The insulation shall be rated according to the im- P
pulse voltage, temporary overvoltage or working
voltage (see 4.4.7.2.1), whichever gives the most
severe requirement. It shall not be possible to re-
move the insulation without the use of a tool or key.

4433 Protection by means of enclosures or barriers Considered

Live parts with voltage higher than DVC As shall IP55 P
be:

- arranged in enclosures or located behind enclo-
sures or barriers, which meet at least the require-
ments of the Protective Type IPXXB according to
Clause 7 of IEC 60529:1989;

- located at the top surfaces of enclosures or barri-
ers which are accessible when the equipment is
energized shall meet at least the requirements of
the protective type IP3X with regard to vertical ac-
cess only.

For moveable equipment with no defined top and N/A
bottom this requirement of protective Type IP3X
applies to all sides.

If the PECS is installed in a restricted access area, P
IPXXB instead of IP3X applies.

Product committees using this document as refer- N/A
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ence document might consider less requirement for
equipment having openings in the top of an enclo-
sure with a height exceeding 1,8 m.

Compliance is shown by test of 5.2.2.2.

It shall only be possible to open enclosures or re-
move barriers:

« with the use of a tool or key; or
« after de-energization of these live parts.

Where the enclosure is required to be opened and P
the PECS energized during installation or mainte-
nance:

a) accessible live parts of voltage higher than
DVC As shall be protected by at least
IPXXA,;

b) live parts of voltage higher than DVC As
that are likely to be touched when making
adjustments shall be protected by at least
IPXXB;

c) it shall be ensured that persons are aware
that live parts with voltage higher than DVC
As are accessible.

4434 Protection by means of limitation of touch current P
and charge
The limitation of touch current and discharge ener- | Touch current tested value P
gy shall not exceed: 0.03mA dc

- avalue of 3,5 mA a.c. or 10 mA d.c. for the
limitation of touch current; and

- avalue of 50 uC for the limitation of dis-
charge energy.

4435 Protection by means of limited voltages N/A

The voltage between simultaneously accessible N/A
parts shall not be greater than DVC As as deter-
mined in 4.4.2.2.

4.4.4 Provision for fault protection
44.4.1 General

Fault protection shall be provided by one or more of
the following measures:

* Protective equipotential bonding in 4.4.4.2 in
combinations with the PE conductor in 4.4.4.3;

» Automatic disconnection of supply in 4.4.4.4;
* Supplementary insulation in 4.4.4.5;

» Simple separation between circuits in 4.4.4.6;
* Electrically protective screening in 4.4.4.7.

Fault protection shall be independent and additional
to those for basic protection.

4442 Protective equipotential bonding P
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44421 General

Protective equipotential bonding shall be provided
between accessible conductive parts of the equip-
ment and the means of connection for the PC con-
ductor, except:

a) accessible conductive parts that are pro-
tected by one of the measures in 4.4.6.4; or

b) when accessible conductive parts are sepa-
rated from live parts using double or rein-
forced insulation.

Electrical contact to the means of connection of the P
PE conductor shall be achieved by one or more of
the following means:

« through direct metallic contact;

« through other accessible conductive parts or other
metallic components which are not removed when
the PECS is used as intended;

« through a dedicated protective equipotential bond-
ing conductor.

44422 Rating of protective equipotential bonding

Protective equipotential bonding shall either be: Comply with a)

a) sized in accordance with the requirements for
the PE conductor in 4.4.4.3 and the means of con-
nection for the PE conductor in 4.4.4.3.2 to ensure
no voltage drop exceeding the values from
4.4.2.2.3 during a fault; or

b) sized

« to withstand the highest stresses that can occur to
the PECS item(s) concerned when they are sub-

jected to a fault connecting to accessible conduc-
tive parts; and

« to remain effective for as long as a fault to the ac-
cessible conductive parts persists or until an up-
stream protective device removes power from the
part; and

» to ensure no voltage drop exceeding the values
from 4.4.2.2.3 during normal operation and during a
fault.

Compliance shall be checked with the type tests in
5.2.3.11

4443 PE conductor
44431 General

A PE conductor shall be connected at all times
when power is supplied to the PECS, unless the
PECS complies with the requirements of protective
class Il (see 4.4.6.3) or protective class Ill. Unless
local wiring regulations state otherwise, the PE
conductor cross-sectional area shall be determined
from Table 7 or by calculation according to 543.1 of
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IEC 60364-5-54:2011.
If the PE conductor is routed through a plug and N/A

socket, or similar means of disconnection, it shall
not be possible to disconnect it unless power is
simultaneously removed from the part to be pro-
tected.

The cross-sectional area of every PE conductor Larger than 4 mm? P
that does not form part of the supply cable or cable
enclosure shall, in any case, be not less than:

* 2,5 mm2 if mechanical protection is provided; or
* 4 mmz2 if mechanical protection is not provided.

Provisions within cord-connected equipment shall P
be made so that the PE conductor in the cord shall,
in the case of failure of the strain-relief mechanism,
be the last conductor to be interrupted.

For special system topologies, the PECS designer

shall verify the PE conductor cross-section re-
quired.

44432 Means of connection for the PE conductor

PECS shall have a means of connection for the PE
conductor, located near the terminals for the re-
spective live conductors. The means of connection
shall be corrosion-resistant and shall be suitable for
the connection of conductors according to Table 7
and of cables in accordance with the wiring rules
applicable at the installation. The means of connec-
tion for the PE conductor shall not be used as a
part of the mechanical assembly of the equipment
or for other connections. Connection and bonding
points shall be designed so that their current-
carrying capacity is not impaired by mechanical,
chemical, or electrochemical influences.

Where enclosures and/or conductors of aluminium
or aluminium alloys are used, particular attention
should be given to the problems of electrolytic cor-
rosion.

Compliance shall be checked by inspection.

44433 Touch current in case of failure of PE conductor Touch current less than limit N/A
specified in 4.4.3.4

For all other PECS, one or more of the following N/A
measures shall be applied, unless the touch current
can be shown to be less than the limits specified in
4.4.3.4:

a) Use of a fixed connection and

e a cross-section of the PE conductor of
at least 10 mm2 Cu or 16 mm?2 Al; or

e automatic disconnection of the supply in
case of discontinuity of the PE conduc-
tor; or

e _provision of an additional terminal for a
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second PE conductor of the same
cross-sectional area as the original PE
conductor;

or
b) Use of a pluggable type B connection with a min-
imum PE conductor cross-section of 2,5 mm? as
part of a multi-conductor power cable. Adequate
strain relief shall be provided.

Compliance is checked by inspection and by test of N/A
5.2.3.7.

4.4.4.4 Automatic disconnection of supply No such part N/A
For automatic disconnection of supply: N/A

* a protective equipotential bonding system shall be
provided; and

* a protective device operated by the fault current
shall disconnect one or more of the line conductors
supplying the equipment, system or installation, in
case of a failure of basic insulation.

The protective device shall interrupt the fault cur-
rent within a time as specified in Figure 1, Figure 2
or Figure 3in 4.4.2.2.3.

4.4.4.5 Supplementary insulation Considered

4.4.4.6 Simple separation between circuits

If any component is connected between the sepa-
rated circuits, that component shall withstand the
electric stresses specified for the insulation which it
bridges.

If any component is connected between a circuit
and a circuit connected to earth, its impedance
shall limit the current flow through the component to
the steady-state touch current values indicated in

4.4.3.4.
4447 Electrically protective screening N/A
Electrically protective screening interposed be- N/A

tween hazardous live parts of a PECS, shall consist
of a conductive screen connected to the protective
equipotential bonding of the PECS whereby the
screen is separated from live parts by at least sim-
ple separation.

The protective screen and the connection to the
protective equipotential bonding system of the
PECS and that interconnection shall comply with
the requirements of 4.4.4.2.

445 Enhanced protection
4451 General

Enhanced protection shall provide both basic and
fault protection and can be achieved by means of:

* Reinforced insulation in 4.4.5.2;
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* Protective separation between circuits in 4.4.5.3;
* Protection by means of in 4.4.5.4.

445.2 Reinforced insulation

Reinforced insulation shall be so designed as to be |Between the communication
able to withstand electric, thermal, mechanical and | port and DC circuit
environmental stresses with the same reliability of
protection as provided by double insulation.

(basic insulation and supplementary insulation, see
4.4.3.2 and 4.4.4.5)

4453 Protective separation between circuits
Protective separation between a circuit and other Reinforced insulation between P
circuits shall be achieved by one of the following the communication port and
means: DC circuit

* double insulation (basic insulation and sup-
plementary insulation in 4.4.3.2 and 4.4.4.5);

* reinforced insulation in 4.4.5.2;
« electrically protective screening in 4.4.4.7;
» a combination of these provisions.

If conductors of the separated circuit are contained P
together with conductors of other circuits in a multi-
conductor cable or in another grouping of conduc-
tors, they shall be insulated, individually or collec-
tively, for the highest voltage present, so that dou-
ble insulation is achieved.

If any component is connected between the sepa-
rated circuits, that component shall comply with the
requirements for protective impedance devices

(see 4.4.5.4)
4454 Protection by means of protective impedance N/A
Protective impedance shall be arranged so that un- N/A

der both normal and single fault conditions the cur-
rent and discharge energy available shall be limited
according to 4.4.3.4.

The protective impedances shall be designed and N/A
tested to withstand the impulse voltages and tem-
porary overvoltages for the circuits to which they
are connected. See 5.2.3.2 and 5.2.3.4 for tests.

Compliance with the requirement for the limitation N/A
of touch current is checked by test of 5.2.3.6.

Compliance with the requirement for the discharge N/A
energy shall be checked by performing calculations
and/or measurements to determine the voltage and
capacitance.

NOTE A protective impedance designed according
to this subclause is not considered to be a galvanic

connection.
446 Protective measures
446.1 General P
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4.4.6.2 Protective measures for protective class | equip- P
ment
Protective class | equipment shall meet the re- P

guirements for:
* basic protection in 4.4.3; and

« fault protection in 4.4.4.2 and 4.4.4.3 with respect
to equipotential bonding and PE conductor.

4.4.6.3 Protective measures for protective class Il equip- Class | N/A
ment
Protective class Il equipment shall meet the re- N/A

qguirements for enhanced protection according to
4.4.5 and the enclosure shall meet the requirement
for basic protection in 4.4.3 with respect to accessi-
bility to hazardous live parts.

Protective class Il equipment shall not have means
of connection for the PE conductor. This does not
apply if a PE conductor is passed through the
equipment to equipment series-connected beyond
it.
In the latter case the PE conductor and its means
for connection shall be separated from:
accessible surface of the equipment; and
circuits which employ protective separation
with at least simple separation according to the re-
quirement in 4.4.4.6.

The simple separation shall be designed according
to the rated voltage of the series-connected equip-
ment.

Equipment of protective class Il may have provision
for the connection of an earthing conductor for
functional reasons or for the damping of overvolt-
ages. In this case, the functional earthing conductor
shall be separated from:
accessible surface of the equipment; and
circuits which employ protective separation
according to 4.4.5.3
with at least protective separation according to the
requirement in 4.4.5.3.

Equipment of protective class Il shall be marked
according to 6.3.7.3.3.

Compliance is checked by inspection.

446.4 Protective measures for protective class Il equipment N/A
446.4.1 General Class | N/A
Protective measures shall be achieved by protec- N/A

tive separation by one of the following means:

* basic insulation and supplementary insulation
(double insulation) according to 4.4.3.2 and 4.4.4.5;
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« reinforced insulation according to 4.4.5.2;

« electrically protective screening and simple sepa-
ration according to 4.4.4.7; or

» a combination of these provisions;

used in combination with one of the following
means:

* protective impedance according to 4.4.5.4 com-
prising limitation of discharge energy and of cur-
rent; or

« limitation of voltage according to 4.4.3.5.

The protective separation shall be fully and effec- N/A
tively maintained under all conditions of intended
use of the PECS.

446.4.2 Connection to PELV and SELYV circuits N/A
If a port is intended for connection of an external The communication port is N/A
PELV or SELV circuit with a higher voltage than SELV.
DVC As:

» measures to limit the voltage to that of DVC As
shall be taken (see Annex A); or

* basic protection shall be provided.

For connectors containing pins with very small con-
tact area (< 1 mmg2), the next higher voltage level
for DVC As, of Table 5, is permitted. Example: if
DVC Al is DVC As, then DVC A2 is permitted at
pins of signal connectors.

The connection of external PELV or SELYV circuits
to an internal circuit is permitted with the following
consideration:

« without measures: only if the DVC of the PELV
and SELV voltage are lower than or equal to the
DVC selected from Table 5 for the internal circuit
under consideration; and

« with measures: if the DVC of the PELV and SELV
voltage are higher than the DVC selected from Ta-
ble 5 for the internal circuit under consideration.

The possibility of an addition of the voltages of the
circuits under consideration to a higher level under
fault conditions shall be considered.

For marking, see 6.3.7.1.

Consideration needs to be given to factors such as
whether the circuits involved are earthed or not,
what the voltages involved are, whether or not di-
rect contact with live parts is possible, single faults
in either equipment or the interconnections, etc.

447 Insulation
4471 General

44711 Influencing factors

V| TV| 0|0

This subclause gives minimum requirements for in-
sulation, based on the principles of IEC 60664.
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Insulation shall be selected after consideration of P

the following influences:
- pollution degree;
- overvoltage category;
- supply system earthing;

- impulse withstand voltage, temporary over-
voltage and working voltage;

- location of insulation;
- type of insulation.

Verification of insulation shall be made according to P
5.2.2.1,5.2.3.2,5.2.3.4 and 5.2.3.5.
4.4.7.1.2 Pollution degree P

Insulation, especially when provided by clearances |PD3 (PD2 inside)
and creepage distances, is affected by pollution
which occurs during the expected lifetime of the
PECS. The micro-environmental conditions for in-
sulation shall be applied according to Table 8.

The pollution degree shall be determined according p
to the environmental condition for which the product
is specified. See Table 18 for selection of pollution
degree according to environmental classification of
the installation.

The insulation may be determined according to pol- | IP55 P
lution degree 2 if one of the following applies:

a) instructions are provided with the PECS indicat-
ing that it shall be installed in a pollution degree 2
environment; or

b) the specific installation application of the PECS
is known to be a pollution degree 2 environment; or

c) the PECS enclosure or coatings applied within
the PECS according to 4.4.7.8.4.2 or 4.4.7.8.6 pro-
vide adequate protection against what is expected
in pollution degree 3 and 4 (conductive pollution
and condensation).

The PECS manufacturer shall state in the docu- P
mentation the pollution degree for which the PECS
has been designed.

If operation in a pollution degree 4 environment is N/A
required, protection against conductive pollution
shall be provided by means of a suitable enclosure.

44.7.1.3 Overvoltage category (OVC)

The measures for reduction of the impulse voltage
shall ensure that the temporary overvoltages that
could occur are sufficiently limited so that their peak
value does not exceed the relevant rated impulse
voltage of Table 9 and shall meet the requirement
of 4.4.7.2.2,4.4.7.2.3 and 4.4.7.3 as applicable.

Four categories are considered. OVC Il considered P
» Equipment of overvoltage category IV (OVC IV) is
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for use at the origin of the installation.

» Equipment of overvoltage category Il (OVC Ill) is
equipment in fixed installations and for cases where
the reliability and the availability of the equipment
are subject to special requirements.

» Equipment of overvoltage category Il (OVC Il) is
energy-consuming equipment to be supplied from
the fixed installation.

» Equipment of overvoltage category | (OVC |) is
equipment for connection to circuits in which
measures are taken to limit transient overvoltages
to an appropriately low level.

44.7.1.4 Supply earthing systems N/A

The following three basic types of system earthing N/A
are described in IEC 60364-1.

* TN system: has one point directly earthed, the ac-
cessible conductive parts of the installation being
connected to that point by protective conductors.
Three types of TN system, TN-C, TN-S and TN-C-
S, are defined according to the arrangement of the
neutral and protective conductors.

* TT system: has one point directly earthed, the ac-
cessible conductive parts of the installation being
connected to earth electrodes electrically inde-
pendent of the earth electrodes of the power sys-
tem.

* IT system: has all live parts isolated from earth or
one point connected to earth through an imped-
ance, the accessible conductive parts of the instal-
lation being earthed independently or collectively to
the system earthing.

44.7.15 Determination of impulse withstand voltage and P
temporary overvoltage

Table 9 uses the system voltage (see 4.4.7.1.6) P
and overvoltage category of the circuit under con-
sideration to determine the impulse withstand volt-
age. The system voltage is also used to determine
the temporary overvoltage.

A PECS having more than one input or output shall
be evaluated according to the input or output which
gives the most severe requirements.

44.7.1.6 Determination of the system voltage P

4.4.7.1.6.1 |For mains supply N/A

4.4.7.1.6.2 |For non-main supply P
For PSCS supplied by non-mains a.c. or d.c., the P

system voltage is the r.m.s. value of the supply
voltage between phases.

44717 Components bridging insulation

Components bridging insulation shall comply with
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the requirements of the level of insulation (e.g.
basic, reinforced, double) they are bridging.

44.7.2 Insulation to the surroundings P

44721 |General P

44722 Circuits connected to mains supply N/A
Insulation between the surroundings and circuits N/A

which are connected directly to the mains supply
shall be designed according to the impulse with-
stand voltage, temporary overvoltage, or working
voltage, whichever gives the most severe require-
ment.

44.7.2.3 Circuits connected to Non-mains supply P

Insulation between the surroundings and circuits
supplied from a non-mains supply shall be de-
signed according to:

« the impulse withstand voltage determined from
Table 9 using the system voltage;

« the working voltage;

« the temporary overvoltage if known to exist due to
the nature of the supply;

whichever gives the more severe requirement.

Temporary overvoltage on a non-mains supply P
shall be determined as follows:

 Without detailed knowledge of the temporary
overvoltage, it shall be according to Table 9.

* If the temporary overvoltage is known this value
shall be used.

By the determination of temporary overvoltages on P
non-mains supply, following situations should be

considered:

* loss of the neutral in a non-mains low-voltage sys-

tem;

« accidental earthing of a non-mains low voltage IT

system; and

« short circuit in the non-mains low voltage installa-

tion.

44724 Insulation between circuits

Insulation between two circuits shall be designed Basic insulation between the
according to the circuit having the more severe re- |DC circuit and PE.

quirement. Reinforced or double insula-
For the design of simple and protective separation |tion between the DC circuit
between circuits the insulation shall be designed and communication port.

according to:

» the circuit having the more severe requirement; or
« the working voltage between the circuits;
whichever gives the most severe requirement.

44.7.3 Functional insulation P
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If the failure of functional insulation does not pro- P

duce a hazard (electrical, thermal, fire), no specific
requirements apply for the dimensioning of func-
tional insulation. In other cases the following re-
quirements apply.

Testing is not required, except where the circuit
analysis required by 4.2 shows that failure of the
insulation could result in a hazard.

For parts or circuits that are significantly affected by
external transients, functional insulation shall be
designed according to the impulse withstand volt-
age of overvoltage category Il, except that over-
voltage category lll shall be used when the PECS
is connected at the origin of the installation.

Where measures are provided that reduce transient
overvoltages within the circuit from category Il to
values of category I, or values of category Il to val-
ues of category I, functional insulation may be de-
signed for the reduced values.

Where the circuit characteristics can be shown by
testing (see 5.2.3.2) to reduce impulse voltages,
functional insulation may be designed for the high-
est impulse voltage occurring in the circuit during
the tests.

For parts or circuits that are not significantly affect-
ed by external transients, functional insulation shall
be designed according to the working voltage
across the insulation.

44.7.4 Clearance distance P
44.7.4.1 Determination See Table 4.4.7.4
Clearances for functional, basic and supplementary P

insulation shall be dimensioned according to Table
10 (see Annex D for examples of the evaluation of
clearance distances). Interpolation is permitted,
when clearance is determined from temporary
overvoltage or working voltage.

Clearances for reinforced insulation shall be di-
mensioned to withstand an impulse voltage one
step higher than the impulse withstand voltage, or
1,6 times the peak temporary overvoltage or peak
working voltage, required for basic insulation.

Clearance distances for use in altitudes between
2 000 m and 20 000 m shall be calculated using a
correction factor according to Table A.2 of IEC
60664-1:2007, which is reproduced as Table E.1.

A correction factor selected from Table F.2 is also
used for determination of clearance distances for
approximately homogenous fields when frequen-
cies are greater than 30 kHz, as given in Annex F.

Compliance shall be checked by visual inspection P
(see 5.2.2.1) or by performing the impulse voltage
test of 5.2.3.2 and the a.c. or d.c. voltage test of
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5.2.3.4.

44.7.4.2 Electric field homogeneity

The dimensions in Table 10 correspond to the re-
guirements of an inhomogeneous electric field dis-
tribution across the clearance, which are the condi-
tions normally experienced in practice. If a homo-
geneous electric field distribution is known to exist,
the clearance distance for basic or supplementary
insulation may be reduced to not less than that re-
quired by Table F.2 (Case B) of IEC 60664-1:2007.
In this case, however, the impulse voltage test of
5.2.3.2 shall be performed across the considered
clearance.

If the withstand against steady state voltages, re-
curring peak or temporary overvoltages according
to Table 10 is decisive for the dimensioning of
clearance and if these clearances are smaller than
the values of Table 10 then an a.c. or d.c. voltage
test according to 5.2.3.4 is required. Clearance dis-
tances for reinforced insulation shall not be reduced
for homogeneous fields.

4.47.4.3 Clearance to conductive enclosures P

The clearance between any non-insulated live part
and the walls of a metal enclosure shall be in ac-
cordance with 4.4.7.4.1 during and following the de-
flection tests of 5.2.2.4.2.

Compliance is checked by inspection and by test of P
5.2.2.4.2.
If the design clearance distance is at least 12,7 mm P

and the clearance distance required by 4.4.7.4.1
does not exceed 8 mm, the deflection tests may be
omitted.

4.4.7.5 Creepage distance

44751 Insulating material groups

Creepage distance requirements for PWBs ex-
posed to pollution degree 3 environmental condi-
tions shall be determined based on Table 11 pollu-
tion degree 3 under “Other insulators”.

For inorganic insulating materials, for example P
glass or ceramic, which do not track, the creepage
distance may equal the associated clearance dis-
tance, as determined from Table 10.

4.475.2 Determination See Table 4.4.7.5

Creepage distances for functional, basic and sup-
plementary insulation shall be dimensioned accord-
ing to Table 11. Interpolation is permitted. Creep-
age distances for reinforced insulation shall be
twice the distances required for basic insulation.

When the creepage distance requirement deter- P
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mined from Table 11 is less than the clearance dis-
tance required by 4.4.7.4.1 or the clearance dis-
tance determined by impulse testing (see 5.2.3.2),
then the creepage distance shall be increased to
the clearance distance.

Compliance of creepage distances shall be P
checked by measurement or inspection (see
5.2.2.1) (see Annex D for examples of the evalua-
tion of creepage distances).

4.4.7.6 Coating No such part N/A

A coating may be used to provide insulation, to pro- N/A
tect a surface against pollution, and to allow a re-
duction in creepage and clearance distances (see
4.4.7.8.4.2 and 4.4.7.8.6)

4477 PWB spacings for functional insulation

Spacings for functional insulation shall comply with
the requirement of 4.4.7.4 and 4.4.7.5.

Decreased spacings on PWB are permitted when P
all the following are satisfied:

» the PWB has flammability rating of V-0 (see IEC
60695-11-10);

 the PWB base material has a minimum CTI of
100;

* the equipment complies with the PWB short circuit
test (see 5.2.4.7).

Decreased spacings for components assembled on
PWB are permitted when used in:

* pollution degree 1 or 2 environment; and

* not more than overvoltage category |.

In this case the manufacture specification may be
used.

Compliance is checked by inspection and by test of
5.2.4.7 if applicable.

4478 Solid insulation
4.4.7.8.1 General

Materials selected for solid insulation shall be able
to withstand the stresses occurring. These include
mechanical, electrical, thermal, climatic and chemi-
cal stresses which are to be expected in normal
use. Insulation materials shall also be resistant to
ageing during the expected lifetime of the PECS.

Tests shall be performed on components and sub-
assemblies using solid insulation, in order to ensure
that the insulation performance has not been com-
promised by the design or manufacturing process.

4.4.7.8.2 Material requirements

The insulating material shall have a CTI of 100 or
greater.

The insulating material shall be suitable for the
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maximum temperature it attains as determined by
the temperature rise test of 5.2.3.10. Consideration
shall be given as to whether or not the insulating
material additionally provides mechanical strength
and whether or not the part can be subject to im-
pact during use.

The insulating material in contact with live parts P
higher than DVC As shall comply with:

« the glow-wire test described in 5.2.5.3 at a test
temperature of 850 °C; or

* the glow-wire test described in 5.2.5.3, at a lower
test temperature, but not less than 550 °C, depend-
ing on the classification of the use of the PECS, ac-
cording to Table A.1 of IEC 60695-2-11:2011; or

« the alternative hot wire ignition test of 5.2.5.4.

Thermoplastic insulating materials used in contact P
with live parts higher than DVC As or used as part
of the enclosure shall comply with the ball pressure
test as abnormal heat test according to IEC 60695-
10-2.

Where an insulating material is used in a PECS P
that incorporates switching contacts, and is within
12,7 mm of the contacts, it shall comply with the
high current arcing ignition test of 5.2.5.2.

In case the manufacturer of the insulating material P
provides data to demonstrate compliance with the
above requirements no further testing is required.

No further evaluation is required when generic ma-
terials are used according to Table 12.

Compliance is checked by inspection and by test of P
5.2.3.10 and 5.2.5.3 or 5.2.5.2.
44.7.8.3 Thin sheet or tape material N/A
4.4.7.8.3.1 |General No such part N/A
4.4.7.8.3 applies to the use of thin sheet or tape N/A

materials in assemblies such as wound compo-
nents and bus-bars.

Insulation consisting of thin (less than 0,75 mm)
sheet or tape materials is permitted, provided that it
is protected from damage and is not subject to me-
chanical stress under normal use.

Where more than one layer of insulation is used,
there is no requirement for all layers to be of the
same material.

NOTE 1 One layer of insulation tape wound with
more than 50 % overlap is considered to constitute
two layers.

NOTE 2 Basic, supplementary and double insula-
tion can be applied as a pre-assembled system of
thin materials.
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4.4.7.8.3.2 |Material thickness = 0,2 mm N/A
Basic or supplementary insulation shall consist of at N/A

least one layer of material, which will meet the re-
quirements of 4.4.7.8.1 and 4.4.7.10.1.

Double insulation shall consist of at least two layers N/A
of material, each of which will meet the require-
ments of 4.4.7.8.1, 4.4.7.10.1, and the partial dis-
charge requirements of 4.4.7.10.2, and both layers
together will meet the impulse and a.c. or d.c. volt-
age requirements of 4.4.7.10.2.

Reinforced insulation shall consist of a single layer N/A
of material, which will meet the requirements of
4.4.7.8.1 and 4.4.7.10.2.

NOTE The requirements of this subclause indicate N/A
that double insulation can be at least 0,4 mm thick,
while reinforced insulation is permitted to be 0,2

mm thick.
4.4.7.8.3.3 | Material thickness less than 0,2 mm N/A
Basic or supplementary insulation shall consist of at N/A

least two layers of material, which will meet the re-
quirements of 4.4.7.8.1 and 4.4.7.10.1.

Double insulation shall consist of at least three lay- N/A
ers of material. Each layer shall meet the require-
ments of 4.4.7.8.1 and 4.4.7.10.1, and any two lay-
ers together shall meet the requirements of

4.4.7.10.2.
Reinforced insulation consisting of a single layer of N/A
material is not permitted.

4.4.7.8.3.4 |Compliance N/A
Compliance shall be checked by the tests de- N/A

scribed in 5.2.3.1t0 5.2.3.5.

When a component or sub-assembly makes use of
thin sheet insulating materials, it is permitted to per-
form the tests on the component rather than on the
material.

44.7.8.4 Printed wiring boards (PWBs)
4.4.7.8.4.1 |General

Insulation between conductor layers in double-
sided single-layer PWBs, multi-layer PWBs and
metal core PWBs, shall meet the requirements of
4.4.7.8.1. Basic, supplementary, double and rein-
forced insulation shall meet the appropriate re-
quirements of 4.4.7.10.1 or 4.4.7.10.2. Functional
insulation in PWBs shall meet the requirements of
4.4.7.7.

For the inner layers of multi-layer PWBs, the insula-

tion between adjacent tracks on the same layer
shall be treated as either:
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* a creepage distance for pollution degree 1 and a
clearance as in air (see Example D.14); or

¢ solid insulation, in which case it shall meet the re-
quirements of 4.4.7.8.1 and 4.4.7.10.

4.4.7.8.4.2 |Use of coating materials No such part N/A

A coating material used to provide functional, basic, N/A
supplementary and reinforced insulation shall meet
the requirement as specified below.

Type 1 protection (as defined in IEC 60664-3) im- N/A
proves the microenvironment of the parts under
protection. The clearance and creepage distance of
Table 10 and Table 11 for pollution degree 1 apply
under the protection. Between two conductive
parts, it is a requirement that one or both conduc-
tive parts, together with all the spacing between
them, are covered by the protection.

Type 2 protection is considered to be similar to sol- N/A
id insulation. Under the protection, the require-
ments for solid insulation specified in 4.4.7.8 are
applicable, including the coating material itself, and
spacings shall not be less than those specified in
Table 1 of IEC 60664-3:2003. The requirements for
clearance and creepage in Table 10 and Table 11
do not apply. Between two conductive parts, it is a
requirement that both conductive parts, together
with the spacing between them, are covered by the
protection so that no air gap exists between the
protective material, the conductive parts and the
printed boards.

The coating material used to provide Type 1 and N/A
Type 2 protection shall be designed to withstand
the stresses anticipated to occur during the ex-
pected lifetime of the PECS. A type test on repre-
sentative PWBs shall be conducted according to
Clause 5 of IEC 60664-3:2003. For the cold test
(5.7.1 of IEC 60664-3:2003), a temperature of -
25 °C shall be used, and for the rapid change of
temperature test (5.7.3 of IEC 60664-3:2003): -
25 °C to +125 °C. No routine test is required.

44785 |Wound components N/A
Varnish or enamel insulation of wires shall not be N/A
used for basic, supplementary, double or reinforced
insulation.

Wound components shall meet the requirements of
4.4.7.8.1 and 4.4.7.10.

The component itself shall pass the requirements
given in 4.4.7.8.1 and 4.4.7.10.2. If the component
has reinforced or double insulation, the a.c. or d.c.
voltage test of 5.2.3.4 shall be performed as a rou-
tine test.

4.4.7.8.6 Potting materials N/A

TRF No. IEC62477_1D



A TUVRheinland®

Page 37 of 95 Report No.: CN25BFMC 001
IEC 62477-1

Clause Requirement — Test Result — Remark Verdict
A potting material may be used to provide solid in- N/A
sulation or to act as a coating to protect against pol-
lution.
If used as solid insulation, it shall comply with the N/A
requirements of 4.4.7.8.1 and 4.4.7.10.
If used to protect against pollution, the require- N/A
ments for Type 1 protection in 4.4.7.8.4.2 apply.

4.4.7.9 Connection of parts of solid insulation (Cemented N/A
joints)
The creepage and clearance path in the presence N/A

of a cemented joint between two insulating parts,
are determined as follows.

* Type 1 or type 2 protection as described in
4.4.7.8.4.2 apply.

» A cemented joint that is not evaluated as provid-
ing protection of type 1 or type 2, is neither consid-
ered solid insulation nor to reduce pollution degree.
The clearance and creepage distances of Table 10
and Table 11 apply for the pollution degree of the
environment around the joint. See 5.2.5.7 for test.

4.4.7.10 Requirements for electrical withstand capability

4.4.7.10.1 |Basic or supplementary insulation See Table 4.4.7.10

Test with impulse withstand voltage according to
5.2.3.1

Test with a.c. or d.c. voltage according to 5.2.3.4
4.4.7.10.2 |Double and reinforced insulation See Table 4.4.7.10

Double or reinforced insulation shall be tested as
follows:

» Test with impulse withstand voltage according to
5.2.3.2; and

* Test with a.c. or d.c. voltage according to 5.2.3.4.

For solid insulation, the partial discharge test ac- P
cording to 5.2.3.5 shall be performed in addition to
the above tests, if the recurring peak working volt-
age across the insulation is greater than 750 V and
the voltage stress on the insulation is greater than 1
kV/mm.

The partial discharge test shall be performed as a
type test on all components, sub-assemblies and
PWB. In addition, a sample test shall be performed
if the insulation consists of a single layer of materi-
al.

Double insulation shall be designed so that failure P
of the basic insulation or of the supplementary insu-
lation will not result in reduction of the insulation
capability of the remaining part of the insulation.

44711 Insulation requirements above 30 kHz N/A
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448 Compatibility with residual current-operated protec- | No such devices N/A
tive devices
To ensure the intended work of an RCD provided N/A

by the installation PECS shall satisfy one of the fol-
lowing conditions.

a) A Pluggable Type A single-phase PECS, shall
be designed so that, under normal and fault condi-
tions any resulting d.c. component of the current in
the PE conductor does not exceed the d.c. current
withstand requirements in IEC 60755 for RCD of
type A.

b) For PECS that are Pluggable Type B or intended
for permanent connection, d.c. current in the PE
conductor is not limited if the information and mark-
ing requirements of 6.3.7.4 are complied with.

Compliance with RCD provided by the installation N/A
shall be checked by simulation or calculation of cur-
rent in the PE conductor under normal and single
fault conditions according to the guideline provided

in Annex H.
449 Capacitor discharge N/A
For protection against shock hazard, capacitors N/A

within a PECS shall be discharged to a voltage less
than DVC As, or to a residual charge less than 50
uC, after the removal of power from the PECS:

* For pluggable PECS type A and B the discharge
time shall not exceed 1 s or the hazardous live
parts shall be protected against direct contact by at
least IPXXB (see 4.4.3.3).

» For permanently connected PECS the discharge
time shall not exceed 5 s.

For pluggable PECS type A and B and permanently
connected PECS, which do not meet the above re-
quirements, access shall only be possible by
means of a tool or key and the information and
marking requirements of 6.5.2 apply.

Compliance is checked by test of 5.2.3.8.

4.5 Protection against electrical energy hazards P
45.1 Operator Access Areas P
4511 General P

Equipment shall be so designed that there is no risk P

of electrical energy hazard in operator access are-
as from accessible circuits by fulfilling requirement
of 4.2.

A risk of injury due to an electrical energy hazard
exists if it is likely that two or more bare parts (one
of which may be earthed) between which a hazard-
ous energy level exists, will be bridged by a metallic
object.

The likelihood of bridging the parts under consider-
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ation is determined by means of the test finger of
Figure 1 of IEC 60529:1989, in a straight position. If
it is possible to bridge the parts with this test finger,
a hazardous energy level shall not exist.

Barriers, guards, and similar means preventing un-
intentional contact may be provided as an alterna-
tive to limiting the energy.

Compliance is checked by inspection or test of P
5.2.2.2.

45.1.2 Determination of hazardous energy level P

A hazardous electrical energy level is considered to
exist if:

« the voltage is 2 V or more;

and

» power available exceeds 240 VA after 60 s; or

* the energy exceeds 20 J.

Compliance shall be checked with the test in
5.2.3.9 or by calculation.

45.2 Service Access Areas No such capacitors N/A

Capacitors within a PECS shall be discharged to an N/A
energy level less than 20 J, as in 4.5.1.2, within 5 s
after the removal of power from the PECS. If this

requirement is not achievable for functional or other
reasons, the information and marking requirements

of 6.5.2 apply.
If the capacitor discharge time cannot be accurately N/A
calculated, the discharge time shall be measured.

4.6 Protection against fire and thermal hazards

46.1 Circuits representing a fire hazard

The following types of circuits are considered a fire
hazard:

- circuits directly connected to the mains

- circuits that are not directly connected to the
mains but exceed the limits for limited power
sources in 4.6.5

- components having unenclosed arcing parts

46.2 Components representing a fire hazard

46.2.1 General

Compliance with 4.6.2 and 4.6.3 shall be confirmed
by inspection of component and material data
sheets and, where necessary, by test.

46.2.2 Components within a circuit representing a fire P
hazard
Inside fire enclosures, materials for components P

and other parts and all materials in contact with
such parts shall comply with flammability class V-2
as classified in IEC 60695-11-10 or flammability
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class HF-2 as classified in ISO 9772 or better.

The above requirement does not apply to any of the P
following:

» electrical components which do not present a fire
hazard under abnormal operating conditions when
tested according to 5.2.4.6;

» materials and components within an enclosure of
0,06 m? or less, consisting totally of metal and hav-
ing no ventilation openings, or within a sealed unit

containing an inert gas;

+ electronic components, such as integrated circuit
packages, opto-coupler packages, capacitors and
other small parts that are mounted on material of
flammability class V-1 or better;

* wiring, cables and connectors insulated with PVC,
TFE, PTFE, FEP, neoprene or polyimide;

« the following parts, provided that they are sepa-
rated from electrical parts (other than insulated
wires and cables) which under fault conditions are
likely to produce a temperature that could cause ig-
nition, by at least 13 mm of air or by a solid barrier
of material of flammability class V-1 or better:

— other small parts which would contribute
negligible fuel to a fire, including, labels,
mounting feet, key caps, knobs and the like;

— tubing for air or any fluid systems, containers

for powders or liquids and foamed plastic parts,
provided that they are of flammability class HB.

4.6.2.3 Components within a circuit not representing a fire N/A
hazard
For components within a circuit not representing a N/A

fire hazard 4.6.2 does not apply.

4.6.3 Fire enclosures
46.3.1 General

Fire enclosures are used to reduce the risk of fire to | Metal enclosure
the environment, independent of the location where
they are installed.

A fire enclosure shall be provided for all PECS un-
less:

« the product committee specifies that a fire enclo-
sure is not required; or

« there is an agreement between the user and the
manufacturer; or

 the PECS is intended to be used only in areas
without combustible materials and is marked ac-
cording to 6.3.5.

4.6.3.2 Flammability of enclosure materials Metal enclosure

Materials used for fire enclosures of PECS shall
meet the flammability test requirements of 5.2.5.5,
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except for those portions of the enclosure that en-
close only circuits not representing a fire hazard.

Materials are considered to comply without test if, N/A
in the minimum thickness used, the material is of
flammability class 5VA or better, according to IEC
60695-11-20.

Metals, ceramic materials, and glass which is heat- P
resistant tempered, wired or laminated, are consid-
ered to comply without test.

Materials for components that fill an opening in a N/A
fire enclosure shall:

* be of at least V-1 class material and no larger
than 100 mm in any dimension; or

* be of at least V-2 class material and either
— not larger than 25 mm in any dimension; or

— not larger than 100 mm in any dimension and
located at least 100mm from any part that is a
source of fire hazard; or
* be of at least V-2 class material and there is a
barrier or device(s) that forms a barrier made of a
V-0 class material between the part and a source of
fire hazard; or
» comply with a relevant IEC component standard
that includes flammability requirements for compo-
nents that are intended to form part of, or fill open-
ings in, a fire enclosure.

Polymeric materials that serve as the outer enclo- N/A
sure and have surface area greater than 1 m2 or a
single dimension larger than 2 m, shall have a max-
imum flame spread index of 100 as determined by
ASTM E162 or ANSI/ASTM E84.

The manufacturer may provide data from the fire N/A
enclosure material supplier to demonstrate compli-
ance with the above requirements. In this case, no
further testing is required.

Compliance shall be checked by visual inspection P
and, where necessary, by test.
4.6.3.3 Openings in fire enclosures N/A
46.3.3.1 General N/A
4.6.3.3.2 Openings in the top and the side of fire enclosures N/A
Openings in the top surfaces of fire enclosures N/A

shall be designed to prevent an external object fall-
ing vertically or at up to 5° from vertically from en-
tering the enclosure in an area that could lead to a
fire hazard.

This requirement applies to all sides of moveable
equipment with no defined top and bottom, unless
top and bottom surfaces can be suitably demon-
strated in the installation instructions.
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Compliance shall be checked by test of 5.2.2.2.

Openings in the top surfaces of fire enclosures not N/A
located vertically above or within 5° from vertical of
a circuit representing a fire hazard as defined in
4.6.1 are not subject to the test of 5.2.2.2 and can
be of any construction if the construction prevents
access to parts greater than DVC As with the IP3X
probe as detailed in 4.4.3.3.

Where a portion of the side of a fire enclosure falls
within the area traced out by the 5° angle in Figure
6, the limitations in 4.6.3.3.3 regarding openings in
bottoms of fire enclosures also apply to this portion
of the side.

Compliance shall be checked by visual inspection.

4.6.3.3.3 Openings in the bottom of fire enclosures N/A

Compliance is checked by inspection or with the N/A
hot flaming oil test in 5.2.5.6, in case the fire enclo-
sure is designed differently than as described in
this subclause.

46.3.3.4 Doors of covers in fire enclosures N/A

If part of a fire enclosure consists of a door or a N/A
cover leading to an operator access area, it shall
comply with one of the following requirements:

« the door or cover shall be provided with a safety
interlock; or

» a door or cover, intended to be routinely opened
by the user, shall comply with both of the following
conditions:

— it shall not be removable from other parts of
the fire enclosure by the user; and

— it shall be provided with a means to keep it
closed during normal operation.

A door or cover intended only for occasional use by
an installer, such as for the installation of accesso-

ries, is permitted to be removable provided that the
equipment instructions include directions for correct
removal and reinstallation of the door or cover.

Compliance is checked by inspection.

46.4 Temperature limits

46.4.1 Internal parts See table 4.6.4

Equipment and its component parts shall not attain
temperatures in excess of those in Table 14 when
tested in accordance with the ratings of the equip-
ment.

Compliance is checked by test of 5.2.3.10.

46.4.2 Accessible parts P

When surface temperatures of the PECS, close to
mounting surfaces, exceed the limit of Table 15, a

TRF No. IEC62477_1D



A TUVRheinland®

Page 43 of 95 Report No.: CN25BFMC 001
IEC 62477-1

Clause Requirement — Test Result — Remark Verdict

warning according to 6.3.5 shall be provided.

4.6.5 Limited power sources N/A
Where a limited power source is required, the N/A
source shall comply with Table 16 or Table 17 as
applicable.

A limited power source shall comply with one of the N/A

following requirements:

a) the output is inherently limited in compliance with
Table 16; or

b) a linear or non-linear impedance limits the output
in compliance with Table 16. If a positive tempera-
ture coefficient device (e.g. PTC) is used, it shall
pass the applicable tests specified in IEC 60730-1;
or

¢) a regulating network limits the output in compli-
ance with Table 16, both with and without a single
fault in the regulating network; or

d) an overcurrent protective device is used and the
output is limited in compliance with Table 17.

Compliance to determine the maximum available N/A
power is checked by test of 5.2.3.9.

4.7 Protection against mechanical hazards

47.1 General

Failure of any component within the PECS shall not
release sufficient energy to lead to a hazard, for
example, expulsion of material into an area occu-
pied by personnel.

4.7.2 Specific requirements for liquid cooled PSCS N/A
4721 General Not liquid cooled PSCS N/A
47.2.2 Coolant N/A
Coolant temperature in operation shall not exceed N/A
the limit specified in Table 14.
Compliance is checked by inspection and test of N/A
5.2.3.10.
47.2.3 Design requirements N/A
47.2.3.1 General N/A
The liquid containment system components shall N/A

be compatible with the liquid to be used.

Equipment using liquids shall be so constructed
that it is unlikely that either a dangerous concentra-
tion of these materials or a hazard in the meaning
of this standard will be created by condensation,
vaporization, leakage, spillage or corrosion during
normal operation, storage, filling or emptying.
Compliance is checked by inspection.

The flexible hoses should be made of material free
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of conductive contaminants such as carbon.

47.2.3.2 Corrosion requirements N/A

All cooling system components shall be suitable for N/A
use with the specified coolant. They shall be corro-
sion resistant and shall not corrode as a result of
prolonged exposure to the coolant and/or air.

Compliance is checked by inspection.

47.2.3.3 Tubing, joints and seals N/A

Cooling system tubing, joints and seals shall be de- N/A
signed to prevent leakage during excursions of
pressure over the life of the equipment. The entire
cooling system including tubing shall satisfy the re-
quirements of the hydrostatic pressure test of 5.2.7.

4.7.2.3.4 Provision for condensation N/A

Where internal condensation occurs during normal N/A
operation or maintenance, measures shall be taken
to prevent degradation of insulation. In those areas
where such condensation is expected, clearance
and creepage distances of Table 10 and Table 11
shall be evaluated at least for a pollution degree 3
environment (see Table 8), and provision shall be
made to prevent accumulation of water (for exam-
ple by providing a drain).

Compliance is checked by inspection.

4.7.2.35 Leakage of coolant N/A

During a leakage measures has to ensure that N/A
coolant will not result in wetting of live parts or
electrical insulation.

4.7.2.3.6 Loss of coolant N/A

Loss of coolant form the cooling system shall not N/A
result in thermal hazards, explosion, or shock haz-
ard. The requirements of the Loss of coolant test of
5.4.3.9.4 shall be satisfied.

4.7.2.3.7 Conductivity of coolant N/A

When the coolant is intentionally in contact with live N/A
parts (for example non-earthed heatsinks), the
conductivity of the coolant shall be continuously
monitored and controlled, in order to avoid hazard-
ous current flow through the coolant.

4.7.2.3.8 Insulation requirements for coolant hoses N/A

When the coolant is intentionally in contact with live N/A
parts (for example non-earthed heatsinks), the
coolant hoses form a part of the insulation system.
Depending on the location of the hoses, the re-
quirements of 4.4.7 for functional or simple or pro-
tective separation shall be applied where relevant.

4.8 Equipment with multiple sources of supply N/A
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Equipment with more than one supply; design shall
be:

- separate means of connection are provided
for different circuits; and

- supply plug connections, if any, are not in-
terchangeable if a hazard could be created
by incorrect plugging; and

- hazards, within the meaning of this stand-
ard, shall not be present under normal or
single fault conditions due to the presence
of multiple sources of supply. Actions such
as disconnection or de-energizing of a
supply are considered a normal condition.

Compliance is checked by the evaluation of 4.2

N/A

Examples of the types of hazards that should be
considered are:

a) Backfeed prevention — preventing voltage
or energy available within the PECS or one
of its sources from being fed back to any of
the input terminals for another source, ei-
ther directly or by a leakage path.

b) Protection against unintentional islanding.

c) Touch current levels may be higher with

multiple sources connected simultaneously.

d) Hazard resulting from damage to one or
more connected sources due to energy
from another source, for example the
mains.

e) Damage to wiring due to currents higher

than the wiring is designed for flowing from
another source.

N/A

4.9

Protection against environmental stresses

The manufacturer has to specify the following con-
ditions for operation, storage and transportation ac-
cording to IEC 60721

- Coolant temperature (min/max);
- Ambient temperature (min/max);
- Humidity (min/max)

- Pollution degree;

- Vibration;

- U.V. resistance;

- Over voltage category (OVC);

- Altitude for thermal consideration, if rated for
operation above 1000 m;

- Altitude for insulation coordination considera-
tions, if rated for operation above 2000 m.

The manufacturer shall state the environmental

service condition for the PECS according to Table
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18.
4.10 Protection against Sonic Pressure Hazards
4.10.1 General
4.10.2 Sonic pressure and sound level
If the measured sound pressure exceeds 70 dBA Less than 70 dB A N/A

(except that sounds from alarms are not included)
the documentation shall provide information regard-
ing the sound level of the equipment.

411 Wiring and connections P
411.1 General Considered
The wiring and connections between parts of the P

equipment and within each part shall be protected
from mechanical damage during installation. The
insulation, conductors and routing of all wires of the
equipment shall be suitable for the electrical, me-
chanical, thermal and environmental conditions of
use. Conductors which are able to contact each
other shall be provided with insulation rated for the
DVC requirements of the relevant circuits.

The compliance with 4.11.2 to 4.11.8 shall be
checked by inspection (see 5.2.1) of the overall
construction and datasheets if applicable.

411.2 Routing P

A hole through which insulated wires pass in a
sheet metal wall within the enclosure of the equip-
ment shall be provided with a smooth, well-rounded
bushing or grommet or shall have smooth, well-
rounded surfaces upon which the wires bear to re-
duce the risk of abrasion of the insulation.

Wires shall be routed away from sharp edges, P
screw threads, burrs, fins, moving parts, drawers,
and similar parts, which abrade the wire insulation.
The minimum bend radius specified by the wire
manufacturer shall not be violated.

Clamps and guides, either metallic or non-metallic, P
used for routing stationary internal wiring shall be
provided with smooth, well-rounded edges. The
camping action and bearing surface shall be such
that abrasion or deformation of the insulation does
not occur. If a metal clamp is used for conductors
having thermoplastic insulation less than 0,8 mm
thick, non-conduction mechanical protection shall
be provided.

4.11.3 Colour coding

Insulated conductors, other than those which are
integral of ribbon cable or multi-cord signal cable,
identified by the colour green with or without one or
more yellow stripes shall only be used for protective
bonding.
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4114 Splices and connections

All splices and connections shall be mechanically
secured and shall provide electrical continuity.

Electrical connections shall be soldered, welded,
crimped, or otherwise securely connected. A sol-
dered joint, other than a component on a PWB,
shall additionally be mechanically secured.

NOTE Stranded wire should not be consolidated
with solder where secured in a terminal that relies
on pressure for contact or equivalent

When stranded internal wiring is connected to a
wire-binding screw, the construction shall be such
that loose strands of wire do not contact:

« other uninsulated live parts not always of the
same potential as the wire;

* de-energized metal parts.

When screw terminal connections are used, the re-
sulting connections may require routine mainte-
nance (tightening). Appropriate reference shall be
made in the maintenance manual (see 6.5.1).

4,115 Accessible connections

In addition to measures given in 4.4.6.4 it shall be
ensured that neither insertion error nor polarity re-
versal of connectors can lead to a voltage on an
accessible connection higher than the maximum of
DVC As. This applies for example to plug-in sub-
assemblies or other plug-in devices which can be
plugged in without the use of a tool or key or which
are accessible without the use of a tool or key. This
does not apply to equipment intended to be in-
stalled in restricted access areas.

If relevant, non-interchangeability and protection
against polarity reversal of connectors, plugs and
socket outlets shall be confirmed by inspection and
trial insertion.

4.11.6 Interconnections between parts of the PSCS

In addition to complying with the requirements giv-
enin 4.11.1 to 4.11.5, the means provided for the
interconnection between parts of the PECS shall
comply with the following requirements or those of
4.11.7.

Cable assemblies and flexible cords provided for in-
terconnection between sections of equipment or
between units of a system shall be suitable for the
service or use involved. Cables shall be protected
from physical damage as they leave the enclosure
and shall be provided with mechanical strain relief.

Misalignment of male and female connectors, inser-
tion of a multipin male connector in a female con-
nector other than the one intended to receive it, and
other manipulations of parts which are accessible
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to the operator shall not result in mechanical dam-
age or a risk of thermal hazards, electric shock, or
injury to persons.

When external interconnecting cables terminate in
a plug which mates with a receptacle on the exter-
nal surface of an enclosure, no risk of electric
shock shall exist at accessible contacts of either the
plug or receptacle when disconnected.

NOTE An interlock circuit in the cable to de-
energize the accessible contacts whenever an end
of the cable is disconnected meets the intent of
these requirements.

4117 Supply connections

The connection points provided shall be of appro-
priate construction to preclude the possibility of
loose strands reducing the spacing between con-
ductors when careful attention is paid to installation.

4.11.8 Terminals

41181 Construction requirements

All parts of terminals which maintain contact and
carry current shall be of metal having adequate
mechanical strength.

Terminal connections shall be such that the con-
ductors can be connected by means of screws,
springs or other equivalent means so as to ensure
that the necessary contact pressure is maintained.

Terminals shall be so constructed that the conduc-
tors can be clamped between suitable surfaces
without any significant damage either to conductors
or terminals.

Terminals shall not allow the conductors to be dis-
placed or be displaced themselves in a manner det-
rimental to the operation of equipment and the insu-
lation shall not be reduced below the rated values.

The requirements of this subclause are met by us-
ing terminals complying with IEC 60947-7-1 or
IEC 60947-7-2, as appropriate.

4.11.8.2 Connecting capacity

Terminals shall be provided which accommodate
the conductors specified in the installation and
maintenance manuals (see 6.3.6.4) and cables in
accordance with the wiring rules applicable at the
installation. The terminals shall meet the tempera-
ture rise test of 5.2.3.10.

Information regarding the permitted wire sizes shall P
be given in the installation manual.

4.11.8.3 Connection

Terminals for connection to external conductors P
shall be readily accessible during installation.
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Sets of terminals for connection to the same input
or output shall be grouped together and shall be lo-
cated in proximity to each other and to the main
protective earthing terminal, if any. If the installation
instructions provide detail on the proper earthing of
the system, the protective earthing terminal need
not be placed in proximity to the terminals.

Clamping screws and nuts shall not serve to fix any
other component although they may hold the termi-
nals in place or prevent them from turning.

41184 Wire bending space for wires 10 mm?2 and greater

The distance between a terminal for connection to
the main supply, or between major parts of the
PECS (for example a transformer), and an obstruc-
tion toward which the wire is directed upon leaving
the terminal shall be at least that specified in Table
19.

4,12 Enclosures
4,121 General

4,12.2 Handles and manual controls

T| V| T| O

Handles, knobs, grips, levers and the like shall be
reliably fixed so that they will not work loose in
normal use, if this could result in a hazard. Sealing
compounds and the like, other than self-hardening
resins, shall not be used to prevent loosening. If
handles, knobs and the like are used to indicate the
position of switches or similar components, it shall
not be possible to fix them in a wrong position if this
could result in a hazard.

4.12.3 Cast metal Sheet metal N/A

Die-cast metal, except at threaded holes for con- N/A
duit, where a minimum of 6,4 mm thickness is re-
quired, shall be:

* not less than 2,0 mm thick for an area larger than
155 cm2 or having any dimension larger than 150
mm;

* not less than 1,2 mm thick for an area of 155 cm2
or less and having no dimension larger than 150
mm.

The area under evaluation may be bounded by re-
inforcing ribs subdividing a larger area.

Malleable iron or permanent-mould cast aluminium,
brass, bronze, or zinc, except at threaded holes for
conduit, where a minimum of 6,4 mm thickness is
required, shall be:

+ at least 2,4 mm thick for an area greater than 155
cm2 or having any dimension more than 150 mm;

« at least 1,5 mm thick for an area of 155 cm2 or
less having no dimension more than 150 mm.

A sand-cast metal enclosure shall be a minimum of
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3,0 mm thick except at locations for threaded holes
for conduit, where a minimum of 6,4 mm is re-

quired.
4124 Sheet metal
412.5 Stability

Under conditions of normal use, units and equip-
ment shall not become physically unstable to the
degree that they could become a hazard to an op-
erator or to a service person.

If units are designed to be fixed together on site
and not used individually, the stability of each indi-
vidual unit is exempt from the requirements of
4.12.5.

The requirements of 4.12.5 are not applicable if the
installation instructions for a unit specify that the
equipment is to be secured to the building structure
before operation.

Under conditions of operator use, a stabilizing
means, if needed, shall be automatic in operation
when drawers, doors, etc., are opened.

During operations performed by a service person,

the stabilizing means, if needed, shall either be au-
tomatic in operation, or a marking shall be provided
to instruct the service person to deploy the stabiliz-

ing means.

Compliance is checked by test of 5.2.2.5.
5 TEST REQUIRMENTS P
51 General P
511 Test objectives and classification P
5.1.2 Selection of test samples P
513 Sequence of tests P
514 Earthing conditions P
5.1.5 General conditions for tests P
5151 Application of tests P

Unless otherwise stated, upon conclusion of the P

tests, the equipment need not be operational.
5.15.2 Test samples P
5.15.3 Operating parameters for tests P
5.1.6 Compliance P
5.1.7 Test overview P
5.2 Test specifications P
5.2.1 Visual inspections (type test, sample test and rou- P

tine test)

Before type testing, a check shall be made that the P
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PECS delivered for the test is as expected with re-
spect to supply voltage, input and output ranges,

etc.
5.2.2 Mechanical tests
5221 Clearances and creepage distance (type test) See table 5.2.2.1 for details

It shall be verified by measurement or visual in-
spection that the clearance and creepage distances
comply with 4.4.7.4 and 4.4.7.5.

Where this verification is impossible to perform, an P
impulse voltage test (see 5.2.3.2) shall be per-
formed between the considered circuits.

5.2.2.2 Non-accessibility test (type test) P

This test is intended to show that live parts, pro-
tected by means of enclosures and barriers in
compliance with 4.4.3.3, are not accessible.

This test shall be performed as a type test of the P
enclosure of a PSCS as specified in IEC 60529 for
the enclosure classification for protection against
access to hazardous parts.

Except as noted below: N/A

*The test probe for IP3X shall not penetrate the top
surface of the enclosure when probed from the ver-
tical direction + 5° only.

5.2.2.3 Ingress protection test (IP rating) (type test) IP55

The claimed IP rating of the enclosure shall be veri- P
fied. This test shall be performed as a type test of
the enclosure of a PSCS as specified in IEC 60529
for the enclosure classification.

5.2.2.4 Enclosure integrity test (type test)
52241 General

The integrity tests apply to PSCS, and also where
PSCS are intended for operation without a further
enclosure in restricted access areas. After comple-
tion of the integrity test, the PSCS shall pass the
tests of 5.2.3.2 and 5.2.3.4 and shall be inspected
to confirm that:

- no degradation of any safety-relevant component P
of the PSCS has occurred.

- live parts have not become accessible (see P
4.4.3.3).

- enclosures show no cracks or openings which P

could cause a hazard.

- clearances are not less than their minimum per- P
mitted values and other insulation is undamaged.

- barriers have not been damaged or loosened. P
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- no moving parts which could cause a hazard are P
exposed.
The integrity tests shall be performed at the worst P

case point on representative accessible face(s) of
the enclosure.

The PSCS is not required to be operational after P
testing and the enclosure may be deformed to such
an extent that its original IP rating is not main-
tained.

5.2.2.4.2 Deflection test (type test)
5.2.2.4.2.1 |General

If requested by 4.12.1 the test in 5.2.2.4.2.2 and
5.2.2.4.2.3 applies, for metallic enclosure, as appli-

cable.
5.2.2.4.2.2 | Steady force test, 30 N N/A
5.2.2.4.2.3 | Steady force test, 250 N P
5.2.2.4.3 Impact test (type test) N/A
52244 Drop N/A
Transportable equipment < 18 kg N/A

Drop three times from 1000 mm on a horizontal
surface at locations where they provide the most
adverse results.

52245 Stress relief N/A
5.2.25 Stability test P
5.2.2.6 Wall or ceiling mounted equipment N/A
5.2.2.7 Handles and manual controls securement P
523 Electrical tests P
5231 General P
The electrical tests described in 5.2.3.2 t0 5.2.3.5 P

are applicable to basic, supplementary and rein-
forced insulation. Before performing these tests,
preconditioning according to 5.2.6.3.1 and 5.2.6.3.2
is required.

When performing electrical and preconditioning P
tests, the preferred procedure is to test the entire
equipment; however it is acceptable to test the
components or sub-assemblies providing the basic
and reinforced insulation. When components or
sub-assemblies are tested, test conditions shall
simulate the least favourable conditions occurring
inside the equipment at the place of installation.

5.2.3.2 Impulse voltage test (type test and sample test) See Table 4.4.7.10 P

5.2.3.3 Alternative to Impulse voltage test (type test and N/A
sample test)
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An a.c. or d.c. voltage test according to 5.2.3.4 may
be used as an alternative method to the impulse
voltage test of 5.2.3.2.

N/A

For an a.c. voltage test the peak value of the a.c.
test voltage shall be equal to the impulse test of
Table 25 and applied for three cycles of the a.c.
test voltage.

N/A

For a d.c. voltage test the average value of the d.c.
test voltage shall be equal to the impulse test volt-
age of Table 25 and applied three times for 10 ms
in each polarity.

N/A

See IEC60664-1 clause 6.1.2.2.2 for further infor-
mation.

N/A

5234

A.C. or d.c. voltage test (type test and routine test)

52341

Purpose of test

The test is used to verify that the clearances and
solid insulation of components and of assembled
PSCS has adequate dielectric strength to resist
temporary overvoltage conditions.

52.34.2

Value and type of test voltage

The values of the test voltage for circuits connected
to mains supply are determined from column 2 or 3
of Table 26.

The voltage test shall be performed with a sinusoi-
dal voltage at 50 Hz or 60 Hz. If the circuit contains
capacitors the test may be performed with a d.c.
voltage of a value equal to the peak value of the
specified a.c. voltage.

52343

Performing the voltage test

See table 4.4.7.10

a) Test (1) between accessible conductive part
8connected to earth) and each circuit se-
quentially (except DVC As circuits). Test
voltage according to Table 26, or Table 27,
column 2, corresponding to voltage of con-
sidered circuit under test.

Test (2) between accessible surface (non-
conductive or conductive but not connected
to earth9 and each circuit sequentially (ex-
cept DVC As circuits). Test voltage accord-
ing to Table 26 or Table 27, column 3 (for
type test) or column 2 (for routine test), cor-
responding to voltage of considered circuit
under test.

b) Test between each considered circuit se-
guentially and the other adjacent circuits
connected together. Test voltage according
to Table 26 or Table 27, column 2, corre-
sponding to voltage of considered circuit
under test.
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c) Test between DVC As circuit and each ad-
jacent circuit sequentially. Test voltage ac-
cording to Table 26 or Table 27, column 3
(for type test) or column 2 (for routine test),
corresponding to the circuit with the higher
voltage. Either the adjacent circuit or the
DVC As circuit may be earthed for this test.
It is necessary to test functional insulation
between PELV and SELV circuits, but it is
not necessary to test functional insulation
between adjacent PELV or adjacent SELV
circuits.

52344

Duration of the a.c. or d.c. voltage test

The duration of the test shall be at least 60 s for the
type test and 1 s for the routine test. The test volt-
age may be applied with increasing and/or decreas-
ing ramp voltage but the full voltage shall be main-
tained for 60 s and 1 s respectively for type and
routine tests.

60s tested

52345

Verification of the a.c. or d.c. voltage test

The test is successfully passed if no electrical
breakdown occurs during the test.

5.2.35

Partial discharge test (type test, sample test)

N/A

The partial discharge test shall confirm that the sol-
id insulation (see 4.4.7.8) used in components and
subassemblies for protective separation of electri-
cal circuits remains partial-discharge-free within the
specified voltage range (see Table 28).

N/A

This test shall be performed as a type test and a
sample test. It may be omitted for insulating materi-
als which are not degraded by partial discharge, for
example ceramics.

The partial discharge inception and extinction volt-
age are influenced by climatic factors (e.g. temper-
ature and moisture), equipment self-heating, and
manufacturing tolerance. These influencing varia-
bles can be significant under certain conditions and
shall therefore be taken into account during type
testing.

N/A

5.2.3.6

Protective impedance (type test and routine test)

N/A

A type test shall be performed to verify that the cur-
rent through a protective impedance under normal
operating or single-fault conditions does not exceed
the values given in 4.4.3.4. The test shall be per-
formed using the circuit of IEC 60990:1999, Figure
4,

NOTE IEC 60990 states that the use of a single
network for the measurement of a.c. combined with
d.c. has not been investigated, but no suggestion is
made for measurement in such cases.

The value of the protective impedance shall be veri-

N/A
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fied as a routine test.
5.2.3.7 Touch current measurement (type test)

The touch current shall be measured to determine if
the measures of protection need not be taken (see
4.4.4.3.3). The PECS shall be set up in an insulat-
ed state without any connection to the earth and
shall be operated at rated voltage. Under these
conditions, the touch current shall be measured be-
tween the means of connection for the PE conduc-
tor and the PE conductor itself with the test circuit
of Figure 4 of IEC 60990:1999.

» For a PSCS to be connected to an earthed neutral P
system, the neutral of the mains of the test site
shall be directly connected to the protective earth-
ing conductor.

* For a PSCS to be connected to an earthed neutral N/A
system, the neutral shall be connected through a
resistance of 1 kQ to the protective earthing con-
ductor which shall be connected to each input
phase in turn. The highest value will be taken as
the definitive result.

» For a PSCS to be connected to a corner earthed N/A
system, the protective earthing conductor shall be
connected to each input phase in turn. The highest
value will be taken as the definitive result.

» For a PSCS with a particular earthing system, this N/A
system shall operate as intended during the test.

« If a PSCS is intended to be connected to more N/A
than one system network, each of these different

system networks (or the worst-case, if that can be
determined) shall be used to make the touch cur-
rent measurement.

5.2.3.8 Capacitor discharge (type test) N/A

The capacitor discharge time as required by 4.4.3.4 N/A
may be verified by a type test and/or by calculation
taking into account the relevant tolerances.

5.2.39 Limited power source test (type test) N/A

When required by 4.6.5 a limited power circuit shall N/A
be tested as below, with the equipment operating
under normal operating conditions.

In case the limited power source requirement de-
pends on overcurrent protective device(s), the de-
vice(s) shall be short-circuited.

With the equipment operating under normal operat-
ing conditions, a variable resistive load is connect-
ed to the parts under consideration and adjusted to
obtain a level required limited VA power. Further
adjustment is made, if necessary, to maintain the
limited VA power for a period specified by 4.6.5.

A variable resistive load is connected to the circuit
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under consideration and adjusted to obtain the limit
of apparent power as indicated in Table 16 or Table
17, as applicable. Further adjustment is made, if
necessary, to maintain the limit of apparent power
for the time period indicated in Table 16 or Table
17, as applicable.

The test is passed, if after the test period the avail-
able apparent power does not exceed the limits in-
dicated in Table 16 or Table 17, as applicable.

In case the limited power source requirement de-
pends on overcurrent protective device(s), the cur-
rent rating of at least one of the protective device(s)
in the current path shall not exceed the limit in Ta-
ble 17.

5.2.3.10 Temperature rise test (type test) See Table 5.2.3.10

If possible the PECS must operate in the worst
conditions of the rated power and the output cur-
rent.

Equipment, in which the heating or cooling quantity P
depends on the temperature, the temperature
measurement must be carried out under the most
unfavourable conditions of ambient temperature
within the range specified by the manufacturer.

The PECS shall be tested with at least 1,2 m of P
wire attached to each field wiring terminal. The wire
shall be of the smallest size intended to be con-
nected to the PECS as specified by the manufac-
turer for installation. When there is only provision
for the connection of bus-bars to the PECS, they
shall be of the minimum size intended to be con-
nected to the PECS as specified by the manufac-
turer, and they shall be at least 1,2 m in length.

The test shall be maintained until thermal stabiliza- P
tion has been reached. That is, when three succes-
sive readings, taken at intervals of 10 % of the pre-
viously elapsed duration of the test and not less
than 10 min. intervals, indicate no change in tem-
perature, defined as + 1 °C between any of the
three successive readings, with respect to the am-
bient temperature.

The temperature of an electrical insulation (other P
than that of windings) is measured on the surface
of the insulation at a point close to the heat source,
if a failure of this insulation could cause a hazard. If
temperatures of windings are measured by the
thermocouple method, the thermocouple shall be
located on the surface of the winding assuming the
hottest part due to surrounding heat emitting com-
ponents. See also notes in Table 14.

The maximum temperature attained shall be cor- P
rected to the rated ambient temperature of the
PSCS by adding the difference between the ambi-
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ent temperature during the test and the maximum
rated ambient temperature.

No corrected temperature shall exceed the rated
temperature of the material or component meas-
ured.

During the test, thermal cut-out, overload detection
functions and devices shall not operate.

5.2.3.11

Protective bonding tests (type tests and routine test)

523111

General

Each conductive accessible part under considera-
tion shall be tested separately, to determine if the
protective equipotential bonding path for that part is
adequate to withstand the test current that the
bonding path may be subjected to under fault con-
ditions.

The circuit under consideration shall be selected
from amongst those circuits adjacent to the acces-
sible part under consideration and separated from it
by only basic or functional insulation.

All of these selected circuits have to be analysed
regarding prospective short circuit current and the
associated protective element(s):

- If the circuit under consideration exceeds
the 5 s disconnection time requirement of
IEC 60364-4-41, the protective equipoten-
tial bonding impedance test of 5.2.3.11.2
and the protective equipotential bonding
short circuit test of 5.2.3.11.3 have to be
performed.

- If the circuit under consideration meets the
5 s disconnection time requirement of IEC
60364-4-41, the protective equipotential
bonding short circuit test of 5.2.3.11.3 has
to be performed.

- If the circuit under consideration meets the
disconnection time requirement of IEC
60364-4-41:2005, Table 41.1, as applica-
ble, depending on the earthing system of
the installation, no type test is required.

For pluggable equipment type A only the protective
equipotential bonding impedance test of 5.2.3.11.2
have to be performed.

N/A

5.2.3.11.2

Protective bonding impedance test (type test)

5.2.3.11.2.
1

Test Conditions

Where required by 4.4.4.2.2 and 5.2.3.11.2.1, the
impedance of protective equipotential bonding
means shall be checked by passing a test current
through the bond for a period of time. The test cur-
rent is based on the rating of the overcurrent pro-
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tection for the equipment or part of the equipment
under consideration, as follows:

« for pluggable equipment type A, the overcurrent
protective device is that provided external to the
equipment (for example, in the building wiring, in
the mains plug or in an equipment rack);

« for pluggable equipment type B and permanently
connected equipment, the maximum rating of the
overcurrent protective device specified in the
equipment installation instructions to be provided
external to the equipment;

« the rating of the provided overcurrent device for a
circuit or part of the equipment for which an over-
current protective device is provided as part of the

equipment.
5.2.3.11.2. |Test current, duration, and acceptance criteria: P
2

a) For PECS with an overcurrent protective device N/A

rating of 16 A or less, this test may be omitted, if an
impedance not exceeding 0,1 Q can be demon-
strated.

b) As an alternative to Table 29, where the time- P
current characteristic of the overcurrent protective
device that limits the fault current in the protective
equipotential bonding means is known because the
device is either provided in the equipment or fully
specified in the installation instructions, the test du-
ration may be based on that specific device’s time-
current characteristic. The tests are conducted for a
duration corresponding to the 200 % current value
on the time-current characteristic.

¢) For PECS with an overcurrent protective device N/A
rating of more than 460 A, calculations or simula-
tions according to IEC 60949 shall be used to show
the ability of the prospective short circuit current to
fulfil the requirements. The protective equipotential
bonding continuity routine test of 5.2.3.11.4 shall be
performed to show that the impedance of the pro-
tective equipotential bonding means during and at
the end of the test shall not exceed the expected
value.

Acceptance criteria: The test current is 200 % of P
the overcurrent protective device rating and the du-
ration of the test is as shown in Table 29. The volt-
age drop in the protective equipotential bonding
means, during and at the end of the test, shall not
exceed DVC As, as determined from Table 2 and
Table 5 with respect to the accessible surface of
the enclosure.

After the tests, visual inspection shall show no P
damage to the protective equipotential bonding
means.
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5.2.3.11.3 |Protective bonding short circuit withstand test (type N/A
test)
As required by 5.2.3.11.2.1, the short circuit test in N/A
5.2.4.3 shall be performed to ensure that protective
bonding has the ability to withstand the prospective
short circuit current that it may be subjected to un-
der fault conditions.
The testing shall include an individual test of the N/A
protective bonding path for each conductive acces-
sible part unless analysis shows that the short cir-
cuit withstand capability of the path is adequate, or
that the results of one combination are representa-
tive of the anticipated results of another combina-
tion.
5.2.3.11.4 |Protective bonding continuity test (routine test) N/A
5.2.4 Abnormal operation and simulated faults tests P
5241 General See table 4.2 and 4.3 P
5.2.4.2 Pass criteria P
As a result of the abnormal operation tests, the P
PSCS shall comply with the following:
¢ there shall be no emission of flame, burning
particles or molten metal;
¢ the surgical cotton indicator shall not have
ignited,;
¢ the earth connection and protective bonding
of the PSCS shall not have opened;
e doors and cover shall remain in place;
e during and after the test, accessible DVC
As, SELV and PELYV circuits and accessi-
ble conductive parts shall not exhibit volt-
ages greater than the time dependent volt-
ages of Figure 1, Figure 2 or Figure 3, as
appropriate and shall be separated from
live parts at voltages greater than DVC As
with at least basic insulation. Compliance
shall be checked by the a.c./d.c. insulation
test of 5.2.3.4 for basic insulation;
e during and after the test, live parts at volt-
ages greater than DVC As shall not be-
come accessible.
e components, e.g. busbar supports, used for
the mounting of live parts not break away
from their initial position, (IEC 62477-
1:2012/AMD1:2016)
e no conductor shall get pulled out of its ter-
minal connector. (IEC 62477-
1:2012/AMD1:2016)
The PSCS is not required to be operational after P
testing and it is possible that the enclosure can be-
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come deformed. Overcurrent protection integral to
the PECS, or required to be used with the PECS, is
allowed to open.

5243 Protective bonding short circuit withstand test (type test) N/A
52431 General N/A
When required by 5.2.3.11.2.1, a protective bond- N/A

ing path shall be subjected to the following short-
circuit withstand test.

5.24.3.2 Test conditions N/A

The equipment under test shall be supplied with N/A
power and the output port shall be operating as in-
tended in 5.2.4.1 prior to closing the switching
means that applied will be more severe.

The protective bonding short circuit test shall be N/A
performed with the PSCS working with light load,

unless analysis shows that higher short circuit cur-
rents are available under higher loading conditions.

A new sample may be used for each short-circuit N/A
test.

5.2.4.3.3 Protective equipotential bonding short-circuit test N/A
method

5.24.3.4 Pass criteria N/A

5.24.4 Output Short-circuit test (type test)

52441 Load conditions

The short circuit test shall be performed with the
PSCS at full load or light load whichever creates
the more severe condition.

5.2.4.4.2 Short-circuit test method

In addition to determining compliance with the crite- | Tested for main DC port (P+
ria of 5.2.4.2, this test is used to determine the out- |to P-).

put short circuit current rating of the port under Max short circuit current
consideration, in accordance with 4.3.2.3. An oscil- | 10517Adc, 5.09ms measured.
loscope or other suitable instrument shall be used
to measure the peak current during the test, and to
measure or calculate the r.m.s. value of the current.

The value(s) to be recorded and to be provided with | Measured with b), interrupted P
the PECS instructions, in accordance with 6.2, are | by DC fuse.
the peak current, and the highest of the r.m.s. cur-
rent values measured or calculated over a time pe-
riod as follows:

a) for a.c. signals, three cycles of the nominal a.c.
frequency for the port under consideration, in which
case the value is to be stated as the 3-cycle r.m.s.
value;

b) for all signals, the duration of the short circuit
from the time the short circuit is applied, until the
time the short circuit current is interrupted by a pro-
tective device or other mechanism, in which case
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the value stated is to include the r.m.s. value and
the time period in seconds;

c) for short circuit tests that result in a continuous
non-zero value, the steady-state r.m.s. value, in
which case the value is to be stated as a continu-
ous r.m.s value.

For PECS with internal short circuit protection ac-
cording to 4.3.2.3, which protects the output port
within some few s, the requirements in a), b) and
c) are not applicable.

5.2.45 Output Overload test (type test) N/A
5.2.4.6 Breakdown of components test (type test)
5.246.1 Load conditions See table 4.2 and 4.3

The breakdown of a component, identified as a re-
sult of the circuit analysis of 4.2, shall be tested
with the PSCS at full load or light load whichever
creates the more severe condition.

5.24.6.2 Application of short-circuit or open-circuit

The short circuit shall be applied with cable of a
cross-section appropriate for the current that nor-
mally flows through the component, but no less
than 2.5 mmz2. The length of the loop shall be as
short as practical to perform the test. Short circuits
and open circuits are applied using an appropriate
switching device.

Each identified component shall be subjected to on- P
ly one breakdown of components test unless both
open- and short-circuit failure modes are likely in
that component.

5.24.6.3 Test sequence

For the Breakdown of components test, identified
components shall be short-circuited or open-
circuited, whichever creates the worst hazard, one

at a time.
5.2.4.7 PWB short-circuit test (type test) N/A
On PWBs, functional insulation provided by spac- N/A

ings which are less than those specified in Table 10
and Table 11 (see 4.4.7.7) shall be type tested as
described below.

The decreased spacings shall be short-circuited N/A
one at a time, on representative samples, and the
short-circuit shall be maintained until no further
damage occurs.

5.2.4.8 Loss of phase (type test) N/A

A multi-phase PSCS shall be operated with each N/A
line (including neutral, if used) disconnected in turn
at the input. The test shall be performed by discon-
necting one line with the power conversion equip-
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ment operating at its maximum normal load and
shall be repeated by initially energizing the device
with on lead disconnected.

The test shall continue until terminated by a protec- N/A
tive mechanism, a component failure occurs, or the
temperature stabilizes.

This particular requirement may be simulated for N/A
PSCS with rated input current greater than 500 A.

5249 Cooling failure tests (type test)

5.2.49.1 General and pass criteria

For PSCS having a combination of cooling mecha-
nisms, all relevant tests shall be performed. It is not
necessary to perform the tests simultaneously.

The test shall continue,

- until the temperature stabilizes, in which case the
temperature limits of 4.6.4.2 apply;

or

- until terminated by a protective mechanism or a
component failure occurs, in which case the tem-
perature limits of 4.6.4.2 may be exceeded by not
more than 5°C. If this is not possible a warning
statement shall be provided in the user documenta-
tion.

NOTE The temperature increase of 5 °C with re- P
gard to the steady state limits reflect the spread of
the burn threshold given in IEC Guide 117.

5.2.49.2 Inoperative blower motor N/A

A PSCS having forced ventilation shall be operated N/A
at rated load with fan or blower motor or motors

made inoperative, singly or in combination from a
single fault, by physically preventing their rotation.

52493 Clogged filter N/A

Enclosed PECS having filtered ventilation openings N/A
shall be operated with the openings blocked to rep-
resent clogged filters. The test shall be performed

initially with the ventilation openings blocked 50 %.
The test shall be repeated under full blocked condi-

tion.
5.2.4.9.4 Loss of coolant N/A
A liquid cooled PECS shall be operated at rated N/A

load. Loss of coolant shall be simulated by draining
the coolant, blocking the flow or disabling the sys-
tem coolant pump.

If the PSCS is shut down due to the operation of a N/A
thermal device located inside the coolant, then the
test shall be repeated with the coolant drained out
of the system.

NOTE: It is presumed that the thermal device will N/A
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be inoperative if not surrounded by coolant liquid. |
5.2.4.10 Short time withstand current (lew) test (type test) (IEC 62477-1:2012/AMD1:2016) N/A
5.2.4.10.1 |General (IEC 62477-1:2012/AMD1:2016)

As required in 4.3.5, the short time withstand cur- N/A
rent test performed as a type test to verify the safe-
ty of the PECS. (IEC 62477-1:2012/AMD1:2016)

Short-circuits are applied in the PECS at locations N/A
based on the evaluation in 4.2 so that terminals and
other parts in the fault current path are being ex-
posed to the short-circuit current. (IEC 62477-
1:2012/AMD1:2016)

5.2.4.10.2 | Short time withstand current test method (IEC 62477-1:2012/AMD1:2016)

The input mains supply port terminals provided with N/A
a cable with a cross-section as specified for the in-
stallation. (IEC 62477-1:2012/AMD1:2016)

If a switching device is used to initiate the short- N/A
circuit or switch the power to the PECS, it not limit
the test current. (IEC 62477-1:2012/AMD1:2016)

The complete length of the cable (forth and back) N/A
approximately 2 m, unless this length is insufficient,
in which case the length as short as practical to
perform the test. (IEC 62477-1:2012/AMD1:2016)

The testing include individual tests for each input N/A
mains supply port. (IEC 62477-1:2012/AMD1:2016)

The worst case combination of terminals (including N/A
neutral and earth) subjected to a short-circuit test.
(IEC 62477-1:2012/AMD1:2016)

The PECS can be tested unenergized and not op- N/A
erating as intended prior to the short-circuit with-
stand test, if it can be shown that the test result is
not affected. (IEC 62477-1:2012/AMD1:2016)

A new sample used for each short-circuit test. (IEC N/A
62477-1:2012/AMD1:2016)

Table 37 lists the a.c. current test method as a min- N/A
imum requirement for PECS. (IEC 62477-
1:2012/AMD1:2016)

5.2.4.10.3 |Compliance criteria (IEC 62477-1:2012/AMD1:2016) N/A

As a result of the short time withstand current (Iew) N/A
test, the PECS comply with the compliance criteria
of 5.2.4.2. (IEC 62477-1:2012/AMD1:2016)

5.25 Material tests
5251 General

When requested by 4.4.7.8.2, the manufacturer
shall test the flammability properties of the materi-
als used for insulating purposes, as defined in
5.2.5.2,5.25.3and 5.2.5.4.
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When requested by 4.6.3.2 the manufacturer shall
test the flammability properties of the materials
used for fire enclosure, as defined in 5.2.5.5.

5252 High current arcing ignition test (type test) N/A
5253 Glow-wire test (type test) P
The glow-wire test shall be made under the condi- P

tions specified in 4.4.7.8.2 according to IEC 60695-
2-10 and IEC 60695-2-13.

5254 Hot wire ignition test (type test — alternative to N/A
Glow-wire test)

5.255 Flammaubility test (type test) N/A

5.2.5.6 Flaming oil test (type test) N/A

5257 Test of cemented joints (type test) N/A
When required by 4.4.7.9 representative samples N/A

of cemented joints providing protection of type 1 or
type 2 as defined in IEC 60664-3:2003 shall be
tested as a type test as follows.

The samples shall be subjected to the conditioning
procedure specified in 5.7 of IEC 60664-3:2003, us-
ing the following parameters: for the cold test
(5.7.1), a temperature of -25 °C shall be used, and
for the rapid change of temperature test (5.7.3): —
25 °C to +125 °C.

After the conditioning the samples shall pass the
following tests in the prescribed order:

a) The mechanical strength of the joint shall
be evaluated by loading the joint using the
forces anticipated to be present under
normal conditions. There shall be no sepa-
ration of the parts.

b) The insulation resistance between the con-
ductive parts separated by the joint shall be
measured according to 5.8.3 of IEC 60664-
3:2003.

c) Cemented joints shall be treated as to be
thin sheet material and shall be tested ac-
cording 4.4.7.8.3.

d) The sectioning of the joint shall not show
any cracks, voids or separation.

5.2.6 Environmental tests (type test)

5.2.6.1 General

Compliance is shown by conducting test of 5.2.6.3,
5.2.6.4,5.2.6.5 and 5.2.6.6 according to Table 30
as applicable for the environmental conditions
specified by the manufacture.

5.2.6.2 Acceptance criteria

The following acceptance criteria shall be satisfied:
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- no degradation of any safety-relevant com-
ponent of the PSCS;

- no potentially hazardous behaviour of the
PSCS during the test;

- no sign of component overheating;
- no live part shall become accessible;

- no cracks in the enclosure and no damaged
or loose insulators;

- pass routine a.c. or d.c. voltage test 5.2.3.4;
- pass protective bonding test 5.2.3.11.2;

- no potentially hazardous behaviour when
the PSCS is operated following the test.

5.2.6.3 Climatic tests

5.2.6.3.1 Dry heat test (steady state)

To prove the ability of components and equipment
to be operated, transported or stored at high tem-

peratures the dry heat (steady state) test shall be

performed according to the conditions specified in
Table 31.

5.2.6.3.2 Damp heat test (steady state)

To prove the resistance to humidity, the PSCS shalll
be subjected to a Damp heat test (steady state) ac-
cording to Table 32.

5.2.6.4 Vibration test (type test)

To verify the mechanical vibration strength the
PECS in combination with its installation shall be
evaluated by:

a) tests defined in this section according to the
conditions specified in Table 33;
or

b) calculation or simulation based on tests, as
defined in this section, on a representative
model of PECS.

For PSCS with a mass more than 100 kg, this test
may be performed on sub-assemblies.

NOTE For large equipment, the possibility of using
a shock test as an alternative to a vibration test is
under consideration.

5.2.6.5 Salt mist (type test) N/A

To verify the resistance against salt mist, the PECS | PECS is not intended to be N/A
in combination with its installation shall be evaluat- |used in the environmental

ed by tests defined in this section according to the | condition of salt mist, which
conditions specified in Table 34. specified by the manufacturer.

For PSCS with a mass more than 100 kg, this test
may be performed on sub-assemblies.

5.2.6.6 Dust and sand (type test) PECS is not intended to be N/A
used in the environmental
condition of dust and sand,
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which specified by the manu-
facturer.

To verify the mechanical strength against dust and N/A
sand the PECS in combination with its installation
shall be evaluated by tests defined in this section
under the conditions specified in Table 35.

For PSCS with a mass more than 100 kg, this test
may be performed on sub-assemblies.

5.2.7 Hydrostatic pressure (type test and routine test) No such part N/A

For type tests, the pressure inside the cooling sys- N/A
tem of a liquid cooled PSCS (see 4.7.2.3.3) shall be
increased at a gradual rate until a pressure relief
mechanism (if provided) operates, or until a pres-
sure of twice the operating value or 1,5 times the
maximum pressure rating of the system is
achieved, whichever is the greater.

NOTE: for the purpose of this test the coolant pump
may be disabled.

For routine tests, the pressure shall be increased to
the maximum pressure rating of the system.

The pressure shall be maintained for at least one
minute.

There shall be no thermal, shock, or other hazard
resulting from the test. There shall be no significant
leakage of coolant or loss of pressure during the
test, other than from a pressure relief mechanism
during a type test.

After the hydrostatic pressure type test the PSCS
shall pass the a.c. or d.c. voltage test 5.2.3.4.

6 INFORMATION AND MARKING REQUIREMENTS

6.1 General
6.2 Information for selection (IEC 62477-1:2012/AMD1:2016)

V| V| TV| O

- the name or trademark of the manufacturer, sup-
plier or importer;

- catalogue number or equivalent;

- electrical ratings for each power port:
- maximum nominal input voltage;
- maximum nominal output voltage;

- maximum nominal output current or nominal
output power rating;

- maximum nominal input current rms for di-
mensioning overload protective elements
and wiring;

- number of phases (e.g. 3 a.c.);

- nominal frequency range (e.g. 50 Hz to
60 Hz);

- protective class (I, Il, II);
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- the type of electrical supply system (e.g. TN, IT) to P

which the PECS may be connected;

- short-circuit current rating(s) in terms of: P

- conditional short-circuit current (iccy and min-
imum required prospective short-circuit cur-
rent lcp,mr and the characteristics of the
short-circuit protective device according to
clause 4.3.2.2, or

- rated short time withstand current (Icw), du-
ration and the rated peak withstand current
(Ipk) according to 4.3.5.

- output short-circuit current in accordance with P
4.3.2.3;

- supply requirements of the load (if applicable); P
- liquid coolant type and design pressure for liquid N/A
cooled PECS;

- IP rating for enclosure;

- operating and storage environment; In user manual

- reference(s) to relevant standard(s) for manufac-
ture, test, or use;

- reference to instructions for installation, use and P

maintenance.
6.3 Information for installation and commissioning P
6.3.1 General P
6.3.2 Mechanical considerations P

The following drawings shall be prepared by the P

manufacturer:

- Dimensional drawing, including mass infor-
mation
- Mounting drawing

6.3.3 Environment

In accordance with 4.9 the following environmental

conditions shall be specified, for operation, trans-

portation and storage:

Climatic (temperature, humidity, altitude, pollution, P

ultra-violet light, etc.)

Mechanical (vibration, shock, drop, topple, etc.) P

Electrical (overvoltage category) P
6.34 Handling and mounting P

In order to prevent injury or damage, the installation P

documents shall include warnings of any hazards
which can be experienced during installation.
Where necessary, instructions shall be provided
for:
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- packing and unpacking;

- moving;

- lifting;

- strength and rigidity of mounting surface;
- fastening;

- provision of adequate access for operation,
adjustment and maintenance.

6.3.5 Enclosure temperature

When surface temperatures of the PECS, close to
mounting surfaces, exceed the limit of 4.6.4.2, the
installation manual shall contain a warning to con-
sider the combustibility of the mounting surface.

Where required by 4.6.3.1, the following marking P
shall appear on the PECS and in the installation in-
structions: “suitable for mounting on concrete or
other non-combustible surfaces only”.

6.3.6 Connections
6.3.6.1 General

Information shall be provided to enable the installer
to make safe electrical connection to the PSCS.
This shall include information for protection against
hazards (for example, electric shock or availability
of energy) that may be encountered during installa-
tion, operation or maintenance.

6.3.6.2 Interconnection and wiring diagrams

The installation and maintenance manuals shall in-
clude details of all necessary connections, together
with a suggested interconnection diagram.

6.3.6.3 Conductor (cable) selection

The Installation manual shall define the voltage and
current levels for all connections to the PSCS,
together with cable insulation requirements. These
shall be worst-case values, taking into account
overcurrent and overload conditions and the possible
effects of non-sinusoidal currents.

6.3.6.4 Terminal capacity and identification

The installation and maintenance manuals shall indi- P
cate the range of acceptable conductor sizes and
types (solid or stranded) for all terminals, and also
the maximum number of conductors which can sim-
ultaneously be connected.

For field wiring terminals, the manuals shall specify P
the requirements for tightening torque values and al-
so the insulation temperature rating requirements for
the conductor or cable.

The identification of all field wiring terminals shall be P
marked on the PSCS, either directly or by label at-
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tached close to the terminals.
The installation and maintenance manuals identify P

all external terminals relating to circuits protected by
one of the methods of 4.4.6.4.

6.3.7 Protection requirements

6.3.7.1 Accessible parts circuits

The installation, users and maintenance manuals
shall identify any accessible parts at voltages greater
than DVC As, and shall describe the insulation and
separation provisions required for protection.

The manuals shall also indicate the precautions to P
be taken to ensure that the safety of DVC As con-
nections maintained during installation.

Where a hazard is present after the removal of a P
cover, a warning label shall be placed on the equip-
ment. The label shall be visible before the cover is

removed.
The manual of a PSCS state the maximum voltage P
allowed to be connected to each port.
The manuals provide instructions for the use of P
PELF circuits within a zone of equipotential bonding.

6.3.7.2 Type of electrical supply system DC circuit N/A
The installation manual or the PECS specify re- N/A

quirements for safe earthing including the permitted
earthing system of the installation (see 4.4.7.1.4)

The unacceptable earthing systems shall be N/A
indicated as:

- hot permitted; or

- with modification of values and/or safety levels
which shall be quantified through type test.

6.3.7.3 Protective class
6.3.7.3.1 General

The installation manual of the PECS shall declare
the protective class specified for the PECS and the
product shall be marked according to the require-
ment of 6.3.7.3.2, 6.3.7.3.3, and 6.3.7.3.4.

6.3.7.3.2 Protective class | equipment

Terminals for connection of the PE conductor shall P

be clearly and indelibly marked with one or more of

the following:

The symbol IEC 60417-5019 (2011-01) P

With the letters PE

The colour coding green or green-yellow P
6.3.7.3.3 Protective class il equipment N/A
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Equipment of protective class Il shall be marked with N/A

symbol IEC 60417-5172 (2011-01) (see Annex C).
Where such equipment has provision for the connec-
tion of an earthing conductor for functional reasons
(see 4.4.6.3) it shall be marked with symbol IEC
60417-5018 (2011-01) (see Annex C).

6.3.7.3.4 Protective class Il equipment N/A
No marking is required on the product. N/A
6.3.7.4 Touch current marking N/A
Where the touch current in the PE conductor ex- N/A

ceeds the limits given in 4.4.4.3.3., this shall be stat-
ed in the installation and maintenance manuals. In
addition, a warning symbol ISO 7010- W001 (2011-
06) (see Annex C) shall be placed on the product,
and a notice shall be provided in the installation
manual to instruct the user that the minimum size of
the PE conductor shall comply with the local safety
regulations for high PE conductor current equipment.

6.3.7.5 Compatibility with RCD marking N/A

The installation and maintenance manuals shall indi- N/A
cate compatibility with RCDs (see 4.4.8). When 4.4.8
b) applies, a caution notice and the symbol ISO
7010-W001 (2011-06) (see Annex C) shall be pro-
vided in the user manual, and the symbol shall be
placed on the product. The caution notice shall be
the following or equivalent: “This product can cause
a d.c. current in the PE conductor. Where a residual
current-operated protective device (RCD) is used for
protection against electrical shock, only an RCD of
Type B is allowed on the supply side of this product.”
(See 6.4.3 for general requirements for labels, signs
and signals.)

6.3.7.6 Cable and connection

Any particular cable and connection requirements P
shall be identified in the installation and maintenance
manuals.

6.3.7.7 External protection devices N/A

Where external devices are necessary to protect N/A
against hazards, the installation manual shall specify
the required characteristics (see also 5.2.4 and
4.3.2.1)

6.3.8 Commissioning

If commissioning tests are necessary to ensure the
electrical and thermal safety of a PSCS, information
to support these tests shall be provided for each part
of the PSCS. This information can depend on the
specific installation, and close cooperation between
manufacturer, installer, and user can be required.

Commissioning information shall include references
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to hazards that might be encountered during com-
missioning, for example those mentioned in 6.4. and

6.5.
6.4 Information for use
6.4.1 General

The user’s manual shall include all information re-
garding the safe operation of the PSCS. In particular,
it shall identify any hazardous materials and risks of
electrical shock, overheating, misuse of the PSCS.

The manual should also indicate any hazards which P
can result from reasonably foreseeable misuse of
the PSCS.

6.4.2 Adjustment

The user’'s manual shall give details of all safety-
relevant adjustments intended for the user. The
identification or function of each control or indicating
device and fuse shall be marked adjacent to the
item. Where it is not possible to do this on the prod-
uct, the information shall be provided pictorially in
the manual.

Maintenance adjustments may also be described in P
this manual but shall be made clear that they should
only be made by qualified personnel.

Clear warnings shall be provided where excessive P
adjustment could lead to a hazardous state of the
PSCS.

Any special equipment necessary for making ad- P
justments shall be specified and described.

6.4.3 Labels, signs and signals
6.4.3.1 General

Labelling shall be in accordance with good ergonom-
ic principles so that notices, controls, indications, test
facilities, fuses, etc., are sensibly placed and logical-
ly grouped to facilitate correct and unambiguous
identification.

All safety related equipment labels shall be located
so as to be visible after installation or readily visible
by opening a door or removing a cover.

Where a symbol is used, the information provided
with the PSCS shall contain an explanation of the
symbol and its meaning.

Labels shall: p

» wherever possible, use international symbols as
given by I1SO 3864-1, ISO 7000 or IEC 60417

« if no international symbol is available, be worded in
an appropriate language or in a language associated
with a particular technical field;

* be concise and unambiguous;
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* be conspicuous, legible and durable;

« state the hazards involved and give ways in which
risks can be reduced.

When instructing the person(s) concerned as to P

* what to avoid: the wording should include “no”, “do
not”, or “prohibited”;

+ what to do: the wording should include “shall”, or
“must”;

« the nature of the hazard: the wording should in-

clude “caution”, “warning”, or “danger”, as appropri-
ate;

« the nature of safe conditions: the wording should
include the noun appropriate to the safety device.

Safety signs shall comply with ISO 3864-1.

The signal words indicated hereinafter shall be
used and the following hierarchy respected:

* DANGER to call attention to a high risk, for exam-
ple: “High voltage”.

* WARNING to call attention to a medium risk, for
example: “This surface can be hot.”

* CAUTION to call attention to a low risk, for exam-
ple: “Some of the tests specified in this standard in-
volve the use of processes imposing risks on per-
sons concerned.”

Danger, warning and caution markings on the
PECS shall be prefixed with the word “DANGER”,
“WARNING”, or “CAUTION” as appropriate in let-
ters not less than 3,2 mm high. The remaining let-
ters of such markings shall be not less than 1,6 mm

high.
6.4.3.2 Isolators N/A
Where an isolating device is not intended to interrupt N/A

load current, a warning shall state:
DO NOT OPEN UNDER LOAD.

The following requirements apply to any supply iso- N/A
lating device which does not disconnect all sources
of power to the PSCS.

If the isolating device is mounted in an equipment N/A
enclosure with the operating handle externally oper-
able, a warning label shall be provided adjacent to
the operating handle starting that it does not discon-
nect all power to the PSCS.

Where a control circuit disconnector can be con- N/A
fused with power circuit disconnectors due to size or
location, a warning label shall be provided adjacent
to the operating handle of the control disconnector
stating that it does not disconnect all power to the
PSCS.

6.4.3.3 Visual and audible signals P
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Visual signals such as flashing lights, and addible P

signals such as sirens, may be used to warn of an
impending hazardous event such as the driven
equipment start-up and shall be identified.

It is essential that these signals:
- are unambiguous;

- can be clearly perceived and differentiated
from all other signals used;

- can be clearly recognized by the user;

- are emitted before the occurrence of the
hazardous event.
It is recommended that higher frequency flashing
lights be used for information.

Note: IEC 60073 provides guidance on recommend-
ed flashing rates and on/off ratios.
6.4.3.4 Hot surfaces N/A

Where required by 4.6.4.2 the warning symbol W017 N/A
of ISO 7010 shall be marked on or adjacent to parts
exceeding the touch temperature limits of Table 15.

6.4.3.5 Equipment marking

The Identification of each control or indicating device P
and fuse shall be marked adjacent to the item. Re-
placeable fuses shall be marked with their rating and
time characteristics. Where it is not possible to do
this on the product, the information shall be provided
pictorially in the manual.

Appropriate identification shall be marked on or ad-
jacent to each movable connector.

Test points shall be individually marked with the cir-
cuit diagram reference.

The polarity of any polarized devices shall be
marked adjacent to the device.

The diagram reference and if possible the function
shall be marked adjacent to each pre-set control in a
position where it is clearly visible while the adjust-
ment is being made.

6.5 Information for maintenance
6.5.1 General

The PECS shall be marked with the date code, or
serial number from which the date of manufacture
can be determined.

Safety information shall be provided in the installa- P
tion and maintenance manuals including appropri-
ate, the following:

* Preventive maintenance procedures and schedules

« Safety precautions during maintenance

* Location of live parts that can be accessible during
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maintenance (for example, when covers are re-
moved9

* Adjustment procedures

» Subassembly and component repair and replace-
ment procedures

+ Any other relevant information P
6.5.2 Capacitor discharge N/A
When the requirements 4.4.9 are not met, the warn- N/A

ing symbol W012 of ISO 7010 and an indication of
the discharge time (for example, 45 s, 5 min) shall
be placed in a clearly visible position on the enclo-
sure, the capacitor protective barrier, or at a point
close to the capacitor(s) concerned (depending on
the construction). The symbol shall be explained and
the time required for the capacitors to discharge after
the removal or the power from the PSCS shall be
stated in the installation and maintenance manuals.

6.5.3 Auto restart/bypass connection N/A

If a PSCS can be configured to provide automatic N/A
restart or bypass connection, the installation, user
and maintenance manuals shall contain appropriate
warning statements.

A PSCS which is set to provide automatic restart or N/A
bypass connection, after the removal of power, shall
be clearly identified at the installation.

6.5.4 Other hazards P

The manufacturer shall identify any components and
materials of a PSCS which require special proce-
dures to prevent hazards.

6.5.5 Equipment with multiple sources of supply N/A

In accordance with 4.8, where there is more than N/A
one source of supply energizing the PSCS, infor-
mation shall be provided to indicate which discon-
nect device or devices are required to be operated in
order to completely isolate the equipment.

TRF No. IEC62477_1D



A TUVRheinland®

Page 75 of 95 Report No.: CN25BFMC 001

IEC 62477-1
Clause Requirement — Test Result — Remark Verdict
4 TABLE: mains supply electrical data in normal condition P
Condition System Voltage Cell Voltage Current Temperature
(Vdc) (Vdc) (A) (°C)
Start of Charge 520.2 2.929~2.980 180.0 25
End of Charge 613.3 3.449~3.594 180.0 25
Start of Discharge 582.2 3.329~3.331 220.0 25
End of Discharge 513.1 2.888~2.938 220.0 25
Notes: Test on representative model GW112.6-BAT-AC-G10.
4.2t0 4.3 |TABLE: fault condition tests P
ambient temperature (°C) ......ccooveiiiiiieieeeiieeeen : 25.0 —
component test volt- . fuse | fuse current
No. No. fault age (V) test time No. (A) result
BMU board TH290-20260-00
Power supply
BMU communication fault is
L9 reported. Relay operates
1 (INPUT) O-C 307.2 10min -- -- and the charg-
ing/discharging process
stops. No hazard.
Cell voltage sampling
Voltage fault is reported.
R82 . _ _ Relay operates and the
(CELL14) 0-C 307.2 10min charging/discharging pro-
cess stops. No hazard.
co5 Voltage fault is reported.
. _ . Relay operates and the
3 (fél)ELLlZ& S-C 307.2 10min charging/discharging pro-
cess stops. No hazard.
Temperature sampling
Temperature fault is report-
C147 . _ . ed. Relay operates and the
4 (TEMPS6) S-C 307.2 10min charging/discharging pro-
cess stops. No hazard.
Temperature fault is report-
R149 . _ _ ed. Relay operates and the
° (TEMP5) 0-C 307.2 10min charging/discharging pro-
cess stops. No hazard.
Temperature fault is report-
C173 : B B ed. Relay operates and the
6 (TEMP4) S-C 307.2 10min charging/discharging pro-
cess stops. No hazard.
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U1 Temperature fault is report-
. _ _ ed. Relay operates and the
7 ZINZ&PIN S-C 307.2 10min charging/discharging pro-
cess stops. No hazard.
Temperature fault is report-
Ul PIN14
. _ _ ed. Relay operates and the
8 iLléiK 0 o€ 307.2 10min charging/discharging pro-
cess stops. No hazard.
Communication
Communication fault is re-
9 R4 o-C 3072 | 10min | - - ported. Relay operates and
the charging/discharging
process stops. No hazard.
LCU board TH290-20262
Power supply
C100 Relay operates and the
1 INPUT S-C 307.2 10min -- -- charging/discharging pro-
( ) cess stops. No hazard.
C59 Relay operates and the
1 5V S-C 307.2 10min -- -- charging/discharging pro-
(BV) cess stops. No hazard.
C124 Relay operates and the
1 (3.3V) S-C 307.2 10min -- -- charging/discharging pro-
' cess stops. No hazard.
R172 Relay operates and the
(REF) o-C 307.2 10min -- -- charging/discharging pro-
cess stops. No hazard.
cs1 Relay operates and the
1 (McuU S-C 307.2 10min -- -- charging/discharging pro-
REF) cess stops. No hazard.
MCU
Relay operates and the
1 S-C 307.2 10min -- -- charging/discharging pro-
cess stops. No hazard.
Relay operates and the
1 O-C 307.2 10min -- -- charging/discharging pro-
cess stops. No hazard.
CTL4
Relay operates and the
1 50%F 307.2 10min -- -- charging/discharging pro-
cess stops. No hazard.
Relay operates and the
1 200%F 307.2 10min -- -- charging/discharging pro-
cess stops. No hazard.
R781 Relay operates and the
1 (WATCH- |S-C 307.2 10min -- -- charging/discharging pro-
DOG) cess stops. No hazard.
Current sampling

TRF No. IEC62477_1D




Page 77 of 95

A TUVRheinland®

Report No.: CN25BFMC 001

IEC 62477-1
Clause Requirement — Test Result — Remark Verdict
Current fault is reported. Re-
2/ 296 s-C 307.2 | 10min | - - lay operates and the charg-
ing/discharging process
stops. No hazard.
Current fault is reported. Re-
2 R225 o-C 307.2 | 10min - - lay operates and the charg-
ing/discharging process
stops. No hazard.
Current fault is reported. Re-
2 D28 s-C 307.2 | 10min - - lay operates and the charg-
ing/discharging process
stops. No hazard.
Current fault is reported. Re-
2/ c89 s-C 307.2 | 10min - - lay operates and the charg-
ing/discharging process
stops. No hazard.
RELAY control of BCU
S-C dur- Relay stuck fault is reported.
ing . The contactor operates and
charge/di _ the charging/discharging
then sim-
ulate the
V/T/I fault
S-C dur-
ing Relay stuck fault is reported.
charge/di The contactor operates and
2|RELAY - |scharge, 307.2 10min - - the charging/discharging
then sim- process stops. No hazard.
ulate the
V/T/I fault
Relay stuck fault is reported.
R611 . _ . The contactor operates and
2 (DIN2) 0-C 307.2 10min the charging/discharging
process stops. No hazard.
Relay stuck fault is reported.
C511 : _ _ The contactor operates and
2 (DIN3) S-C 307.2 10min the charging/discharging
process stops. No hazard.
Relay operates and the
2/ C686 S-C 307.2 10min -- -- charging/discharging pro-
cess stops. No hazard.
Communication
Communication fault is re-
R724 ) . . . ported. Relay operates and
2 (SPI) 0-C 307.2 10min the charging/discharging
process stops. No hazard.
Communication fault is re-
3 C574 s-C 307.2 | 10min - - ported. Relay operates and
the charging/discharging
process stops. No hazard.
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Total voltage

3 R325 o-C

307.2

10min

Voltage fault is reported.
Relay operates and the
charging/discharging pro-
cess stops. No hazard.

3 R334 o-C

307.2

10min

Voltage fault is reported.
Relay operates and the
charging/discharging pro-
cess stops. No hazard.

Insulation

3 R469 o-C

307.2

10min

Insulation fault is reported.
Relay operates and the
charging/discharging pro-
cess stops. No hazard.

Lock func-

- VIIT
tion

307.2

10min

-- Normal operation.

I/1O

3/ C626 S-C

307.2

10min

FSS fault is reported. Circuit
braker and relays operate.
The charging/discharging
process stops. No hazard.

3| R796 o-C

307.2

10min

Relays operate. The charg-
- ing/discharging process
stops. No hazard.

3 R191 o-C

307.2

10min

Level three fault is reported.
Relays operate. The charg-
ing/discharging process
stops. No hazard.

3/ SPD o-C

307.2

10min

Level three fault is reported.
Relays operate. The charg-
ing/discharging process
stops. No hazard.

Power board TH290-50102-00

3 R132 o-C

307.2

10min

Relay operates and the
-- charging/discharging pro-
cess stops. No hazard.

C104
(24v)

N

S-C

307.2

10min

Relay operates and the
-- charging/discharging pro-
cess stops. No hazard.

supplementary information

In Fault column, s-c=short circuit, o-c=open circuit. The unit passed electric strength test after single fault test
above. Test on representative system 1 control box + 6 battery pack.

4.6.4, TABLE: heating temperature rise measurements P
5.2.3.10
Test voltage (V) .coooevveeveevieeiieenieeniee e sieesieeneenn s | 513.1~613.2 —
Ambient (°C) ....ccccceviviiiiiiiiiniese s | 55.0 —
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Thermocouple Locations

Max. temperature measured

Max. temperature limit,

(°C) (°C)
Control box
B+ Connector 101.1 125
Insulation sheet of B+ copper 90.6 125
Main breaker 76.9 80
Terminal under fuse 89.6 125
Fuse body 114.0 125
Insulation sheet of communication
wire 61.7 200
Hell sensor 72.8 100
Pre-charge resistor 50.6* 85
AC input wire 54.5*% 125
Connector (P4) 52.2* 125
Connector (P2) 50.8* 125
Transformer 55.0* 105
Optocoupler 52.4* 85
PCB near IC 53.0* 130
Mylar sheet under PCB 50.5* 125
B+ terminal 76.1 125
Breaker 43.3* 70
Metal enclosure 44.4* 65
P+ terminal 67.5 125
Rack
Botton switch 56.7 80
Handle 55.4 80
Pack B+ terminal 58.7 125
Battery wire 58.6 125
Smoke detector 44.8* 70
Temperature detector 44.4* 70
Air intake 47.5* 85
Air outlet 44.3* 125
Pack
Metal enclosure 42.1* 65
Mylar sheet 45.0* 125
B+ terminal 47.3* 125
Insulation tube of copper 58.8 125
Celll 49.3* 65
Cell2 49.0* 65
Cell3 48.4* 65
Isolation 42.0* 85
PCB near MOS 45.1* 130
Terminal P2 42.7* 125
PCB near IC 44.7* 130
ambient 55.0 --
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Supplementary information:
*The cabinet is equipped with an air conditioner, the test temperature is lower than the ambient temperature.

Test was conducted on representative model GW112.6-BAT-AC-G10 at t1=55°C and with max
charge/discharge current.

4.4.7.4t0 4.4.7.5 | TABLE: clearance and creepage distance measurements P
5221
Clearance cl and creepage | System/Im- Ur.m.s. Required cl Required dcr
distance dcr at/of: pulse voltage V) cl (mm) (mm) dcr (mm) (mm)
V)
Control box
Mains L-N:
DC+ to DC- (FI) 4000 230Vac 3.9 See below 6.5 See below
DC: 650V
--at P+, P- connector - - - >50.0 - >50.0
--at B+, B- connector - - - >50.0 - >50.0
Mains L-N:
Battery circuit to PE (BI) 4000 230Vac 3.9 See below 6.5 See below
DC: 650V
-at Fuse - - - 20.0 - 20.0
-at P+/P- connector - - - 11.0 - 11.0

Control board

Mains L-N:
DC+ to DC- (FI) 4000 230Vac 3.9 See below 6.5 See below
DC: 650V
--at P+, P- connector - - - 10.4 - 10.4
Battery circuit to PE (BI) Mains L-N:
4000 230Vac 3.9 See below 6.5 See below
DC: 650V
-at fuse - - - 13.9 - 21.2
Battery circuit to Mains L-N:
Communication (RI) 6000 230Vac 7.1 See below 13.0 See below
DC: 650V
-at transformer U25 - - - 13.6 - 13.6
Battery Pack
Mains L-N:
DC+ to DC- (FI) 4000 230Vac 3.9 See below 6.5 See below
DC: 650V
--at B+, B- connector - - - >15.0 - >15.0
- Mains L-N:
Battery circuit to PE (BI) 4000 3.9 See below 6.5 See below
DC: 650V
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--Battery circuit to Gnd - - - 6.6 - 6.6
BMU board
Battery circuit to PE (BI) Mains L-N:
4000 3.9 See below 6.5 See below
DC: 650V
--Battery circuit to Gnd - - - 8.1 - 8.1
Battery circuit to Mains L-N:
communication (RI) 6000 DC: 650V 7.1 See below 13.0 See below
--at Transformer (T1, T2) - - - 25.8 - 25.8

Circuits Definition:

Communication Circuits: DVC-A

Battery Circuits: DVC-C

Auxiliary Circuits: DVC-C

Legend

battery. OVC Il for AC mains.

Note(s): System voltage max 650 Vdc (battery) considered and max 230/400Vac for ac mains, PD = PD2.
Altitude < 4000m (correction factor:1.29). MG llla or Illb for PCB board and other insulators. OVC Il for

circuit (RI)

4.4.7.10 TABLE: electric strength measurements, impulse voltage test and partial dis- P
charge test
. . partial dis-
impulse with- .
] ) test voltage charge extinc-
test voltage applied between: stand voltage . result
V) W) tion voltage
)

Battery system
Battery power circuit (+) to PE (BI) DC 2120 4600 - P
Battery power circuit (-) to PE (BI) DC 2120 4600 - P
Battery power circuit (+) to Communication

attery p *) DC 4240 6600 : p
circuit (RI)
Battery power circuit (-) to Communication

attery p ©) DC 4240 6600 : P
circuit (RI)
Air conditioning
AC power L/N to PE (BI) DC 2120 2500 - P
Auxiliary AC L/Nto C icati

uxiliary power o Communication DC 4240 4000 i b

Notes:/

TRF No. IEC62477_1D



Page 82 of 95

A TUVRheinland®

Report No.: CN25BFMC 001

IEC 62477-1
Clause Requirement — Test Result — Remark Verdict
14 TABLE: list of critical components P
. manufacturer/ . mark(s) of
object/part No. trademark type/model technical data standard conformity?)
Battery Pack
EVE Power Co., . TUV SUD: B
Cell Ltd. LF100LA 3.2V,102Ah IEC 62619:2022 0989520027
SHENZHEN
. WOER HEAT- 600vVDC
Heat Shrink o .
Tubing SHRINKABLE [RSFR-H 125°C UL 224 UL: E203950
MATERIAL CO VW-1
LTD
GOLDENMAX RTI=130°C
Epoxy plate be- | INTERNA- GDM-RL, ILM- = UL 94 .
tween celland | TIONAL TECH- R1 T=2mm UL: E330731
cell NOLOGY V-0 UL 746
(ZHUHAI) LTD
Anhui Yisola RTI=90°C UL 94
-Alt Composite Ma- |FR-4 T=2mm UL: E510612
terial Co Ltd V-0 UL 746
KINGBOARD RTI=130°C
LAMINATES _ UL 94 )
-Alt HOLDINGS KB-6160C T=2mm UL 746 UL: E123995
LTD V-0
SUZHOU RTI=80°C
. | DEJUCHUN- =80°
'\Sﬂﬁggtle Plastic | 1| AN MATERI- |DC42B T=0.5mm UL 94 UL: E523474
ALTECHNOL- VTM-0 UL 746
OGY CO., LTD
Taicﬁng RTI=80°C UL 94
Pinchuang Op- _ .
-Alt toelectronic Co 8F43B T=0.5mm UL 746 UL: E525289
Ltd V-0
CHENGDU RTI=80°C
KANGLONGXIN [ KLX FRPC- UL 94 .
-Alt PLASTICS CO | 1860B T=0.5mm UL 746 UL: E315185
LTD VTM-0
CCS fixed nail 1, ors Ameri- | U4820L(r1) T=2.5~3.2mm UL: E333734
buckle UL 746
cas, LLC V-2
Plastics of insu- RTI=80°C UL 94
lator(support CHI MEI COR- _ .
pole of BUS PORATION PC-540 (Y)(@) |T=1.5mm UL 746 UL: E56070
BAR) V-0
CCs Blister T ?:EH-TEESUN RTI=80°C UL 94
ister Top i _ .
Cover TECHNOLO- TS-FR370DL T=0.5mm UL 746 UL: E329660
GY COLTD V-0
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(Base)

ofeng Precision
Machinery Co.,
Ltd

Galvanized
Steel Sheet and
Coil

T=1.5mm

Material::
SGCC

IEC 62477-1
Clause Requirement — Test Result — Remark Verdict
Taicﬁ”g RTI=80°C
Pinchuang Op- _ .
PC toelectronic Co 8F(XY) T=0.25mm UL746B UL: E525289
Ltd V-0
JIANGSU BI- RTI=130°C
Plastic of cell | SOLD NEW - UL 94 _
Support MATERIAL YDO304E T=3mm UL 746 UL: E240680
STOCK CO V-0, 5VA
LTD
i SHEN- RTI=80°C
rotective Cov- |ZHENTEESUN | g coozon, T=05 uL 94 UL: E329660
o TECHNOLO- —Y-omm UL 746 '
GY COLTD V-0
820*563*131.5
Suzhou Shu- SGCC/ Hot Dip | mm

SGCC/ Hot Dip

820*563*131.5
mm

Steel Sheet and

Su Zhou Galvanized
-Alt Ronsde Mold T=1.5mm - -
Co. LTD Steel Sheet and _
" Coil Material:
SGCC
820*563*131.5
SGCC/ Hot Dip | mm
Galvanized _
-Alt Interchangeable Steel Sheet and T—1.5.mm - -
Coil Material:
SGCC
Suzhou Shu- SGCC/ Hot Dip |820%563*1.2mm
Pack enclosure |ofeng Precision |Galvanized T=1.2mm i B
(cover) Machinery Co., |Steel Sheetand |pmaterial:
Ltd Coil SGCC
SGCC/ Hot Dip 820*563*1.2mm
Su Zhou . _
Galvanized T=1.2mm
-Alt Ronsde Mold | Sh d - -
Co.,LTD Steel Sheet and | pmaterial:
Coil sGCC
SGCC/ Hot Dip 820*563*1.2mm
Galvanized T=1.2mm
-Alt Interchangeable Ste_el Sheet and | paterial. -- --
Coil sGce
Suzhou Shu- SGCC/ Hot Dip
Fan Mounting | ofeng Precision |Galvanized 118x118x1mm | B
Plate Machinery Co., |[Steel Sheetand |T=1mm
Ltd Call
Alt Su Zhou SGCC/.HOI Dip 118x118x1mm
Ronsde Mold Galvanized T=1mm
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Co.,LTD Caoil
SGCC/ Hot Dip
Alt Interch bl Galvanized 118x118x1mm
i nterchangeable | sieel sheet and | T=1mm - -
Coil
Maintenance ofeng Precision |Galvanized m ' _ _
Panel Machinery Co., |Steel Sheetand |__
Ltd Coil T=1.5mm
Su Zhou gGICC’ _HO(; DiP | 342x118x1.5m
-Alt Ronsde Mold alvanize m -- --
Steel Sheet and
Co.,LTD . T=1.5mm
Caoll
SGCC/HotDip (342x118x1.5m
Galvanized
- m _— _—
Alt Interchangeable Steel Sheetand |
Coil T=1.5mm
REA6-CZAD2-A
DC connector codeal Inter- REA6-CTWA- 250A EN 61984:2009 |TUV R:J
B+/B connnect Sys- | 70-A IEC 61984:2008 | 50604193
tem Co., Ltd REAG.CTWR. |40t 125°C
70-A
RF080MMO60R
BB-07
Precision Indus- |AA-07 TUVR:J
-Alt 250A EN 61984:2009 .
try PS080C0700R 50569529
Co.,Ltd B -40 to 125°C
PS080C070BK
A
SHENGYI
=200° UL 94
FPC on CCS TECHNOLOGY |SF305 RTI=200°C UL: E109769
COLTD T=0.155mm V-0 |UL 746
THINKING Resistance at
NTC Resistor |ELECTRONIC 25° C:100KQ, _
for cell INDUSTRIAL TSM1A104 Tmoa:125°C UL 1434 UL: E138827
COLTD Class C4
ShenZhen Resistance at
KangTai- 25° C:100K Q,
-Alt SongLong Elec- E@K4205%00/3Ilg|104 ) R UL 1434 UL: E531237
tronics Technol- 0 Tmoa:125°C
ogy Co Ltd Class C3
_ Hunan Dobesty RTI=80°C UL 94
PCin CCS Optical Material | DB98KM UL: E524866
T=0.5mm V-0 UL 746
Co Ltd
=80° UL 94
Alt SHENZHEN  |1g.pra7opL | R11-00°C UL: E329660
TEESUN T=0.5mm V-0 UL 746
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TECHNOLOGY
COLTD
Dongguan Pro- MGT9224XB- EN IEC 62368- |[TUV SUD: B
DC FAN in pack |technic Elec- DC24V 1A 1:2020/A11:202 | 031023 0142
. W38 E
tric.,Ltd 0 Rev.01
Ningbo Shengjiu i .
-Alt Thermal Tech- | SA240938BH 24VDC 1.14A E_N IEC 62368- | TUV R: R
1:2014 50438525
nology Co.,LTD.
s EN IEC 62368- |TUV SUD: B
Asia Vital Com- |DBPQ0938B4H ) .
-Alt ponents Co.,Ltd. | PKO1 24VDC 1.5A 1:2020/A11:202 [025730 0973
0 Rev. 10
Control box
; 1000vDC
Breaker QF figigg?nalzlectri- NDM3Z-250VM | 250A/2P EN 60947- TUVR: R
| Co.. Ltd 2:2017+A1 50451893
calto., -40 to 80°C
1000VDC TUV SUD: No. B
ProJoy Electric EN 60947- L
-Alt. Co..Ltd PEMC-250 250A/2P 2:2017/A1:2020 123375 0003
-35 to 70°C Rev.00
Shanghai Ue:1000V _ |TUV SuD: B
Pre-charge Liangxin Electri- | NDZ3W-50 le:10A EN IEC 60947- 1 483574 0405
Relay KM3 | Co.. Ltd 4-1:2019
cal Co., Ltd. -40 to 85°C Rev.01
; i ui:1000V .
Join Electric EN IEC 60947- | TUV SUD: N8A
-Alt. (ShangHai) EVHC30A-24S |1e:30A 4-1:2019 109076 0001
Co.,Ltd -40 to 85°C Rev.02
i Ue:1500V .
Shanghai _ . EN IEC 60947- | TUV SUD: B
Relay KM1/KM2 | Liangxin Electri- | NDZ3A-250 Ith:350A 4-1:2019 083574 0469
cal Co., Ltd. -40 to 85°C Rev.01
EN IEC 60947-
Xiamen Hongfa |HFES2P- Ui:1500v ‘é’,\ll:égé;z?_ TUV SUD: B
-Alt. Electroacoustic |250W/1500-24- |Ith:250A ) i 053286 0063
Co., Ltd HA-C5-6 1:2007/42:2014 | oo "ag
v -40 to 85°C EN IEC 60947- '
1:2021
- i Ui:1500V :
Join EIect(lc . EN IEC 60947- TUV SUD: N8A
-Alt. (ShangHai) EVHB300A-24B | 1th:300A 4-1:2019 109076 0001
Co.,Ltd -40 to 85°C Rev.02
IEC 60269-
Fuse Adt"agclfﬂd tSU_r'ls A4305.350 | DC1000V 350A |1:2006+A1+A2 | TUV R: R
etech Materia -
e 40t0125°C  |IEC 60269-  |50593884
' 7:2021
1000VDC EN 60269-
Alt Xi'an Sinofuse |RS306-01se- |550, 4:2009+A1+A2 |TUVR:R
’ Electric Co., Ltd. | ries EN 60269- 50405695 0001
-40 to 85°C

TRF No. IEC62477_1D




A TUVRheinland®

Page 86 of 95 Report No.: CN25BFMC 001

IEC 62477-1
Clause Requirement — Test Result — Remark Verdict
VICTORY CHI-
NA FAR EAST 300A
Current diverter |ELECTRONICS |FL-2 75mV, +2% -- --
CO.,LTD OF 220 t0 60°C
BENGBU
Anhui Laifu 300A
Alt. Electronic FL-2 75mV, £2% |- -
Technology
Co.,Ltd -40 to 60°C
SHANGHAI 250V
. HONGBO .
Button Switch ELECTRIC CO HBS1-AY 5A UL 61058-1 UL: E480150
LTD -25to 65°C
DONG GUAN
HV i SHENG PAI 22/24AWG,
Wiressamp g |ELECTRIC 3239 3kvdc, 150°C, |UL 758 UL: E347603
WIRE & CABLE VW-1
COLTD
22/24AWG,
-Alt. Interchangeable | Interchangeable | 1000Vdc, UL 758 UL approved
105°C, VW-1
DONGGUAN
Glassfiber YONGCHAO 0-35mm
Sleevin INSULATION YC-15-25-40-70 | VW-1 UL 1441 UL: E325767
g MATERIAL CO 200°C
LTD
0.35mm VW-1
-Alt. Interchangeable | Interchangeable 200°C UL 1441 UL approved
Sichuan Re- REA6-CZAD2-A
DC connector codeal Inter- REAG-CZBD2-A [1500VDC 250A |EN 61984:2009 |[TUV R: J
B+/B-/P+/P- connnect Sys- | REA6-CZCD2-A |-40 to 125°C IEC 61984:2008 | 50604193
tem Co., Ld | REAG.CcZDD2-A
RFO80MMO60OR
Alt E?:CTSZlQI?I nave- | BB 1500VDC 250A 1 £\ 61984:2009 |TUY R:J
RFO80MMO6BK [-40 to 125°C ' 50569529 0001
try Co.,Ltd
AA-07
Mean Well En- .
. Vin:250~1500V |IEC 62109- .
SPS DC/DC }_eurjprlses Co,, RSDH-300-24 de Vout:24vde |1:2010 CB: NL-86144
Mean Well En- .
. Vin:250~1500V |IEC 62109- .
-Alt 'It_(?urjprlses Co,, DDRH-240-24 de Vout:24vde |1:2010 CB: NL-86430
i Ui: DC1000V
DC Power Shanghai EN 60947- TUVR:R
breaker Liangxin Electri- | NDB2Z-63 In: 10A -40°C~ | ».
: 2:2017 50450631
(QF2) cal Co., Ltd. +70°C
Alt Zhejiang Benyi | ggj 63 Ui: 1200V IEC 60947- CB:CN54301-Al
Electrical Co., 2:2016
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Ltd. In: 10A
-25°C~70°C
820*390*180m
PCU Keymate Preci- m T=1.2mm
enclosure sion Industry Co | Base ] - -
Ltd Material:
(Base) SGCC
-Alt. , 820*390*180m
S_huofeng Preci- m T=1.2mm
sion Machinery |[Base i - -
Co., Ltd Material:
SGCC
-Alt. . 820*390*180m
N_ewyuda Preci- m T=1.2mm
sion Machinery |Base i - -
Co., Ltd/ Material:
SGCC
820*390*180m
m T=1.2mm
-Alt. Interchangeable [Interchangeable ) -- --
Material:
SGCC
_ 818*388*1.2mm
Pcu enclosure | Keymate Preci- T=1.2mm
sion Industry Co | Cover . - -
(Cover) Ltd Material:
SGCC
-Alt. _ 818*388*1.2mm
S_huofeng Prem- T=1.2mm
sion Machinery |Cover . - -
Co., Ltd Material:
SGCC
-Alt. , 818*388*1.2mm
N_ewyuda Preci- T=1.2mm
sion Machinery |Cover i -- --
Co., Ltd Material:
SGCC
820*390*180m
m T=1.2mm
-Alt. Interchangeable |Interchangeable i -- --
Material:
SGCC
. 102.5*46*34.5m
QS Keymate Preci- m T=1mm
sion Industry Co | Support Frame . -- --
Support Frame Ltd Material:
SGCC
) 102.5*46*34.5m
Alt K_angI:‘/lu PrrfeCI- S tF m T=imm
-Alt. sion Machiner upport Frame ] - -
Co., Ltd Y PP Material:
SGCC
102.5*46*34.5m
-Alt. Interchangeable | Interchangeable |m T=1mm -- -
Material:
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SGCC
. 160*60*15mm
QF Keymate Preci- T=1mm
sion Industry Co | Support Frame . -- --
Support Frame ||y, Material:
SGCC
. 160*60*15mm
Kangfu Preci- T=1mm
-Alt. sion Machinery |[Support Frame . -- --
Co., Ltd y PP Material:
SGCC
160*60*15mm
T=1mm
-Alt. Interchangeable |[Interchangeable ) -- --
Material:
SGCC
SUZHOU
DEJUCHUN- RTI=80°C UL 94
PC TIAN MATERI- |DC42B T=0.5mm UL: E523474
ALTECHNOL- VTM-0 UL 746
OGY CO., LTD
Taicﬁng RTI=80°C UL 94
i Pinchuang Op- _ .
Alt toelectronic Co 8F43B T=0.5mm UL 746 UL: E525289
Ltd V-0
KANGLONGXIN | KLX FRPC- _ UL 94 .
-Alt PLASTICS CO | 18608 T=0.5mm UL 746 UL: E315185
LTD VTM-0
Jiangsu BI- RTI=130°C
Insulator (Col- [GOLD New Ma- _ UL 94 )
umn) terial Stock YDO0304E T=3mm UL 746 UL: E240680
Co.Ltd V-0, 5VA
. Wujiang Tuoyan 125°C
?Lfatnsm'”k Electronic Mate- | TY-HFT-300 UL224 UL: E479329
g rials Co., Ltd VW-1 300V
Rack
Refrigerating
/heat capacity:
3kW/2.5kwW EN 60335-
Size:550 X 250 1:2012+A11+A1
3+A1+A14+A2+
Shenzhen Envi- X1350mm(WX | A151A16 TUV R:AM
. " DX H :
Air condition c&ool 'II_'%chnology MC30HDNC1A _) EN 60335-2- 50659656
0 Hd. Nominal volt- | 40:2003+A11+A
age: 12+A1+A2+A13
220V,50/60Hz | EN 62233:2008
Refrigerating
fluid: R134A
. Refrigerating EN 60335- TUV R:AM
AL, f:;”ﬁ:fﬁnilg‘“ MC30HDNCID | /heat capacity: |1:2012+AL11+A1 | soseraen
oy 3+AL1+A14+A2+
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Co., Ltd. 3kW/2.5kwW A15+A16
Size:550X 250 |EN 60335-2-
X 1350mm(W X |40:2003+A11+A
DX H) 12+A1+A2+A13
Nominal volt- EN 62233:2008
age:
220V,50/60Hz
Refrigerating
fluid: 513A
Scram Protec- |IDEMITSU KO- |(u)Y2200(+)(f1) [T=3.0 mm UL 94 UL: E48268
tive Cover SAN CO LTD V-0 RTI=130°C UL 746
Surface Mount |POLYVANTIS |OQ92W(f1) T=0.5 mm, UL 94 UL: E539157
-Alt. Suzhou SE11 T=5mm UL 94 UL: E249605
Tongfengda V-0 UL 746
New Energy Co —on©
Ltd RTI=80C
Heat Insulation |ASIA LANNER- |2630-B T=20.0mm UL 94 UL: E248065
cotton ET HF-1 UL 746
SCI-
ENCE&TECHN
OLOGY CO
LTD
Over wire rub- |KINGFA SCI PAG66- T=1.5mm UL 94 E171666
ber plug &TECH CO LTD |RG301(##)(f1) |v.0. F1 UL 746
RTI=115C
Cabinet Newyuda Preci- | Cabinet 1055*870*2000
sion Machinery mm
Co., Lud T=1.5mm
Kangfu Preci- Material:
sion Machinery SGCC
Co., Ltd
1055*870*2000
mm T=1.5mm
-Alt. Interchangeable |Interchangeable Material: -- --
SGCC
. XINHONGYE 3932TBOA-XX- .
Power wires WIRE & CABLE |002 2000Vac UL7581 UL: E248566
COLTD -40°C~+125°C
70mm2(2/0AWG
-Alt. Interchangeable |Interchangeable 1000Vdc UL 758 UL approved
-40°C~+125°C
. . Kenaida Electric . EN 60947-5- ECM:
Limit Switch Co.. Ltd. LA167-Z Ue le:220V/0.3A 1:2017 0P191031.KESO
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50
Emergency Kenaida Electric EN 60947-5- ECM:
Stop Switch Co., Ltd. LA167 Ue le:380V/1A 1:2017 gzPlQlllS.KEST
BCU board: TH290-20196-T2
KUNSHAN 130°C
. HUATAO . .
PCB material ELECTRONICS HT-M(cj) V-0 UL 796 UL: E318580
COLTD 400>CTI=2100
-Alt. Interchangeable |[Interchangeable 130°C V-0 UL 796 UL approved
400>CTI=100
MCU STMicroelec- | STM32H745xI/ |1.62V-3.6V B B
(U12) tronics G 125°C
THINKING _ o EN 60539-
NTC Resistor ELECTRONIC TSM1AL03 Rzs =10KQ+1% 2:2004 TUVR: R
(L20) INDUSTRIAL 5325/85-03435“1 EN 60539- 50167657
COLTD % 125°C 1:2008
MOSFET E0A 60V
Wuxi NCE - "
(Q1,Q6,Q27, Power Co., Ltd NCE25P60K 175°C -- --
Q28)
CHONGOQING
PINGWEI EN- -38A,-60V
-Alt. TERPRISE CO., PW250P06GSL 150°C -- --
LTD
Transformer Shenzhen Sun- 1500Vdc
lord Electronics |ALTWR-H96TF . -- --
(TD Co., Ltd. -40~125°C
WAH HONG ) V-0 L o4
_Case INDUSTRIAL | VH uLo UL: E150608
9100(G1)(G2) |RTI=130°C UL 746
CORP
BO LUO FENG Temp Class:
CHING METAL | FIW-F(*)($), 155 (F)
-Wire WIRE MANU- | FIW-F(*)($)HB, UL 2353 UL: E323329
FACTURING  |FIW-F(*)($)sB |3000V
LTD 41-26 AWG
Dow Silicones 130°C
-Glue Corporation CC-2588 Coating Flame UL 746E UL: E81611
Class:V-0
GUANGZHOU 0
130°C
-Alt HUITIAN NEW .
Glue MATERIAL CO 9415 Coating Flame UL 746E UL: E310258
LTD Class:V-0
T . DONGGUAN 1500Vvdc
ranstormer |PULSE ELEC- | pgTg541NL | Min 25uH IEC 62368- DK-137889-UL
-Alt TRONICS CO B 3 1:2018
LTD ZHUHAI ~40°C ~ 85°C
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BRANCH
High voltage | Suzhou Novo-
isolation switch Isfc"t‘ffn'i\g'scroe' NSI7258- 1700V,250Q | EN IEC 60747- | TUV R: R
(U29,U30,U32 |Co., Ltd. C1- DSWLR 150°C 17:2020+AC 50632636
) 501,
SOIC16-WWB
Ext.
sh hai Dcr.214.5mm,
COMMAC | Chipanalog Mi- |cA- o corae |ENJEC 60747
P 9 lation voltage:  [17:2020+AC:20 |VDE: 40057278
(U25) croelectronics 1S3841HWW 21
Co., Ltd 2828V
transient volt-
age:
8000V
Suzhou Novo- Surge test:
. EN IEC 60747-
sense Microe- | NSI8241W1- 10000 ) i )
-Alt. lectrionics DSWWR T<=150C 31.2020+AC.20 VDE: 40052820
Co.,Ltd. lso=316mA
SPD board: TH290-70670-TO
KUNSHAN 130°C
. HUATAO . .
PCB material ELECTRONICS HT-M(cj) V-0 UL 796 UL: E318580
COLTD 400>CTI=100
-Alt. Interchangeable |Interchangeable 130°C V-0 UL 796 UL approved
400>CTI=100
Ext.
Dcr.215mm,
Working volt-
Xiamen Hualian ?O%ieodf rein-
Optical Isolators | Semiconductor . EN IEC 60747- _
(U Technology Co., HPL6W147 Insulation: 5 5:9020 VDE:40004708
LTD 750V
transient
voltage:
8000V
Ext.
EN IEC 60747-
LITE-ON Dcr.215mm, .
o 5-5:2020 :
Alt TECHNOLOGY |LTVH819-v  |-55~125°C. iso- T(L)’g/ (I)?éng
CORP. lation voltage:  |IEC 60747-5- | 5065
7500V 5:2020
Shenzhen Sun-
Transf 1500Vdc
ranstormer lord Electronics [ALTWR-H96TF -- --
(Tl) CO., Ltd -40""1250C
WAH HONG WH- V-0
-Case INDUSTRIAL UL 94 UL: E150608
CORP 9100(G1)(G2) |RTI=130°C
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Page 92 of 95

A TUVRheinland®

Report No.: CN25BFMC 001

IEC 62477-1
Clause Requirement — Test Result — Remark Verdict
BO LUO FENG Temp Class:
CHING METAL |FIW-F(*)($), 155 (F)
-Wire WIRE MANU- FIW-F(*)($)HB, UL 2353 UL: E323329
FACTURING  |FIW-F(*)($)sB |3000V
LTD 41-26 AWG
Dow Silicones 130°C
-Glue Corporation CC-2588 Coating Flame UL 746E UL: E81611
Class:V-0
GUANGZHOU o
130°C
-Alt HUITIAN NEW _
Glue MATERIAL o | 9415 Coating Flame | UL 746E UL: E310258
LTD Class:V-0
Ucpv:670V
In-10KA EN 61643-
SPD Anhui Jinli Elec- | GTSP- T 31:2019 TUVR: R
tric Tech.Co.,Ltd | MDV670/20/A | IMmax:20kA IEC 61643- 50496555
Umov:820V+10 (31:2018
%
Ucpv:670V
SHENZHEN In:10KA EN 61643-
HAIPENGXIN ' 11:2012+A11 TUVR:R
Alt ELECTRONICS |PV20K-670  [Imax:20kA IEC 61643 50585247
CO.,LTD. Umov:820V+10 |11:2011
%
BMU board: TH290-20292-T2
KUNSHAN 130°C
. HUATAO . .
PCB material ELECTRONICS HT-M(cj) V-0 UL 796 UL: E318580
COLTD 400>CTI=100
130°C
-Alt. Interchangeable |Interchangeable | V-0 UL 796 UL approved
400>CT I2100
. f Dongguan 1500Vvdc
ransformer [
Mentech Optical | 1554150 150~450uH |- -
(T1, T2) & Magnetic Co.,
Ltd. -40~125°C
Temp Class:
i . |E&B TECH- 180 (H)
Insulated Wind- | 5 65y co | E&B-XXXH-3* UL 2353 UL: E315265
ing Wire LTD 1410V
0.127mm
Temp Class:
Bo Luo Dian FTIW-H@(x) 180 (H)
-Alt Xing Metal Wire | FTIW-H@- UL 2353 UL: E483990
Co Ltd HB(X) 1410V
0.127mm
GUANGDONG |@*xUEW/Y180, 180°C
-Wire SUNTEK WIRE [QPN180,QPN2 UL 1446 UL: E234867
CO..LTD 00 0.127mm

TRF No. IEC62477_1D
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ELEKTRISOLA 180°C
-Alt HANGZHOU Polysol 180 UL 1446 UL: E258243
V-0
Case INDUSTRIAL | WH- RTI=160C UL 94 UL: E150608
CORP 9100(G1)(G2) - UL 746 '
0.85mm
MIANYANG
-Sillicone TRONIC WR7501 HB UL: E223455
MATERIALS UL 746
COLTD
Shenzhen Sun- 1500vde Certificated
-Alt lord Electronics |ALTWR-F14TF |150~450uH -- components as
Co., Ltd. _40~125°C follows:
WAH HONG |\ V-0
-Case g\l(g)lggTRlAL 9100(G1)(G2) RTI=160°C UL 94 UL: E150608
0.85mm
BO LUO FENG Temp Class:
CHING METAL | FIW-F(*)($), 155 (F)
-Wire WIRE MANU- FIW-F(*)($)HB, UL 2353 UL: E323329
FACTURING  |FIW-F(*)($)sB |3000V
LTD 41-26 AWG
Dow Silicones 130°C
-Glue Corporation CC-2588 Coating Flame UL 746E UL: E81611
Class:V-0
GUANGZHOU 0
130°C
-Alt HUITIAN NEW .
Glue MATERIAL CO | 9415 Coating Flame | UL 746E UL: E310258
LTD Class:V-0
1) an asterisk indicates a mark which assures the agreed level of surveillance

TRF No. IEC62477_1D
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FOREWORD

This document (EN 62477-1:2012/A11:2014) has
been prepared by CLC/TC 22X "Power electron-

ICS".

The aim behind this Amendment is to link EN
62477-1:2012 to the Low Voltage Directive
2006/95/EC, further to a CLC/TC 22X request, ap-
proved by the Technical Board by the decision
D146/C017.

In addition, a recent Technical Board decision
(D147/C061), confirmed that EN 62477-1:2012 par-
tially supersedes EN 50178:1997.

This standard covers the Principle Elements of the
Safety Objectives for Electrical Equipment De-
signed for Use within Certain Voltage Limits (LVD -
2006/95/EC).
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2z ANNEX ZZ (INFORMATIVE) P

RELATIONSHIP BETWEEN THIS EUROPEAN
STANDARD AND THE SAFETY OBJECTIVES OF
DIRECTIVE 2014/35/EU [2014 OJ L96] AIMED TO
BE COVERED

This European standard has been prepared under =)
a Commission’s standardisation request relating to
harmonised standards in the field of the Low Volt-
age Directive, M/511, to provide one voluntary
means of conforming to safety objectives of Di-
rective 2014/35/EU of the European Parliament and
of the Council of 26 February 2014 on the harmoni-
sation of the laws of the Member States relating to
the making available on the market of electrical
equipment designed for use within certain voltage
limits [2014 OJ L96].

Once this standard is cited in the Official Journal of
the European Union under that Directive, compli-
ance with the normative clauses of this standard
given in Table ZZ.1 confers, within the limits of the
scope of this standard, a presumption of conformity
with the corresponding safety objectives of that Di-
rective, and associated EFTA regulations.
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Picture of protective earthing terminal
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Internal view of control box
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Bottom view for LCU board
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