


 
 
 
Prüfbericht - Produkte  
Test Report - Products 

Prüfbericht -Nr.: CN25YQIR 001 
Test report no.: 

 
Seite 2 von 86 

Page 2 of 86 

Anmerkungen  
Remarks 

 

 

1 Alle eingesetzten Prüfmittel waren zum angegebenen Prüfzeitraum gemäß eines festgelegten 
Kalibrierungsprogramms unseres Prüfhauses kalibriert. Sie entsprechen den in den Prüfprogrammen 
hinterlegten Anforderungen. Die Rückverfolgbarkeit der eingesetzten Prüfmittel ist durch die Einhaltung der 
Regelungen unseres Managementsystems gegeben. 
Detaillierte Informationen bezüglich Prüfkonditionen, Prüfequipment und Messunsicherheiten sind im 
Prüflabor vorhanden und können auf Wunsch bereitgestellt werden. 
 
The equipment used during the specified testing period was calibrated according to our test laboratory 
calibration program. The equipment fulfils the requirements included in the relevant standards. The 
traceability of the test equipment used is ensured by compliance with the regulations of our management 
system. 
Detailed information regarding test conditions, equipment and measurement uncertainty is available in the 
test laboratory and could be provided on request. 

2 Wie vertraglich vereinbart, wurde dieses Dokument nur digital unterzeichnet. Der TÜV Rheinland hat nicht 
überprüft, welche rechtlichen oder sonstigen diesbezüglichen Anforderungen für dieses Dokument gelten. 
Diese Überprüfung liegt in der Verantwortung des Benutzers dieses Dokuments. Auf Verlangen des Kunden 
kann der TÜV Rheinland die Gültigkeit der digitalen Signatur durch ein gesondertes Dokument bestätigen. 
Diese Anfrage ist an unseren Vertrieb zu richten. Eine Umweltgebühr für einen solchen zusätzlichen Service 
wird erhoben. Informationen zur Verifizierung der Authentizität unserer Dokumente erhalten Sie auf 
folgender Webseite: go.tuv.com/digital-signature 
 
As contractually agreed, this document has been signed digitally only. TUV Rheinland has not verified and 
unable to verify which legal or other pertaining requirements are applicable for this document. Such 
verification is within the responsibility of the user of this document. Upon request by its client, TUV 
Rheinland can confirm the validity of the digital signature by a separate document. Such request shall be 
addressed to our Sales department. An environmental fee for such additional service will be charged. For 
information on verifying the authenticity of our documents, please visit the following website: 
go.tuv.com/digital-signature 

3 Prüfklausel mit der Note * wurden an qualifizierte Unterauftragnehmer vergeben und sind unter der 
jeweiligen Prüfklausel des Berichts beschrieben. 
Abweichungen von Prüfspezifikation(en) oder Kundenanforderungen sind in der jeweiligen Prüfklausel im 
Bericht aufgeführt. 
 
Test clauses with remark of * are subcontracted to qualified subcontractors and descripted under the 
respective test clause in the report. 
Deviations of testing specification(s) or customer requirements are listed in specific test clause in the report. 

4 Die Entscheidungsregel für Konformitätserklärungen basierend auf numerischen Messergebnisen in diesem 
Prüfbericht basiert auf der "Null-Grenzwert-Regel" und der "Einfachen Akzeptanz" gemäß ILAC G8:2019 
und IEC Guide 115:2021, es sei denn, in der auf Seite 1 dieses Berichts genannten angewandten Norm ist 
etwas anderes festgelegt oder vom Kunden gewünscht. Dies bedeutet, dass die Messunsicherheit nicht 
berücksichtigt wird und daher auch nicht im Prüfbericht angegeben wird. Zu weiteren Informationen 
bezueglich des Risikos durch diese Entscheidungsregel siehe ILAC G8:2019. 
 
The decision rule for statements of conformity, based on numerical measurement results, in this test report 
is based on the “Zero Guard Band Rule” and “Simple Acceptance” in accordance with ILAC G8:2019 and 
IEC Guide 115:2021, unless otherwise specified in the applied standard mentioned on Page 1 of this report 
or requested by the customer. This means that measurement uncertainty is not taken in account and hence 
also not declared in the test report. For additional information to the resulting risk based of this decision rule 
please refer to ILAC G8:2019. 
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Revision history of test report: 
 
Report number Issue date Contents and reason for change if appropriate 
CN25YQIR 001 2025-03-12 Initial release. 
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1 Test Sites 

1.1 Test Facilities 
Laboratory : Xingsheng Certification Service (Suzhou) Co., Ltd 
Address: Building 1, Xinjia Village Industrial Zone, Changqiao Street, Wuzhong 
District, Suzhou, Jiangsu Province 
 
The used test equipment is in accordance with CISPR 16-1 series standards for measurement 
of radio interference. 

 
All EMC tests have been conducted by “Xingsheng Certification Service (Suzhou) Co., Ltd” 

under supervision of TÜV Rheinland’s engineer. 
 
Refer to Clause 8 for test and measurement instruments. 
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2 General Product Information 

2.1 Product Function and Intended Use 

The EUT (equipment under test) is an ordinary rechargeable li-ion battery system. For the 
further information, refer to the user’s manual. 

2.2 Ratings and System Details 
Nominal voltage : DC 307.2 V for model GW61.4-BAT-AC-G10 and 

GW61.4-BAT-AC-JP-G10 
DC 358.4 V for model GW71.6-BAT-AC-G10 and 
GW71.6-BAT-AC-JP-G10 
DC 409.6 V for model GW81.9-BAT-AC-G10 and 
GW81.9-BAT-AC-JP-G10 
DC 460.8 V for model GW92.1-BAT-AC-G10 and 
GW92.1-BAT-AC-JP-G10  
DC 512 V for model GW102.4-BAT-AC-G10 and 
GW102.4-BAT-AC-JP-G10 
DC 563.2 V for model GW112.6-BAT-AC-G10 

Nominal energy : 61.44 kWh for model GW61.4-BAT-AC-G10 and 
GW61.4-BAT-AC-JP-G10 
71.68 kWh for model GW71.6-BAT-AC-G10 and 
GW71.6-BAT-AC-JP-G10 
81.92 kWh for model GW81.9-BAT-AC-G10 and 
GW81.9-BAT-AC-JP-G10 
92.16 kWh for model GW92.1-BAT-AC-G10 and 
GW92.1-BAT-AC-JP-G10 
102.4 kWh for model GW102.4-BAT-AC-G10 and 
GW102.4-BAT-AC-JP-G10 
112.6 kWh for model GW112.6-BAT-AC-G10 

Nominal 
discharge/charge 
current 

: DC 100 A 

Auxiliary power 
supply 

: AC 230 V ~ 50/60 Hz 

Cooling/Heating 
total input current 

: 9.0 A /12.0 A 

Identities and differences: 
The above models are the similar in electrical characteristics. The differences among them are 
type designation, nominal voltage, energy and mechanical aspects. Therefore, the EMC tests 
were performed on the model GW112.6-BAT-AC-G10. 
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2.3 Independent Operation Modes 
The basic operation modes are: “Charging” or “Discharging”. 
Refer to operation manual for further information. 

        

2.4 Noise Generating and Noise Suppressing Parts 
Refer to the circuit diagram for further information.  

2.5 Submitted Documents 
Circuit diagrams and rating labels. 
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3 Test Set-up and Operation Modes 

3.1 Principle of Configuration Selection 
 

Emission: The equipment under test (EUT) was configured to measure its highest possible 
emission level. The test conditions were adapted accordingly in reference to the instructions 
for use. 

 
Refer to the related paragraph of this report. 
 
Immunity:  The equipment under test (EUT) was configured to have its highest possible 
susceptibility against the tested phenomena. The test conditions were adapted accordingly in 
reference to the instructions for use. 
 
Refer to the related paragraph of this report. 

3.2 Physical Configuration for Testing 
Refer to the related paragraph of this report. 

3.3 Test Operation and Test Software 
Refer to the related paragraph of this report. No software was used. 

3.4 Special Accessories and Auxiliary Equipment 
No. Equipment Manufacturer Model 

1. 
TWO-WAY PROGRAMMABLE DC 

POWER SUPPLY 
SINO SEA ELECPOWER 

DPDCS-1500-
300 

3.5 Countermeasures to achieve EMC Compliance 
No special measure is employed to achieve the requirement. 
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4 Conformity Decision Rule  
For all EMI tests (when included in this report), as measurement uncertainties are less than the 
values UCISPR given in CISPR 16-4-2, compliance with the limits is determined by comparing 
measurement results directly with corresponding limits without taking into consideration of 
measurement uncertainties. For all EMS tests (when included in this report), measurement 
uncertainties are not considered as well according to corresponding test standards.  
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5 Test Results E M I S S I O N  

5.1 Emission in the Frequency Range up to 30 MHz 

5.1.1 Harmonics on AC Mains 

Result:         Passed 
 

Date of testing : 2025-02-23 
Test procedure : EN IEC 61000-6-3:2021, Table 4; 

IEC 61000-3-2:2018, Class A 
Test duration : 2.5 min 
Harmonic order : 2 – 40th  
Frequency range : 0 – 2 kHz 
Test voltage  : AC 230 V, 50 Hz; DC 635.36 V 
Ambient condition : Temperature: 23 ºC; Relative humidity: 50 % 
Test condition : Mode 1: Charging with air conditioning cooling mode 

Mode 2: Charging with air conditioning heating mode 
Mode 3: Discharging with air conditioning cooling mode 
Mode 4: Discharging with air conditioning heating mode 

Following are the measurement results, which were obtained via an automatic measurement 
system. 
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Table 1: Harmonic currents measurement result, Mode 1 

Equipment category: Class A; Test Voltage: AC 230.69 V; 50 Hz 
Fundamental current I1: 3.738 A; Power factor: 0.988; Active input power: 852.20 W.  

Harmonic 
order 

Result (avg.) 
(A) 

100% limit  
(A) 

Result (max.) 
(A) 

150% limit  
(A) Result 

2 0.4630 1.080 0.5730 1.620 Pass 
3 0.3369 2.300 0.3878 3.450 Pass 
4 0.0502 0.430 0.0735 0.645 Pass 
5 0.2219 1.140 0.2308 1.710 Pass 
6 0.0377 0.300 0.0683 0.450 Pass 
7 0.1044 0.770 0.1087 1.155 Pass 
8 0.0148 0.230 0.0248 0.345 Pass 
9 0.0472 0.400 0.0502 0.600 Pass 
10 0.0126 0.184 0.0206 0.276 Pass 
11 0.0272 0.330 0.0288 0.495 Pass 
12 0.0076 0.153 0.0132 0.230 Pass 
13 0.0163 0.210 0.0176 0.315 Pass 
14 0.0054 0.131 0.0089 0.197 Pass 
15 0.0105 0.150 0.0117 0.225 Pass 
16 0.0050 0.115 0.0079 0.173 Pass 
17 0.0058 0.132 0.0067 0.198 Pass 
18 0.0050 0.102 0.0065 0.153 Pass 
19 0.0048 0.118 0.0066 0.178 Pass 
20 0.0056 0.092 0.0068 0.138 Pass 
21 0.0041 0.107 0.0071 0.161 Pass 
22 0.0024 0.084 0.0036 0.125 Pass 
23 0.0024 0.098 0.0037 0.147 Pass 
24 0.0031 0.077 0.0042 0.115 Pass 
25 0.0039 0.090 0.0047 0.135 Pass 
26 0.0023 0.071 0.0030 0.107 Pass 
27 0.0021 0.083 0.0033 0.125 Pass 
28 0.0022 0.066 0.0029 0.099 Pass 
29 0.0031 0.078 0.0035 0.116 Pass 
30 0.0026 0.061 0.0030 0.092 Pass 
31 0.0025 0.073 0.0032 0.109 Pass 
32 0.0018 0.058 0.0023 0.086 Pass 
33 0.0012 0.068 0.0019 0.102 Pass 
34 0.0013 0.054 0.0018 0.081 Pass 
35 0.0014 0.064 0.0017 0.096 Pass 
36 0.0013 0.051 0.0017 0.077 Pass 
37 0.0013 0.061 0.0017 0.091 Pass 
38 0.0013 0.048 0.0015 0.073 Pass 
39 0.0011 0.058 0.0016 0.087 Pass 
40 0.0007 0.046 0.0010 0.069 Pass 
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Table 2: Harmonic currents measurement result, Mode 2 

Equipment category: Class A; Test Voltage: AC 230.24 V; 50 Hz 
Fundamental current I1: 10.697 A; Power factor: 0.997; Active input power: 2455.66 W.  

Harmonic 
order 

Result (avg.) 
(A) 

100% limit  
(A) 

Result (max.) 
(A) 

150% limit  
(A) Result 

2 0.0139 1.080 0.0142 1.620 Pass 
3 0.7715 2.300 0.7724 3.450 Pass 
4 0.0048 0.430 0.0049 0.645 Pass 
5 0.1387 1.140 0.1392 1.710 Pass 
6 0.0028 0.300 0.0029 0.450 Pass 
7 0.0486 0.770 0.0491 1.155 Pass 
8 0.0013 0.230 0.0013 0.345 Pass 
9 0.0228 0.400 0.0229 0.600 Pass 
10 0.0009 0.184 0.0010 0.276 Pass 
11 0.0128 0.330 0.0129 0.495 Pass 
12 0.0005 0.153 0.0006 0.230 Pass 
13 0.0079 0.210 0.0080 0.315 Pass 
14 0.0010 0.131 0.0011 0.197 Pass 
15 0.0049 0.150 0.0050 0.225 Pass 
16 0.0011 0.115 0.0011 0.173 Pass 
17 0.0034 0.132 0.0035 0.198 Pass 
18 0.0036 0.102 0.0036 0.153 Pass 
19 0.0020 0.118 0.0021 0.178 Pass 
20 0.0044 0.092 0.0045 0.138 Pass 
21 0.0020 0.107 0.0021 0.161 Pass 
22 0.0007 0.084 0.0007 0.125 Pass 
23 0.0014 0.098 0.0015 0.147 Pass 
24 0.0006 0.077 0.0006 0.115 Pass 
25 0.0009 0.090 0.0009 0.135 Pass 
26 0.0005 0.071 0.0006 0.107 Pass 
27 0.0010 0.083 0.0011 0.125 Pass 
28 0.0004 0.066 0.0005 0.099 Pass 
29 0.0007 0.078 0.0007 0.116 Pass 
30 0.0003 0.061 0.0004 0.092 Pass 
31 0.0007 0.073 0.0007 0.109 Pass 
32 0.0004 0.058 0.0005 0.086 Pass 
33 0.0007 0.068 0.0008 0.102 Pass 
34 0.0004 0.054 0.0004 0.081 Pass 
35 0.0006 0.064 0.0006 0.096 Pass 
36 0.0005 0.051 0.0006 0.077 Pass 
37 0.0004 0.061 0.0005 0.091 Pass 
38 0.0003 0.048 0.0004 0.073 Pass 
39 0.0005 0.058 0.0005 0.087 Pass 
40 0.0002 0.046 0.0002 0.069 Pass 
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Table 3: Harmonic currents measurement result, Mode 2 

Equipment category: Class A; Test Voltage: AC 230.64 V; 50 Hz 
Fundamental current I1: 4.366 A; Power factor: 0.988; Active input power: 993.60 W.  

Harmonic 
order 

Result (avg.) 
(A) 

100% limit  
(A) 

Result (max.) 
(A) 

150% limit  
(A) Result 

2 0.4551 1.080 0.5745 1.620 Pass 
3 0.3391 2.300 0.3878 3.450 Pass 
4 0.0490 0.430 0.0751 0.645 Pass 
5 0.2227 1.140 0.2319 1.710 Pass 
6 0.0366 0.300 0.0689 0.450 Pass 
7 0.1047 0.770 0.1091 1.155 Pass 
8 0.0145 0.230 0.0250 0.345 Pass 
9 0.0474 0.400 0.0504 0.600 Pass 
10 0.0122 0.184 0.0206 0.276 Pass 
11 0.0272 0.330 0.0289 0.495 Pass 
12 0.0074 0.153 0.0132 0.230 Pass 
13 0.0164 0.210 0.0177 0.315 Pass 
14 0.0053 0.131 0.0087 0.197 Pass 
15 0.0105 0.150 0.0117 0.225 Pass 
16 0.0049 0.115 0.0077 0.173 Pass 
17 0.0058 0.132 0.0068 0.198 Pass 
18 0.0049 0.102 0.0063 0.153 Pass 
19 0.0047 0.118 0.0066 0.178 Pass 
20 0.0056 0.092 0.0067 0.138 Pass 
21 0.0040 0.107 0.0069 0.161 Pass 
22 0.0024 0.084 0.0034 0.125 Pass 
23 0.0024 0.098 0.0035 0.147 Pass 
24 0.0030 0.077 0.0040 0.115 Pass 
25 0.0039 0.090 0.0046 0.135 Pass 
26 0.0023 0.071 0.0029 0.107 Pass 
27 0.0021 0.083 0.0033 0.125 Pass 
28 0.0022 0.066 0.0028 0.099 Pass 
29 0.0031 0.078 0.0035 0.116 Pass 
30 0.0025 0.061 0.0029 0.092 Pass 
31 0.0026 0.073 0.0032 0.109 Pass 
32 0.0017 0.058 0.0022 0.086 Pass 
33 0.0012 0.068 0.0018 0.102 Pass 
34 0.0013 0.054 0.0018 0.081 Pass 
35 0.0014 0.064 0.0017 0.096 Pass 
36 0.0013 0.051 0.0017 0.077 Pass 
37 0.0013 0.061 0.0017 0.091 Pass 
38 0.0013 0.048 0.0015 0.073 Pass 
39 0.0011 0.058 0.0015 0.087 Pass 
40 0.0007 0.046 0.0010 0.069 Pass 
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Table 4: Harmonic currents measurement result, Mode 4 

Equipment category: Class A; Test Voltage: AC 230.23 V; 50 Hz 
Fundamental current I1: 10.651 A; Power factor: 0.997; Active input power: 2444.92 W.  

Harmonic 
order 

Result (avg.) 
(A) 

100% limit  
(A) 

Result (max.) 
(A) 

150% limit  
(A) Result 

2 0.0138 1.080 0.0142 1.620 Pass 
3 0.7716 2.300 0.7723 3.450 Pass 
4 0.0048 0.430 0.0049 0.645 Pass 
5 0.1387 1.140 0.1391 1.710 Pass 
6 0.0028 0.300 0.0028 0.450 Pass 
7 0.0488 0.770 0.0491 1.155 Pass 
8 0.0013 0.230 0.0013 0.345 Pass 
9 0.0228 0.400 0.0229 0.600 Pass 
10 0.0009 0.184 0.0010 0.276 Pass 
11 0.0128 0.330 0.0129 0.495 Pass 
12 0.0005 0.153 0.0006 0.230 Pass 
13 0.0079 0.210 0.0080 0.315 Pass 
14 0.0010 0.131 0.0011 0.197 Pass 
15 0.0049 0.150 0.0050 0.225 Pass 
16 0.0011 0.115 0.0011 0.173 Pass 
17 0.0034 0.132 0.0035 0.198 Pass 
18 0.0035 0.102 0.0036 0.153 Pass 
19 0.0020 0.118 0.0021 0.178 Pass 
20 0.0044 0.092 0.0045 0.138 Pass 
21 0.0020 0.107 0.0021 0.161 Pass 
22 0.0007 0.084 0.0007 0.125 Pass 
23 0.0014 0.098 0.0015 0.147 Pass 
24 0.0006 0.077 0.0006 0.115 Pass 
25 0.0009 0.090 0.0009 0.135 Pass 
26 0.0005 0.071 0.0006 0.107 Pass 
27 0.0010 0.083 0.0011 0.125 Pass 
28 0.0004 0.066 0.0005 0.099 Pass 
29 0.0007 0.078 0.0007 0.116 Pass 
30 0.0003 0.061 0.0004 0.092 Pass 
31 0.0007 0.073 0.0007 0.109 Pass 
32 0.0004 0.058 0.0004 0.086 Pass 
33 0.0007 0.068 0.0008 0.102 Pass 
34 0.0004 0.054 0.0004 0.081 Pass 
35 0.0005 0.064 0.0006 0.096 Pass 
36 0.0005 0.051 0.0006 0.077 Pass 
37 0.0004 0.061 0.0004 0.091 Pass 
38 0.0003 0.048 0.0004 0.073 Pass 
39 0.0005 0.058 0.0005 0.087 Pass 
40 0.0002 0.046 0.0002 0.069 Pass 
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5.1.2 Voltage changes, voltage fluctuations and flicker on AC mains 

Result:      Passed 
 

Date of testing : 2025-02-23 
Test procedure : EN IEC 61000-6-3:2021, Table 4; 

IEC 61000-3-3:2013+A1+A2 
Test voltage  : AC 230 V, 50 Hz; DC 635.36 V 
Ambient condition : Temperature: 23 ºC; Relative humidity: 50 % 
Test condition : Mode 1: Charging with air conditioning cooling mode 

Mode 2: Charging with air conditioning heating mode 
Mode 3: Discharging with air conditioning cooling mode 
Mode 4: Discharging with air conditioning heating mode 

According to the characteristics of the sample, as specified by clause 5 of the basic standard, 
following limits apply: 

− the value of Pst shall not be greater than 1.0; 
− the value of Plt shall not be greater than 0.65; 
− Tmax, the accumulated time value of d(t) with a deviation exceeding 3.3 % during a single 

voltage change at the EUT terminals, shall not exceed 500 ms; 
− the relative steady-state voltage change dc, shall not exceed 3.3 %; 
− the maximum relative voltage change dmax, shall not exceed 4 %. 

 
Following are the measurement results obtained via an automatic testing system. 

 

Table 5: Voltage fluctuations and flicker measurement results  

 dc dmax Tmax Pst Plt 
Limits 3.3 % 4 % 500 ms 1.0 0.65 
Mode 1 0.32 % 0.30 % 0.0 ms 0.144 0.063 
Mode 2 0.0 % 0.0 % 0.0 ms 0.039 0.017 
Mode 3 0.34 % 0.34 % 0.0 ms 0.123 0.054 
Mode 4 0.32 % 0.0 % 0.0 ms 0.039 0.017 
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5.1.3  Mains Terminal Continuous Disturbance Voltage 

Result:      Passed 
 
Date of testing : 2025-02-24 
Test procedure : EN IEC 61000-6-3:2021 and CISPR 16-2-1:2014+A1  
Frequency range : 0.15 – 30 MHz 
Limits : Table 4 of EN IEC 61000-6-3:2021 for AC mains port 

Table 5 of EN IEC 61000-6-3:2021 for DC port 
Operation mode : Mode 1: Charging with air conditioning cooling mode 

Mode 2: Charging with air conditioning heating mode 
Mode 3: Discharging with air conditioning cooling mode 
Mode 4: Discharging with air conditioning heating mode 

Test voltage  : AC 230 V, 50 Hz; DC 635.36 V 
Type of equipment : Floor-standing 
Kind of test site : Shielded room 
Ambient conditions : Temperature: 18 ºC; Relative humidity: 38 % 
Expanded measurement 
uncertainty(k=2) 

: 3.24 dB  

 
The measurement equipment like test receivers, quasi-peak detector and artificial mains network 
are in compliance with CISPR 16-1 series standards. The tested object was operated under its 
rated voltage and its rated frequency.  
 
Furthermore an internal calibration with the test receiver was conducted prior to each 
measurement.  
 
Following figures and tables are the measurement results. In the Figures, red “×” means Quasi-
Peak Value and Average Value which was measured in final measurement. 
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Figure 1: Spectral diagram and measurement results of conducted emission, AC mains port , 
L ine L, Mode 1 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 266.000kHz 61.2 42.9 -18.3 12.8 30.1 QP L1 

2 1.102MHz 56.0 39.9 -16.1 9.8 30.1 QP L1 

3 1.202MHz 56.0 40.5 -15.5 10.4 30.1 QP L1 

4 1.362MHz 56.0 41.4 -14.6 11.3 30.1 QP L1 

5 1.438MHz 56.0 41.9 -14.1 11.8 30.1 QP L1 

6 2.002MHz 56.0 40.9 -15.1 10.8 30.1 QP L1 

7 854.000kHz 46.0 38.2 -7.8 8.2 30.0 CAV L1 

8 946.000kHz 46.0 39.2 -6.8 9.1 30.1 CAV L1 

9 1.110MHz 46.0 39.9 -6.1 9.8 30.1 CAV L1 

10 1.366MHz 46.0 39.6 -6.4 9.5 30.1 CAV L1 

11 1.530MHz 46.0 40.6 -5.4 10.5 30.1 CAV L1 

12 1.770MHz 46.0 39.7 -6.3 9.6 30.1 CAV L1 
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Figure 2: Spectral diagram and measurement results of conducted emission, AC mains port, 
L ine N, Mode 1 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 266.000kHz 61.2 43.0 -18.2 12.7 30.3 QP N 

2 614.000kHz 56.0 39.5 -16.5 9.2 30.3 QP N 

3 1.158MHz 56.0 39.0 -17.0 8.7 30.3 QP N 

4 1.586MHz 56.0 41.9 -14.1 11.6 30.3 QP N 

5 1.906MHz 56.0 42.9 -13.1 12.6 30.3 QP N 

6 4.538MHz 56.0 34.9 -21.1 4.5 30.4 QP N 

7 854.000kHz 46.0 38.2 -7.8 7.9 30.3 CAV N 

8 946.000kHz 46.0 39.8 -6.2 9.5 30.3 CAV N 

9 1.110MHz 46.0 40.6 -5.4 10.3 30.3 CAV N 

10 1.366MHz 46.0 40.4 -5.6 10.1 30.3 CAV N 

11 1.530MHz 46.0 41.5 -4.5 11.2 30.3 CAV N 

12 1.858MHz 46.0 39.7 -6.3 9.4 30.3 CAV N 
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Figure 3: Spectral diagram and measurement results of conducted emission, AC mains port, 
L ine L, Mode 2 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 158.000kHz 65.6 47.8 -17.8 17.8 30.0 QP L1 

2 322.000kHz 59.7 42.0 -17.7 11.9 30.1 QP L1 

3 870.000kHz 56.0 41.7 -14.3 11.7 30.0 QP L1 

4 1.194MHz 56.0 38.1 -17.9 8.0 30.1 QP L1 

5 1.974MHz 56.0 39.7 -16.3 9.6 30.1 QP L1 

6 4.130MHz 56.0 36.0 -20.0 6.0 30.0 QP L1 

7 750.000kHz 46.0 36.9 -9.1 6.9 30.0 CAV L1 

8 838.000kHz 46.0 37.9 -8.1 7.9 30.0 CAV L1 

9 914.000kHz 46.0 39.1 -6.9 9.1 30.0 CAV L1 

10 1.006MHz 46.0 39.3 -6.7 9.2 30.1 CAV L1 

11 1.110MHz 46.0 39.1 -6.9 9.0 30.1 CAV L1 

12 1.498MHz 46.0 37.7 -8.3 7.6 30.1 CAV L1 
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Figure 4: Spectral diagram and measurement results of conducted emission, AC mains port, 
L ine N, Mode 2 
              Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 266.000kHz 61.2 43.0 -18.2 12.7 30.3 QP N 

2 614.000kHz 56.0 39.5 -16.5 9.2 30.3 QP N 

3 1.158MHz 56.0 39.0 -17.0 8.7 30.3 QP N 

4 1.586MHz 56.0 41.9 -14.1 11.6 30.3 QP N 

5 1.906MHz 56.0 42.9 -13.1 12.6 30.3 QP N 

6 4.538MHz 56.0 34.9 -21.1 4.5 30.4 QP N 

7 854.000kHz 46.0 38.2 -7.8 7.9 30.3 CAV N 

8 946.000kHz 46.0 39.8 -6.2 9.5 30.3 CAV N 

9 1.110MHz 46.0 40.6 -5.4 10.3 30.3 CAV N 

10 1.366MHz 46.0 40.4 -5.6 10.1 30.3 CAV N 

11 1.530MHz 46.0 41.5 -4.5 11.2 30.3 CAV N 

12 1.858MHz 46.0 39.7 -6.3 9.4 30.3 CAV N 
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Figure 5: Spectral diagram and measurement results of conducted emission, AC mains port, 
L ine L, Mode 3 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 258.000kHz 61.5 43.6 -17.9 13.5 30.1 QP L1 

2 766.000kHz 56.0 39.7 -16.3 9.7 30.0 QP L1 

3 946.000kHz 56.0 41.4 -14.6 11.3 30.1 QP L1 

4 1.226MHz 56.0 39.7 -16.3 9.6 30.1 QP L1 

5 1.726MHz 56.0 42.5 -13.5 12.4 30.1 QP L1 

6 1.898MHz 56.0 42.1 -13.9 12.0 30.1 QP L1 

7 886.000kHz 46.0 38.9 -7.1 8.9 30.0 CAV L1 

8 1.006MHz 46.0 38.7 -7.3 8.6 30.1 CAV L1 

9 1.110MHz 46.0 42.2 -3.8 12.1 30.1 CAV L1 

10 1.214MHz 46.0 39.9 -6.1 9.8 30.1 CAV L1 

11 1.454MHz 46.0 40.3 -5.7 10.2 30.1 CAV L1 

12 1.618MHz 46.0 38.5 -7.5 8.4 30.1 CAV L1 

 
 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 22 von 86 
Page 22 of 86 

 

 

Figure 6: Spectral diagram and measurement results of conducted emission, AC mains port, 
L ine N, Mode 3 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 478.000kHz 56.4 38.0 -18.4 7.7 30.3 QP N 

2 946.000kHz 56.0 41.8 -14.2 11.5 30.3 QP N 

3 1.066MHz 56.0 43.1 -12.9 12.8 30.3 QP N 

4 1.234MHz 56.0 41.6 -14.4 11.3 30.3 QP N 

5 1.942MHz 56.0 43.9 -12.1 13.6 30.3 QP N 

6 1.978MHz 56.0 43.3 -12.7 13.0 30.3 QP N 

7 946.000kHz 46.0 39.9 -6.1 9.6 30.3 CAV N 

8 1.066MHz 46.0 41.1 -4.9 10.8 30.3 CAV N 

9 1.170MHz 46.0 42.2 -3.8 11.9 30.3 CAV N 

10 1.290MHz 46.0 41.0 -5.0 10.7 30.3 CAV N 

11 1.514MHz 46.0 41.5 -4.5 11.2 30.3 CAV N 

12 1.678MHz 46.0 39.2 -6.8 8.9 30.3 CAV N 
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Figure 7: Spectral diagram and measurement results of conducted emission, AC mains port, 
L ine L, Mode 4 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 706.000kHz 56.0 40.5 -15.5 10.5 30.0 QP L1 

2 826.000kHz 56.0 40.7 -15.3 10.7 30.0 QP L1 

3 930.000kHz 56.0 43.0 -13.0 12.9 30.1 QP L1 

4 1.410MHz 56.0 40.7 -15.3 10.6 30.1 QP L1 

5 1.650MHz 56.0 41.6 -14.4 11.5 30.1 QP L1 

6 1.930MHz 56.0 41.2 -14.8 11.1 30.1 QP L1 

7 766.000kHz 46.0 39.0 -7.0 9.0 30.0 CAV L1 

8 930.000kHz 46.0 41.4 -4.6 11.3 30.1 CAV L1 

9 990.000kHz 46.0 39.9 -6.1 9.8 30.1 CAV L1 

10 1.050MHz 46.0 38.4 -7.6 8.3 30.1 CAV L1 

11 1.590MHz 46.0 38.6 -7.4 8.5 30.1 CAV L1 

12 1.814MHz 46.0 39.0 -7.0 8.9 30.1 CAV L1 
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Figure 8: Spectral diagram and measurement results of conducted emission, AC mains port, 
L ine N, Mode 4 
              Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Phase 

1 526.000kHz 56.0 42.4 -13.6 12.1 30.3 QP N 

2 710.000kHz 56.0 41.1 -14.9 10.8 30.3 QP N 

3 810.000kHz 56.0 42.9 -13.1 12.6 30.3 QP N 

4 962.000kHz 56.0 43.6 -12.4 13.3 30.3 QP N 

5 1.186MHz 56.0 42.6 -13.4 12.3 30.3 QP N 

6 1.962MHz 56.0 43.6 -12.4 13.3 30.3 QP N 

7 646.000kHz 46.0 42.0 -4.0 11.7 30.3 CAV N 

8 750.000kHz 46.0 41.7 -4.3 11.4 30.3 CAV N 

9 870.000kHz 46.0 41.2 -4.8 10.9 30.3 CAV N 

10 974.000kHz 46.0 42.0 -4.0 11.7 30.3 CAV N 

11 1.082MHz 46.0 41.0 -5.0 10.7 30.3 CAV N 

12 1.514MHz 46.0 40.3 -5.7 10.0 30.3 CAV N 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 25 von 86 
Page 25 of 86 

 

 

Figure 9: Spectral diagram and measurement results of conducted emission, DC port, Positive, 
Mode 1 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 454.000kHz 79.0 61.2 -17.8 31.1  30.1  QP Pos 

2 722.000kHz 73.0 49.9 -23.1 19.8  30.1  QP Pos 

3 970.000kHz 73.0 55.7 -17.3 25.6  30.1  QP Pos 

4 1.210MHz 73.0 59.4 -13.6 29.3  30.1  QP Pos 

5 1.386MHz 73.0 55.7 -17.3 25.6  30.1  QP Pos 

6 26.870MHz 73.0 47.0 -26.0 16.2  30.8  QP Pos 

7 218.000kHz 66.0 51.5 -14.5 21.3  30.2  CAV Pos 

8 534.000kHz 60.0 46.3 -13.7 16.2  30.1  CAV Pos 

9 1.050MHz 60.0 52.2 -7.8 22.1  30.1  CAV Pos 

10 1.570MHz 60.0 46.5 -13.5 16.4  30.1  CAV Pos 

11 2.358MHz 60.0 46.4 -13.6 16.3  30.1  CAV Pos 

12 2.750MHz 60.0 46.5 -13.5 16.4  30.1  CAV Pos 

 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 26 von 86 
Page 26 of 86 

 

 

Figure 10: Spectral diagram and measurement results of conducted emission, DC port, 
Negative, Mode 1 
              Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 250.000kHz 79.0 59.6 -19.4 29.4  30.2  QP Neg 

2 462.000kHz 79.0 59.9 -19.1 29.8  30.1  QP Neg 

3 542.000kHz 73.0 51.8 -21.2 21.7  30.1  QP Neg 

4 1.062MHz 73.0 54.7 -18.3 24.6  30.1  QP Neg 

5 1.194MHz 73.0 59.0 -14.0 28.9  30.1  QP Neg 

6 5.074MHz 73.0 50.4 -22.6 20.2  30.2  QP Neg 

7 538.000kHz 60.0 46.6 -13.4 16.5  30.1  CAV Neg 

8 1.014MHz 60.0 48.4 -11.6 18.3  30.1  CAV Neg 

9 1.570MHz 60.0 46.6 -13.4 16.5  30.1  CAV Neg 

10 2.358MHz 60.0 46.1 -13.9 16.0  30.1  CAV Neg 

11 2.750MHz 60.0 46.4 -13.6 16.3  30.1  CAV Neg 

12 3.142MHz 60.0 46.2 -13.8 16.1  30.1  CAV Neg 
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Figure 11: Spectral diagram and measurement results of conducted emission, DC port, 
Positive, Mode 2 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 454.000kHz 79.0 60.0 -19.0 29.9  30.1  QP Pos 

2 910.000kHz 73.0 52.6 -20.4 22.5  30.1  QP Pos 

3 1.054MHz 73.0 55.4 -17.6 25.3  30.1  QP Pos 

4 1.190MHz 73.0 59.8 -13.2 29.7  30.1  QP Pos 

5 1.382MHz 73.0 54.4 -18.6 24.3  30.1  QP Pos 

6 2.530MHz 73.0 47.5 -25.5 17.3  30.2  QP Pos 

7 538.000kHz 60.0 46.3 -13.7 16.2  30.1  CAV Pos 

8 998.000kHz 60.0 48.7 -11.3 18.6  30.1  CAV Pos 

9 1.570MHz 60.0 46.8 -13.2 16.7  30.1  CAV Pos 

10 2.530MHz 60.0 41.3 -18.7 11.1  30.2  CAV Pos 

11 3.142MHz 60.0 46.1 -13.9 16.0  30.1  CAV Pos 

12 3.534MHz 60.0 45.4 -14.6 15.3  30.1  CAV Pos 

 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 28 von 86 
Page 28 of 86 

 

 

Figure 12: Spectral diagram and measurement results of conducted emission, DC port, 
Negative, Mode 2 
              Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 454.000kHz 79.0 59.4 -19.6 29.9  30.1  QP Neg 

2 538.000kHz 73.0 53.5 -19.5 29.3  30.1  QP Neg 

3 1.058MHz 73.0 56.2 -16.8 23.4  30.1  QP Neg 

4 1.194MHz 73.0 59.4 -13.6 26.1  30.1  QP Neg 

5 1.386MHz 73.0 54.8 -18.2 29.3  30.1  QP Neg 

6 5.074MHz 73.0 51.2 -21.8 24.7  30.1  QP Neg 

7 450.000kHz 66.0 46.1 -19.9 21.0  30.2  CAV Neg 

8 1.050MHz 60.0 48.9 -11.1 16.0  30.1  CAV Neg 

9 1.962MHz 60.0 45.8 -14.2 18.8  30.1  CAV Neg 

10 2.750MHz 60.0 46.4 -13.6 15.8  30.0  CAV Neg 

11 3.142MHz 60.0 46.1 -13.9 16.3  30.1  CAV Neg 

12 3.534MHz 60.0 45.5 -14.5 16.0  30.1  CAV Neg 
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Figure 13: Spectral diagram and measurement results of conducted emission, DC port, 
Positive, Mode 3 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 454.000kHz 79.0 59.3 -19.7 29.2  30.1  QP Pos 

2 542.000kHz 73.0 51.7 -21.3 21.6  30.1  QP Pos 

3 1.026MHz 73.0 54.8 -18.2 24.7  30.1  QP Pos 

4 1.206MHz 73.0 58.7 -14.3 28.6  30.1  QP Pos 

5 5.206MHz 73.0 49.9 -23.1 19.7  30.2  QP Pos 

6 25.094MHz 73.0 47.6 -25.4 16.9  30.7  QP Pos 

7 538.000kHz 60.0 47.0 -13.0 16.9  30.1  CAV Pos 

8 1.022MHz 60.0 49.8 -10.2 19.7  30.1  CAV Pos 

9 1.966MHz 60.0 46.0 -14.0 16.0  30.0  CAV Pos 

10 2.358MHz 60.0 46.5 -13.5 16.4  30.1  CAV Pos 

11 2.750MHz 60.0 46.5 -13.5 16.4  30.1  CAV Pos 

12 3.142MHz 60.0 46.2 -13.8 16.1  30.1  CAV Pos 
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Figure 14: Spectral diagram and measurement results of conducted emission, DC port, 
Negative, Mode 3 
              Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 458.000kHz 79.0 60.5 -18.5 30.4  30.1  QP Neg 

2 534.000kHz 73.0 52.8 -20.2 22.7  30.1  QP Neg 

3 822.000kHz 73.0 50.4 -22.6 20.3  30.1  QP Neg 

4 1.074MHz 73.0 57.7 -15.3 27.6  30.1  QP Neg 

5 1.190MHz 73.0 59.2 -13.8 29.1  30.1  QP Neg 

6 1.390MHz 73.0 53.7 -19.3 23.6  30.1  QP Neg 

7 226.000kHz 66.0 51.8 -14.2 21.6  30.2  CAV Neg 

8 1.074MHz 60.0 49.8 -10.2 19.7  30.1  CAV Neg 

9 1.570MHz 60.0 46.6 -13.4 16.5  30.1  CAV Neg 

10 2.358MHz 60.0 46.4 -13.6 16.3  30.1  CAV Neg 

11 2.750MHz 60.0 46.4 -13.6 16.3  30.1  CAV Neg 

12 3.142MHz 60.0 46.2 -13.8 16.1  30.1  CAV Neg 

 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 31 von 86 
Page 31 of 86 

 

 

Figure 15: Spectral diagram and measurement results of conducted emission, DC port, 
Positive, Mode 4 
               Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 458.000kHz 79.0 60.9 -18.1 30.8  30.1  QP Pos 

2 910.000kHz 73.0 53.3 -19.7 23.2  30.1  QP Pos 

3 1.194MHz 73.0 59.7 -13.3 29.6  30.1  QP Pos 

4 8.894MHz 73.0 47.6 -25.4 17.3  30.3  QP Pos 

5 13.766MHz 73.0 47.9 -25.1 17.4  30.5  QP Pos 

6 28.210MHz 73.0 47.6 -25.4 16.8  30.8  QP Pos 

7 538.000kHz 60.0 47.2 -12.8 17.1  30.1  CAV Pos 

8 1.022MHz 60.0 50.2 -9.8 20.1  30.1  CAV Pos 

9 1.570MHz 60.0 46.6 -13.4 16.5  30.1  CAV Pos 

10 2.358MHz 60.0 46.5 -13.5 16.4  30.1  CAV Pos 

11 2.750MHz 60.0 46.6 -13.4 16.5  30.1  CAV Pos 

12 3.142MHz 60.0 46.2 -13.8 16.1  30.1  CAV Pos 
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Figure 16: Spectral diagram and measurement results of conducted emission, DC port, 
Negative, Mode 4 
              Level [dBµV] 

 
 
 

Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector Pole 

1 210.000kHz 79.0 60.4 -18.6 30.2  30.2  QP Neg 

2 458.000kHz 79.0 60.6 -18.4 30.5  30.1  QP Neg 

3 998.000kHz 73.0 57.2 -15.8 27.1  30.1  QP Neg 

4 1.190MHz 73.0 59.0 -14.0 28.9  30.1  QP Neg 

5 1.386MHz 73.0 55.6 -17.4 25.5  30.1  QP Neg 

6 5.190MHz 73.0 49.6 -23.4 19.4  30.2  QP Neg 

7 222.000kHz 66.0 51.9 -14.1 21.7  30.2  CAV Neg 

8 458.000kHz 66.0 46.7 -19.3 16.6  30.1  CAV Neg 

9 1.074MHz 60.0 50.0 -10.0 19.9  30.1  CAV Neg 

10 1.570MHz 60.0 46.4 -13.6 16.3  30.1  CAV Neg 

11 2.750MHz 60.0 46.4 -13.6 16.3  30.1  CAV Neg 

12 5.182MHz 60.0 42.0 -18.0 11.8  30.2  CAV Neg 
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5.1.4 Conducted Emission at wired network port  

Result: Passed 
 

Date of testing : 2025-02-24 
Basic standard : EN IEC 61000-6-3:2021 
Frequency range : 150 kHz – 30 MHz 
Limit  : EN IEC 61000-6-3:2021 Table 6; 
Operation mode : Mode 1: Charging with air conditioning cooling mode 

Mode 2: Charging with air conditioning heating mode 
Mode 3: Discharging with air conditioning cooling mode 
Mode 4: Discharging with air conditioning heating mode 

Test voltage  : AC 230 V, 50 Hz; DC 635.36 V 
Ambient condition : Temperature: 18 °C; Relative Humidity: 38 % 

 
 

The measurement setup was made according to CISPR 16-2-1 and EN IEC 61000-6-3:2021.  
 

The measurement equipment like test receivers, quasi-peak detector and Artificial Network 
(AN) are in compliance with CISPR 16-1 series standards and CISPR 16-2-1. The tested 
object was operated under its rated voltage and its rated frequency.  

 
Furthermore an internal calibration with the test receiver was conducted prior to each 
measurement. 

 
The following figures and tables were those measured by an automatic measuring system. 
The disturbance voltage was scanned firstly with Peak detector and during the test. Then a 
final measurement was performed with both Quasi-peak and Average detector at the 
frequencies which showed the Max. in a designated frequency sub-range. In the Figures, red 
“ × ” means Quasi-Peak Value and Average Value which was measured in final 
measurement.  
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Figure 17: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 1, 10 Mbps 
 

  Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 458.000kHz 74.7 72.4 -2.3 52.1 20.3 QP 

2 5.150MHz 74.0 68.4 -5.6 48.2 20.2 QP 

3 5.166MHz 74.0 69.2 -4.8 49.0 20.2 QP 

4 5.174MHz 74.0 69.5 -4.5 49.3 20.2 QP 

5 5.226MHz 74.0 70.0 -4.0 49.8 20.2 QP 

6 5.174MHz 74.0 69.2 -4.8 49.0 20.2 QP 

7 5.226MHz 74.0 69.8 -4.2 49.6 20.2 QP 

8 5.186MHz 74.0 69.9 -4.1 49.7 20.2 QP 

9 5.178MHz 74.0 69.9 -4.1 49.7 20.2 QP 

10 5.258MHz 74.0 69.7 -4.3 49.5 20.2 QP 

11 5.318MHz 74.0 71.4 -2.6 51.2 20.2 QP 

12 5.318MHz 74.0 71.8 -2.2 51.6 20.2 QP 

13 5.334MHz 74.0 72.1 -1.9 51.9 20.2 QP 

14 5.342MHz 74.0 71.8 -2.2 51.6 20.2 QP 

15 5.334MHz 74.0 71.9 -2.1 51.7 20.2 QP 

16 5.350MHz 74.0 70.3 -3.7 50.1 20.2 QP 

17 5.322MHz 74.0 71.2 -2.8 51.0 20.2 QP 

18 5.326MHz 74.0 71.8 -2.2 51.6 20.2 QP 

19 5.358MHz 74.0 71.1 -2.9 50.9 20.2 QP 

20 5.358MHz 74.0 70.8 -3.2 50.6 20.2 QP 

21 5.462MHz 74.0 69.5 -4.5 49.3 20.2 QP 

22 5.370MHz 74.0 70.4 -3.6 50.2 20.2 QP 

23 5.478MHz 74.0 69.5 -4.5 49.3 20.2 QP 

24 5.418MHz 74.0 69.0 -5.0 48.8 20.2 QP 

25 5.490MHz 74.0 68.7 -5.3 48.5 20.2 QP 

26 5.474MHz 74.0 69.3 -4.7 49.1 20.2 QP 

27 5.482MHz 74.0 69.2 -4.8 49.0 20.2 QP 

28 5.630MHz 74.0 70.0 -4.0 49.8 20.2 QP 

29 5.634MHz 74.0 70.3 -3.7 50.1 20.2 QP 
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No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

30 5.630MHz 74.0 69.9 -4.1 49.7 20.2 QP 

31 5.650MHz 74.0 70.7 -3.3 50.5 20.2 QP 

32 5.786MHz 74.0 68.9 -5.1 48.7 20.2 QP 

33 5.894MHz 74.0 64.7 -9.3 44.5 20.2 QP 

34 6.302MHz 74.0 65.5 -8.5 45.2 20.3 QP 

35 510.000kHz 64.0 57.4 -6.6 37.1 20.3 CAV 

36 1.034MHz 64.0 54.4 -9.6 34.2 20.2 CAV 

37 1.506MHz 64.0 50.9 -13.1 30.8 20.1 CAV 

38 3.246MHz 64.0 48.0 -16.0 27.9 20.1 CAV 

39 5.330MHz 64.0 56.4 -7.6 36.2 20.2 CAV 

40 11.906MHz 64.0 55.5 -8.5 35.1 20.4 CAV 
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Figure 18: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 1, 100 Mbps 
 

   Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 462.000kHz 74.7 71.5 -3.2 51.2 20.3 QP 

2 5.042MHz 74.0 67.0 -7.0 46.8 20.2 QP 

3 5.110MHz 74.0 67.7 -6.3 47.5 20.2 QP 

4 5.190MHz 74.0 71.4 -2.6 51.2 20.2 QP 

5 5.170MHz 74.0 70.9 -3.1 50.7 20.2 QP 

6 5.194MHz 74.0 71.6 -2.4 51.4 20.2 QP 

7 5.226MHz 74.0 70.5 -3.5 50.3 20.2 QP 

8 5.178MHz 74.0 70.3 -3.7 50.1 20.2 QP 

9 5.222MHz 74.0 71.0 -3.0 50.8 20.2 QP 

10 5.198MHz 74.0 70.9 -3.1 50.7 20.2 QP 

11 5.310MHz 74.0 71.2 -2.8 51.0 20.2 QP 

12 5.318MHz 74.0 71.0 -3.0 50.8 20.2 QP 

13 5.326MHz 74.0 71.8 -2.2 51.6 20.2 QP 

14 5.338MHz 74.0 72.1 -1.9 51.9 20.2 QP 

15 5.338MHz 74.0 72.3 -1.7 52.1 20.2 QP 

16 5.330MHz 74.0 72.0 -2.0 51.8 20.2 QP 

17 5.330MHz 74.0 71.4 -2.6 51.2 20.2 QP 

18 5.406MHz 74.0 71.9 -2.1 51.7 20.2 QP 

19 5.342MHz 74.0 71.7 -2.3 51.5 20.2 QP 

20 5.338MHz 74.0 72.4 -1.6 52.2 20.2 QP 

21 5.434MHz 74.0 69.7 -4.3 49.5 20.2 QP 

22 5.494MHz 74.0 70.6 -3.4 50.4 20.2 QP 

23 5.498MHz 74.0 69.7 -4.3 49.5 20.2 QP 

24 5.658MHz 74.0 71.2 -2.8 51.0 20.2 QP 

25 5.658MHz 74.0 71.1 -2.9 50.9 20.2 QP 

26 5.790MHz 74.0 68.6 -5.4 48.4 20.2 QP 

27 538.000kHz 64.0 57.5 -6.5 37.3 20.2 CAV 

28 1.010MHz 64.0 52.0 -12.0 31.8 20.2 CAV 
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No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

29 1.546MHz 64.0 49.9 -14.1 29.8 20.1 CAV 

30 3.246MHz 64.0 48.4 -15.6 28.3 20.1 CAV 

31 5.334MHz 64.0 55.8 -8.2 35.6 20.2 CAV 

32 23.130MHz 64.0 58.2 -5.8 37.7 20.5 CAV 
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Figure 19: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 2, 10 Mbps 
 

  Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 462.000kHz 74.7 72.7 -2.0 52.4 20.3 QP 

2 5.046MHz 74.0 68.0 -6.0 47.8 20.2 QP 

3 5.114MHz 74.0 68.7 -5.3 48.5 20.2 QP 

4 5.166MHz 74.0 69.1 -4.9 48.9 20.2 QP 

5 5.202MHz 74.0 69.4 -4.6 49.2 20.2 QP 

6 5.190MHz 74.0 69.2 -4.8 49.0 20.2 QP 

7 5.234MHz 74.0 70.5 -3.5 50.3 20.2 QP 

8 5.270MHz 74.0 70.3 -3.7 50.1 20.2 QP 

9 5.302MHz 74.0 70.7 -3.3 50.5 20.2 QP 

10 5.314MHz 74.0 70.9 -3.1 50.7 20.2 QP 

11 5.318MHz 74.0 71.7 -2.3 51.5 20.2 QP 

12 5.342MHz 74.0 71.8 -2.2 51.6 20.2 QP 

13 5.330MHz 74.0 72.3 -1.7 52.1 20.2 QP 

14 5.366MHz 74.0 71.0 -3.0 50.8 20.2 QP 

15 5.318MHz 74.0 71.4 -2.6 51.2 20.2 QP 

16 5.354MHz 74.0 71.2 -2.8 51.0 20.2 QP 

17 5.354MHz 74.0 70.9 -3.1 50.7 20.2 QP 

18 5.346MHz 74.0 72.6 -1.4 52.4 20.2 QP 

19 5.358MHz 74.0 70.5 -3.5 50.3 20.2 QP 

20 5.382MHz 74.0 70.5 -3.5 50.3 20.2 QP 

21 5.486MHz 74.0 69.8 -4.2 49.6 20.2 QP 

22 5.442MHz 74.0 67.5 -6.5 47.3 20.2 QP 

23 5.486MHz 74.0 69.6 -4.4 49.4 20.2 QP 

24 5.634MHz 74.0 69.9 -4.1 49.7 20.2 QP 

25 5.798MHz 74.0 68.8 -5.2 48.6 20.2 QP 

26 538.000kHz 64.0 59.1 -4.9 38.9 20.2 CAV 

27 678.000kHz 64.0 52.1 -11.9 31.9 20.2 CAV 

28 1.010MHz 64.0 54.7 -9.3 34.5 20.2 CAV 

29 1.506MHz 64.0 49.8 -14.2 29.7 20.1 CAV 
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No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

30 5.382MHz 64.0 55.9 -8.1 35.7 20.2 CAV 

31 17.626MHz 64.0 53.8 -10.2 33.1 20.7 CAV 
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Figure 20: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 2, 100 Mbps 
 

   Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 462.000kHz 74.7 71.5 -3.2 51.2 20.3 QP 

2 5.022MHz 74.0 69.3 -4.7 49.1 20.2 QP 

3 5.190MHz 74.0 69.6 -4.4 49.4 20.2 QP 

4 5.174MHz 74.0 69.8 -4.2 49.6 20.2 QP 

5 5.194MHz 74.0 68.8 -5.2 48.6 20.2 QP 

6 5.170MHz 74.0 69.8 -4.2 49.6 20.2 QP 

7 5.222MHz 74.0 70.3 -3.7 50.1 20.2 QP 

8 5.186MHz 74.0 69.7 -4.3 49.5 20.2 QP 

9 5.190MHz 74.0 69.6 -4.4 49.4 20.2 QP 

10 5.266MHz 74.0 70.5 -3.5 50.3 20.2 QP 

11 5.278MHz 74.0 70.4 -3.6 50.2 20.2 QP 

12 5.318MHz 74.0 71.2 -2.8 51.0 20.2 QP 

13 5.330MHz 74.0 72.3 -1.7 52.1 20.2 QP 

14 5.338MHz 74.0 72.4 -1.6 52.2 20.2 QP 

15 5.342MHz 74.0 71.2 -2.8 51.0 20.2 QP 

16 5.358MHz 74.0 71.3 -2.7 51.1 20.2 QP 

17 5.334MHz 74.0 72.3 -1.7 52.1 20.2 QP 

18 5.322MHz 74.0 71.4 -2.6 51.2 20.2 QP 

19 5.358MHz 74.0 71.2 -2.8 51.0 20.2 QP 

20 5.374MHz 74.0 70.6 -3.4 50.4 20.2 QP 

21 5.362MHz 74.0 71.3 -2.7 51.1 20.2 QP 

22 5.478MHz 74.0 69.7 -4.3 49.5 20.2 QP 

23 5.482MHz 74.0 69.8 -4.2 49.6 20.2 QP 

24 5.478MHz 74.0 69.6 -4.4 49.4 20.2 QP 

25 5.482MHz 74.0 69.7 -4.3 49.5 20.2 QP 

26 5.474MHz 74.0 69.8 -4.2 49.6 20.2 QP 

27 5.646MHz 74.0 68.5 -5.5 48.3 20.2 QP 

28 5.782MHz 74.0 69.2 -4.8 49.0 20.2 QP 

29 5.782MHz 74.0 69.7 -4.3 49.5 20.2 QP 
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No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

30 5.778MHz 74.0 70.3 -3.7 50.1 20.2 QP 

31 538.000kHz 64.0 58.0 -6.0 37.8 20.2 CAV 

32 1.558MHz 64.0 48.7 -15.3 28.6 20.1 CAV 

33 5.238MHz 64.0 55.8 -8.2 35.6 20.2 CAV 

34 6.346MHz 64.0 55.5 -8.5 35.2 20.3 CAV 

35 11.762MHz 64.0 48.4 -15.6 28.0 20.4 CAV 

36 23.130MHz 64.0 58.2 -5.8 37.7 20.5 CAV 
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Figure 21: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 3, 10 Mbps 
 

  Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 462.000kHz 74.7 73.3 -1.4 53.0 20.3 QP 

2 5.010MHz 74.0 68.8 -5.2 48.6 20.2 QP 

3 5.178MHz 74.0 69.0 -5.0 48.8 20.2 QP 

4 5.162MHz 74.0 69.1 -4.9 48.9 20.2 QP 

5 5.222MHz 74.0 69.8 -4.2 49.6 20.2 QP 

6 5.206MHz 74.0 69.6 -4.4 49.4 20.2 QP 

7 5.254MHz 74.0 70.8 -3.2 50.6 20.2 QP 

8 5.178MHz 74.0 69.2 -4.8 49.0 20.2 QP 

9 5.246MHz 74.0 70.8 -3.2 50.6 20.2 QP 

10 5.266MHz 74.0 70.4 -3.6 50.2 20.2 QP 

11 5.278MHz 74.0 70.6 -3.4 50.4 20.2 QP 

12 5.302MHz 74.0 71.1 -2.9 50.9 20.2 QP 

13 5.338MHz 74.0 70.4 -3.6 50.2 20.2 QP 

14 5.338MHz 74.0 70.4 -3.6 50.2 20.2 QP 

15 5.262MHz 74.0 70.5 -3.5 50.3 20.2 QP 

16 5.366MHz 74.0 70.1 -3.9 49.9 20.2 QP 

17 5.386MHz 74.0 70.0 -4.0 49.8 20.2 QP 

18 5.362MHz 74.0 70.6 -3.4 50.4 20.2 QP 

19 5.350MHz 74.0 70.6 -3.4 50.4 20.2 QP 

20 5.370MHz 74.0 70.9 -3.1 50.7 20.2 QP 

21 5.370MHz 74.0 70.5 -3.5 50.3 20.2 QP 

22 5.370MHz 74.0 70.3 -3.7 50.1 20.2 QP 

23 5.398MHz 74.0 69.7 -4.3 49.5 20.2 QP 

24 5.386MHz 74.0 70.1 -3.9 49.9 20.2 QP 

25 5.430MHz 74.0 69.0 -5.0 48.8 20.2 QP 

26 5.414MHz 74.0 68.8 -5.2 48.6 20.2 QP 

27 5.486MHz 74.0 67.8 -6.2 47.6 20.2 QP 

28 5.478MHz 74.0 67.9 -6.1 47.7 20.2 QP 

29 5.486MHz 74.0 67.7 -6.3 47.5 20.2 QP 
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No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

30 5.614MHz 74.0 69.3 -4.7 49.1 20.2 QP 

31 5.610MHz 74.0 69.2 -4.8 49.0 20.2 QP 

32 5.618MHz 74.0 69.6 -4.4 49.4 20.2 QP 

33 5.766MHz 74.0 68.9 -5.1 48.7 20.2 QP 

34 6.362MHz 74.0 67.4 -6.6 47.1 20.3 QP 

35 526.000kHz 64.0 57.4 -6.6 37.1 20.3 CAV 

36 1.010MHz 64.0 54.8 -9.2 34.6 20.2 CAV 

37 1.506MHz 64.0 51.3 -12.7 31.2 20.1 CAV 

38 3.234MHz 64.0 48.0 -16.0 27.9 20.1 CAV 

39 5.310MHz 64.0 56.0 -8.0 35.8 20.2 CAV 

40 6.350MHz 64.0 56.4 -7.6 36.1 20.3 CAV 
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Figure 22: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 3, 100 Mbps 
 

   Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 462.000kHz 74.7 71.8 -2.9 51.5 20.3 QP 

2 5.026MHz 74.0 68.7 -5.3 48.5 20.2 QP 

3 5.150MHz 74.0 68.1 -5.9 47.9 20.2 QP 

4 5.226MHz 74.0 71.0 -3.0 50.8 20.2 QP 

5 5.262MHz 74.0 70.5 -3.5 50.3 20.2 QP 

6 5.330MHz 74.0 72.1 -1.9 51.9 20.2 QP 

7 5.322MHz 74.0 72.1 -1.9 51.9 20.2 QP 

8 5.314MHz 74.0 71.2 -2.8 51.0 20.2 QP 

9 5.326MHz 74.0 72.2 -1.8 52.0 20.2 QP 

10 5.330MHz 74.0 72.3 -1.7 52.1 20.2 QP 

11 5.330MHz 74.0 72.3 -1.7 52.1 20.2 QP 

12 5.330MHz 74.0 72.2 -1.8 52.0 20.2 QP 

13 5.370MHz 74.0 71.1 -2.9 50.9 20.2 QP 

14 5.470MHz 74.0 69.3 -4.7 49.1 20.2 QP 

15 5.442MHz 74.0 67.8 -6.2 47.6 20.2 QP 

16 5.490MHz 74.0 70.3 -3.7 50.1 20.2 QP 

17 5.630MHz 74.0 69.4 -4.6 49.2 20.2 QP 

18 5.790MHz 74.0 67.0 -7.0 46.8 20.2 QP 

19 538.000kHz 64.0 57.7 -6.3 37.5 20.2 CAV 

20 1.010MHz 64.0 51.1 -12.9 30.9 20.2 CAV 

21 1.522MHz 64.0 48.6 -15.4 28.5 20.1 CAV 

22 5.350MHz 64.0 56.5 -7.5 36.3 20.2 CAV 

23 17.694MHz 64.0 53.6 -10.4 32.9 20.7 CAV 

24 23.130MHz 64.0 58.2 -5.8 37.7 20.5 CAV 
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Figure 23: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 4, 10 Mbps 
 

  Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 458.000kHz 74.7 68.4 -6.3 48.1 20.3 QP 

2 5.014MHz 74.0 69.7 -4.3 49.5 20.2 QP 

3 5.174MHz 74.0 68.1 -5.9 47.9 20.2 QP 

4 5.226MHz 74.0 70.3 -3.7 50.1 20.2 QP 

5 5.238MHz 74.0 70.6 -3.4 50.4 20.2 QP 

6 5.238MHz 74.0 71.1 -2.9 50.9 20.2 QP 

7 5.218MHz 74.0 69.9 -4.1 49.7 20.2 QP 

8 5.242MHz 74.0 70.9 -3.1 50.7 20.2 QP 

9 5.250MHz 74.0 71.6 -2.4 51.4 20.2 QP 

10 5.266MHz 74.0 71.0 -3.0 50.8 20.2 QP 

11 5.234MHz 74.0 70.6 -3.4 50.4 20.2 QP 

12 5.286MHz 74.0 70.8 -3.2 50.6 20.2 QP 

13 5.258MHz 74.0 70.7 -3.3 50.5 20.2 QP 

14 5.334MHz 74.0 69.6 -4.4 49.4 20.2 QP 

15 5.330MHz 74.0 69.8 -4.2 49.6 20.2 QP 

16 5.330MHz 74.0 70.7 -3.3 50.5 20.2 QP 

17 5.382MHz 74.0 70.2 -3.8 50.0 20.2 QP 

18 5.362MHz 74.0 70.8 -3.2 50.6 20.2 QP 

19 5.338MHz 74.0 70.2 -3.8 50.0 20.2 QP 

20 5.362MHz 74.0 70.4 -3.6 50.2 20.2 QP 

21 5.338MHz 74.0 70.6 -3.4 50.4 20.2 QP 

22 5.374MHz 74.0 69.9 -4.1 49.7 20.2 QP 

23 5.406MHz 74.0 70.0 -4.0 49.8 20.2 QP 

24 5.402MHz 74.0 69.8 -4.2 49.6 20.2 QP 

25 5.466MHz 74.0 68.8 -5.2 48.6 20.2 QP 

26 5.478MHz 74.0 68.1 -5.9 47.9 20.2 QP 

27 5.626MHz 74.0 67.4 -6.6 47.2 20.2 QP 

28 5.782MHz 74.0 68.5 -5.5 48.3 20.2 QP 

29 6.162MHz 74.0 65.7 -8.3 45.5 20.2 QP 
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No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

30 6.166MHz 74.0 65.5 -8.5 45.3 20.2 QP 

31 6.270MHz 74.0 64.9 -9.1 44.6 20.3 QP 

32 538.000kHz 64.0 55.8 -8.2 35.6 20.2 CAV 

33 1.010MHz 64.0 51.9 -12.1 31.7 20.2 CAV 

34 1.518MHz 64.0 48.4 -15.6 28.3 20.1 CAV 

35 5.382MHz 64.0 55.8 -8.2 35.6 20.2 CAV 

36 6.358MHz 64.0 54.9 -9.1 34.6 20.3 CAV 

37 18.202MHz 64.0 48.6 -15.4 27.9 20.7 CAV 
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Figure 24: Spectral diagram, Disturbance voltage, 150 kHz – 30 MHz, Mode 4, 100 Mbps 
 

   Level [dBµA] 

 
 
Final quasi-peak and average measurement results: 

No. Frequency 
Limit 
dBuV 

Level 
dBuV 

Delta 
dB 

Reading 
dBuV 

Factor 
dB 

Detector 

1 462.000kHz 74.7 71.9 -2.8 51.6 20.3 QP 

2 5.022MHz 74.0 69.1 -4.9 48.9 20.2 QP 

3 5.174MHz 74.0 70.1 -3.9 49.9 20.2 QP 

4 5.178MHz 74.0 69.8 -4.2 49.6 20.2 QP 

5 5.222MHz 74.0 70.2 -3.8 50.0 20.2 QP 

6 5.186MHz 74.0 70.2 -3.8 50.0 20.2 QP 

7 5.294MHz 74.0 70.5 -3.5 50.3 20.2 QP 

8 5.322MHz 74.0 72.0 -2.0 51.8 20.2 QP 

9 5.350MHz 74.0 71.2 -2.8 51.0 20.2 QP 

10 5.330MHz 74.0 72.4 -1.6 52.2 20.2 QP 

11 5.330MHz 74.0 72.4 -1.6 52.2 20.2 QP 

12 5.334MHz 74.0 72.5 -1.5 52.3 20.2 QP 

13 5.374MHz 74.0 70.8 -3.2 50.6 20.2 QP 

14 5.362MHz 74.0 71.2 -2.8 51.0 20.2 QP 

15 5.362MHz 74.0 71.2 -2.8 51.0 20.2 QP 

16 5.482MHz 74.0 69.8 -4.2 49.6 20.2 QP 

17 5.426MHz 74.0 69.1 -4.9 48.9 20.2 QP 

18 5.486MHz 74.0 69.4 -4.6 49.2 20.2 QP 

19 5.482MHz 74.0 70.1 -3.9 49.9 20.2 QP 

20 5.626MHz 74.0 69.8 -4.2 49.6 20.2 QP 

21 5.794MHz 74.0 70.1 -3.9 49.9 20.2 QP 

22 5.786MHz 74.0 66.3 -7.7 46.1 20.2 QP 

23 534.000kHz 64.0 55.9 -8.1 35.6 20.3 CAV 

24 1.038MHz 64.0 51.1 -12.9 30.9 20.2 CAV 

25 1.594MHz 64.0 48.4 -15.6 28.3 20.1 CAV 

26 3.246MHz 64.0 46.9 -17.1 26.8 20.1 CAV 

27 5.346MHz 64.0 56.5 -7.5 36.3 20.2 CAV 

28 6.374MHz 64.0 55.4 -8.6 35.1 20.3 CAV 
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5.2 Emission in the Frequency Range above 30 MHz  

5.2.1  Radiated Emission (30 – 1000 MHz) 

Result: Passed 
 

Date of testing : 2025-02-24 
Test procedure : EN IEC 61000-6-3:2021 and CISPR 16-2-3:2016 
Frequency range : 30 – 1000 MHz 
Limits : Quasi-peak limits (10 m measurement distance):  

30-230 MHz, 30 dBV/m;  
230-1000 MHz, 37 dBV/m 

Kind of test site : Semi-anechoic Chamber 
Test distance : 10 m  
Operation mode : Mode 1: Charging with air conditioning cooling mode 

Mode 2: Charging with air conditioning heating mode 
Mode 3: Discharging with air conditioning cooling mode 
Mode 4: Discharging with air conditioning heating mode 

Test voltage  : AC 230 V, 50 Hz; DC 635.36 V 
Type of equipment : Floor-standing 
Ambient condition : Temperature: 18 ºC; Relative humidity: 38 % 
Expanded measurement 
uncertainty (k=2) 

: Horizontal polarization： 
30-200 MHz = 5.08 dB 
200-1000 MHz = 5.12 dB 
Vertical polarization: 
30-200 MHz = 5.36 dB 
200-1000 MHz = 5.44 dB 

 
The radiated disturbance was measured in the frequency range from 30 MHz to 1000 MHz 
according to EN IEC 61000-6-3:2021. 
 
The test setup was made in a semi-anechoic chamber. The test distance from the receiving 
antenna to the EUT is 10 m. The normalized site attenuation of the semi-anechoic chamber is 
regularly calibrated to ensure the radiated disturbance test results are valid. During the test, the 
EUT was installed on a 0.8 m high wooden support above the ground plane. The turntable can be 
rotated 360º around and the receiving antenna was varied from 1 m to 4 m to find the maximum 
disturbance. The test was performed with the antenna both in horizontal and vertical 
polarizations. 
 
The following figures were those measured and recorded by a test receiver. The curves in the 
figure were those measured with a peak detector. The symbol “×” in the figures are those of 
quasi-peak value which were measured in final measurement. Quasi-peak detector measurement 
was only performed at those critical frequencies obtained during the test with peak detector. 
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Figure 25: Spectral diagram and measurement results, 30-1000 MHz, Horizontal polarization, 
Mode 1 

                   Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 50.935MHz 30.0 9.9 -20.1 20.3 -10.4 QP Hor 300.0 119.0 

2 101.793MHz 30.0 5.8 -24.2 20.6 -14.8 QP Hor 200.0 148.0 

3 121.713MHz 30.0 12.4 -17.6 24.9 -12.5 QP Hor 386.0 169.9 

4 177.158MHz 30.0 8.4 -21.6 19.6 -11.2 QP Hor 200.0 138.0 
5 384.992MHz 37.0 12.0 -25.0 18.7 -6.7 QP Hor 300.0 125.0 

6 428.328MHz 37.0 12.7 -24.3 18.3 -5.6 QP Hor 300.0 125.0 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 50 von 86 
Page 50 of 86 

 

 

Figure 26: Spectral diagram and measurement results, 30-1000 MHz, Vertical polarization, 
Mode 1 

                    Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 30.972MHz 30.0 23.3 -6.7 35.7 -12.4 QP Ver 200.0 158.0 

2 49.445MHz 30.0 11.6 -18.4 22.3 -10.7 QP Ver 300.0 20.0 
3 72.007MHz 30.0 22.8 -7.2 35.8 -13.0 QP Ver 100.0 134.0 

4 76.970MHz 30.0 7.0 -23.0 21.5 -14.5 QP Ver 200.0 55.0 

5 115.655MHz 30.0 20.5 -9.5 33.8 -13.3 QP Ver 300.0 167.0 

6 164.294MHz 30.0 11.7 -18.3 22.2 -10.5 QP Ver 100.0 236.0 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 51 von 86 
Page 51 of 86 

 

 

Figure 27: Spectral diagram and measurement results, 30-1000 MHz, Horizontal polarization, 
Mode 2 

                   Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 58.653MHz 30.0 9.0 -21.0 20.0 -11.0 QP Hor 200.0 287.0 

2 110.671MHz 30.0 12.1 -17.9 25.7 -13.6 QP Hor 300.0 252.0 

3 127.425MHz 30.0 13.6 -16.4 25.6 -12.0 QP Hor 400.0 0.0 

4 135.521MHz 30.0 16.1 -13.9 27.3 -11.2 QP Hor 400.0 162.0 

5 167.995MHz 30.0 16.3 -13.7 26.7 -10.4 QP Hor 400.0 305.0 

6 203.991MHz 30.0 13.5 -16.5 26.9 -13.4 QP Hor 300.0 242.0 
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Figure 28: Spectral diagram and measurement results, 30-1000 MHz, Vertical polarization, 
Mode 2 

                    Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 30.723MHz 30.0 19.6 -10.4 32.0 -12.4 QP Ver 200.0 169.0 
2 58.781MHz 30.0 13.0 -17.0 24.4 -11.4 QP Ver 300.0 52.0 

3 72.000MHz 30.0 21.1 -8.9 34.1 -13.0 QP Ver 300.0 128.0 

4 112.981MHz 30.0 19.7 -10.3 33.3 -13.6 QP Ver 100.0 155.0 

5 180.004MHz 30.0 26.2 -3.8 38.2 -12.0 QP Ver 100.0 0.0 

6 203.997MHz 30.0 23.9 -6.1 37.3 -13.4 QP Ver 100.0 17.0 
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Figure 29: Spectral diagram and measurement results, 30-1000 MHz, Horizontal polarization, 
Mode 3 

                   Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 59.990MHz 30.0 12.3 -17.7 23.5 -11.2 QP Hor 300.0 224.0 

2 114.165MHz 30.0 12.1 -17.9 25.4 -13.3 QP Hor 300.0 241.0 

3 135.071MHz 30.0 14.9 -15.1 26.2 -11.3 QP Hor 400.0 151.0 

4 167.970MHz 30.0 13.7 -16.3 24.1 -10.4 QP Hor 400.0 174.0 

5 207.536MHz 30.0 9.0 -21.0 22.4 -13.4 QP Hor 400.0 211.0 

6 840.791MHz 37.0 23.5 -13.5 21.0 2.5 QP Hor 400.0 31.0 
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Figure 30: Spectral diagram and measurement results, 30-1000 MHz, Vertical polarization, 
Mode 3 

                    Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 31.000MHz 30.0 26.1 -3.9 38.5 -12.4 QP Ver 100.0 133.0 
2 41.901MHz 30.0 23.1 -6.9 34.1 -11.0 QP Ver 200.0 198.0 

3 79.089MHz 30.0 7.2 -22.8 22.2 -15.0 QP Ver 100.0 61.0 

4 113.026MHz 30.0 19.6 -10.4 33.2 -13.6 QP Ver 100.0 152.0 

5 179.986MHz 30.0 25.6 -4.4 37.6 -12.0 QP Ver 100.0 207.0 

6 840.770MHz 37.0 27.3 -9.7 25.1 2.2 QP Ver 200.0 60.0 
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Figure 31: Spectral diagram and measurement results, 30-1000 MHz, Horizontal polarization, 
Mode 4 

                   Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 31.169MHz 30.0 11.0 -19.0 23.3 -12.3 QP Hor 400.0 193.0 
2 58.265MHz 30.0 9.7 -20.3 20.6 -10.9 QP Hor 100.0 1.0 

3 87.400MHz 30.0 3.9 -26.1 20.0 -16.1 QP Hor 400.0 87.0 

4 113.545MHz 30.0 12.7 -17.3 26.1 -13.4 QP Hor 300.0 245.0 

5 127.569MHz 30.0 10.0 -20.0 22.0 -12.0 QP Hor 200.0 74.0 

6 135.254MHz 30.0 15.1 -14.9 26.4 -11.3 QP Hor 400.0 153.0 
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Figure 32: Spectral diagram and measurement results, 30-1000 MHz, Vertical polarization, 
Mode 4 

                    Level [dBµV/m] 

 
Final quasi-peak measurement results: 

No. 
Frequency Limit 

dBuV/m 
Level 

dBuV/m 
Delta 

dB 
Reading 

dBuV 
Factor 
dB/m 

Detector Polar Height 
cm 

Angle 
deg 

1 31.033MHz 30.0 25.7 -4.3 38.1 -12.4 QP Ver 100.0 109.0 
2 41.870MHz 30.0 23.7 -6.3 34.7 -11.0 QP Ver 200.0 181.0 

3 46.967MHz 30.0 11.3 -18.7 22.0 -10.7 QP Ver 300.0 175.0 

4 58.293MHz 30.0 13.5 -16.5 24.8 -11.3 QP Ver 131.8 35.4 

5 102.801MHz 30.0 13.3 -16.7 28.1 -14.8 QP Ver 100.0 83.0 

6 180.007MHz 30.0 24.7 -5.3 36.7 -12.0 QP Ver 200.0 352.0 
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5.2.2 Radiated Emission (1 – 6 GHz) 

Result: Passed 
 
 

Date of testing : 2025-02-20 
Test procedure : EN IEC 61000-6-3:2021 
Frequency range : 1 – 6 GHz  
Limits : Table 3 of EN IEC 61000-6-3:2021 

Peak limits (3 m distance):                                                            
1 - 3 GHz, 70 dBV/m;  3 – 6 GHz, 74 dBV/m 
Average limits (3 m distance):                                                            
1 – 3 GHz, 50 dBV/m;  3 – 6 GHz, 54 dBV/m 

Measurement distance : 3 m 
Kind of test site : 10 m semi-anechoic chamber 
Operation mode : Mode 1: Charging with air conditioning cooling mode 

Mode 2: Charging with air conditioning heating mode 
Mode 3: Discharging with air conditioning cooling mode 
Mode 4: Discharging with air conditioning heating mode 

Test voltage  : AC 230 V, 50 Hz; DC 635.36 V 
Ambient condition : Temperature: 20 °C; Relative humidity: 38 % 

  
 
The radiated disturbance test was carried out in a modified semi-anechoic chamber. The test 
distance from the receiving antenna to the EUT is 3 m. The normalized site attenuation of the 
fully -anechoic chamber is regularly calibrated to ensure the radiated disturbance test results 
are valid. During the test, the EUT was placed on a poly table, which is 0.8 m high. The poly 
table was rotated 360° around and the antenna was varied from 1 m to 4 m to find the 
maximum disturbance. The test was performed with the antenna both in its horizontal and 
vertical polarizations. 
 
The following figures and tables were those measured by an automatic measurement system. 
The final test was performed with peak detector and average detector at those critical 
frequencies during the preview test. In the following figure, blue “×” means MaxPeak Value 
and red “+” means Average Value which was measured in final measurement. 
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Figure 33: Spectral Diagrams and measurement results, 1 – 6 GHz, Horizontal polarization, 
Mode 1 

 
            Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.121GHz 50.0 42.9 -7.1 62.2 -19.3 AV Hor 100.0 214.0 

2 1.332GHz 50.0 36.0 -14.0 54.9 -18.9 AV Hor 100.0 225.6 

3 1.494GHz 50.0 29.4 -20.6 48.0 -18.6 AV Hor 100.0 276.9 

4 2.775GHz 50.0 31.8 -18.2 45.8 -14.0 AV Hor 100.0 310.0 

5 3.491GHz 54.0 29.3 -24.7 41.5 -12.2 AV Hor 200.0 20.2 

6 5.750GHz 54.0 31.5 -22.5 38.4 -6.9 AV Hor 200.0 0.2 

7* 1.120GHz 70.0 42.5 -27.5 61.8 -19.3 PK Hor 100.0 214.0 

8* 1.331GHz 70.0 38.4 -31.6 57.3 -18.9 PK Hor 100.0 227.0 

9* 1.500GHz 70.0 36.8 -33.2 55.4 -18.6 PK Hor 100.0 284.0 

10* 2.763GHz 70.0 38.8 -31.2 52.9 -14.1 PK Hor 100.0 214.0 

11* 3.242GHz 74.0 40.3 -33.7 52.9 -12.6 PK Hor 100.0 105.0 

12* 5.706GHz 74.0 40.3 -33.7 47.3 -7.0 PK Hor 200.0 45.0 
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Figure 34: Spectral Diagrams and measurement results, 1 – 6 GHz, Vertical polarization, 
Mode 1 

 
             Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.131GHz 50.0 39.6 -10.4 58.9 -19.3 AV Ver 100.0 344.0 

2 1.340GHz 50.0 36.9 -13.1 55.8 -18.9 AV Ver 100.0 311.0 

3 1.460GHz 50.0 31.2 -18.8 49.8 -18.6 AV Ver 100.0 349.0 

4 1.554GHz 50.0 31.1 -18.9 49.5 -18.4 AV Ver 100.0 348.9 

5 1.686GHz 50.0 31.2 -18.8 49.4 -18.2 AV Ver 100.0 12.0 

6 3.633GHz 54.0 33.9 -20.1 45.9 -12.0 AV Ver 100.0 158.0 

7* 1.119GHz 70.0 46.0 -24.0 65.3 -19.3 PK Ver 100.0 293.0 

8* 1.331GHz 70.0 42.5 -27.5 61.4 -18.9 PK Ver 100.0 331.0 

9* 1.442GHz 70.0 37.6 -32.4 56.3 -18.7 PK Ver 100.0 349.0 

10* 1.670GHz 70.0 37.1 -32.9 55.3 -18.2 PK Ver 100.0 12.0 

11* 1.723GHz 70.0 38.2 -31.8 56.3 -18.1 PK Ver 125.0 0.0 

12* 3.585GHz 74.0 39.3 -34.7 51.4 -12.1 PK Ver 200.0 261.0 
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Figure 35: Spectral Diagrams and measurement results, 1 – 6 GHz, Horizontal polarization, 
Mode 2 

 
            Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.113GHz 50.0 41.6 -8.4 60.9 -19.3 AV Hor 100.0 218.0 

2 1.215GHz 50.0 27.7 -22.3 46.8 -19.1 AV Hor 100.0 212.0 

3 1.295GHz 50.0 29.3 -20.7 48.2 -18.9 AV Hor 100.0 218.0 

4 2.261GHz 50.0 29.2 -20.8 45.6 -16.4 AV Hor 100.0 230.8 

5 2.775GHz 50.0 31.1 -18.9 45.1 -14.0 AV Hor 100.0 302.0 

6 5.832GHz 54.0 32.4 -21.6 39.1 -6.7 AV Hor 124.7 234.4 

7* 1.123GHz 70.0 43.6 -26.4 62.9 -19.3 PK Hor 100.0 218.0 

8* 1.215GHz 70.0 35.7 -34.3 54.8 -19.1 PK Hor 100.0 199.0 

9* 1.286GHz 70.0 37.5 -32.5 56.5 -19.0 PK Hor 100.0 218.0 

10* 2.260GHz 70.0 36.6 -33.4 53.0 -16.4 PK Hor 100.0 238.0 

11* 2.777GHz 70.0 38.3 -31.7 52.3 -14.0 PK Hor 200.0 204.0 

12* 5.787GHz 74.0 40.5 -33.5 47.3 -6.8 PK Hor 200.0 186.0 
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Figure 36: Spectral Diagrams and measurement results, 1 – 6 GHz, Vertical polarization, 
Mode 2 

 
             Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.113GHz 50.0 41.1 -8.9 60.4 -19.3 AV Ver 200.0 319.0 

2 1.332GHz 50.0 37.4 -12.6 56.3 -18.9 AV Ver 100.0 324.0 

3 1.450GHz 50.0 31.0 -19.0 49.6 -18.6 AV Ver 100.6 343.0 

4 1.533GHz 50.0 33.2 -16.8 51.7 -18.5 AV Ver 100.0 343.0 

5 2.866GHz 50.0 30.7 -19.3 44.3 -13.6 AV Ver 100.0 215.0 

6 3.596GHz 54.0 31.1 -22.9 43.1 -12.0 AV Ver 100.0 30.4 

7* 1.110GHz 70.0 46.5 -23.5 65.8 -19.3 PK Ver 100.0 305.0 

8* 1.329GHz 70.0 42.3 -27.7 61.2 -18.9 PK Ver 100.0 324.0 

9* 1.443GHz 70.0 39.1 -30.9 57.8 -18.7 PK Ver 100.0 343.0 

10* 1.530GHz 70.0 36.2 -33.8 54.7 -18.5 PK Ver 100.0 298.0 

11* 2.901GHz 70.0 38.8 -31.2 52.3 -13.5 PK Ver 100.0 7.0 

12* 3.597GHz 74.0 39.3 -34.7 51.3 -12.0 PK Ver 100.0 0.0 
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Figure 37: Spectral Diagrams and measurement results, 1 – 6 GHz, Horizontal polarization, 
Mode 3 

 
            Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.111GHz 50.0 36.4 -13.6 55.7 -19.3 AV Hor 100.0 217.0 

2 1.286GHz 50.0 30.6 -19.4 49.6 -19.0 AV Hor 100.0 211.7 

3 2.920GHz 50.0 29.6 -20.4 43.0 -13.4 AV Hor 100.0 7.0 

4 3.585GHz 54.0 29.8 -24.2 41.9 -12.1 AV Hor 143.0 0.0 

5 4.426GHz 54.0 30.2 -23.8 40.6 -10.4 AV Hor 100.0 0.0 

6 5.834GHz 54.0 32.6 -21.4 39.3 -6.7 AV Hor 100.0 117.6 

7* 1.112GHz 70.0 41.4 -28.6 60.7 -19.3 PK Hor 100.0 287.0 

8* 1.290GHz 70.0 36.1 -33.9 55.0 -18.9 PK Hor 100.0 217.0 

9* 2.885GHz 70.0 37.5 -32.5 51.0 -13.5 PK Hor 181.0 0.0 

10* 3.562GHz 74.0 38.2 -35.8 50.3 -12.1 PK Hor 200.0 64.0 

11* 4.439GHz 74.0 37.6 -36.4 47.9 -10.3 PK Hor 100.0 63.0 

12* 5.778GHz 74.0 40.5 -33.5 47.3 -6.8 PK Hor 200.0 19.0 
 

 

 

 

 
 
 
 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 63 von 86 
Page 63 of 86 

 

 

Figure 38: Spectral Diagrams and measurement results, 1 – 6 GHz, Vertical polarization, 
Mode 3 

 
             Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.117GHz 50.0 43.2 -6.8 62.5 -19.3 AV Ver 100.0 344.0 

2 1.333GHz 50.0 43.0 -7.0 61.9 -18.9 AV Ver 100.0 323.9 

3 1.447GHz 50.0 33.6 -16.4 52.2 -18.6 AV Ver 100.0 349.0 

4 1.539GHz 50.0 33.0 -17.0 51.5 -18.5 AV Ver 100.0 348.8 

5 1.669GHz 50.0 33.4 -16.6 51.6 -18.2 AV Ver 100.0 12.0 

6 3.582GHz 54.0 29.6 -24.4 41.7 -12.1 AV Ver 100.0 158.0 

7* 1.119GHz 70.0 47.9 -22.1 67.2 -19.3 PK Ver 100.0 293.0 

8* 1.327GHz 70.0 45.6 -24.4 64.5 -18.9 PK Ver 100.0 311.0 

9* 1.443GHz 70.0 40.0 -30.0 58.7 -18.7 PK Ver 100.0 349.0 

10* 1.539GHz 70.0 37.5 -32.5 56.0 -18.5 PK Ver 100.0 349.0 

11* 1.668GHz 70.0 38.5 -31.5 56.7 -18.2 PK Ver 100.0 12.0 

12* 3.585GHz 74.0 39.3 -34.7 51.4 -12.1 PK Ver 200.0 261.0 
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Figure 39: Spectral Diagrams and measurement results, 1 – 6 GHz, Horizontal polarization, 
Mode 4 

 
            Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.111GHz 50.0 36.4 -13.6 55.7 -19.3 AV Hor 100.0 288.9 

2 1.304GHz 50.0 31.1 -18.9 50.0 -18.9 AV Hor 100.0 219.0 

3 1.767GHz 50.0 27.2 -22.8 45.2 -18.0 AV Hor 200.0 253.0 

4 2.114GHz 50.0 27.4 -22.6 44.5 -17.1 AV Hor 109.0 222.7 

5 2.891GHz 50.0 29.6 -20.4 43.1 -13.5 AV Hor 100.0 244.1 

6 5.964GHz 54.0 32.6 -21.4 38.9 -6.3 AV Hor 100.0 269.5 

7* 1.117GHz 70.0 42.1 -27.9 61.4 -19.3 PK Hor 100.0 264.0 

8* 1.304GHz 70.0 35.8 -34.2 54.7 -18.9 PK Hor 100.0 219.0 

9* 1.766GHz 70.0 42.5 -27.5 60.5 -18.0 PK Hor 200.0 253.0 

10* 2.162GHz 70.0 35.6 -34.4 52.5 -16.9 PK Hor 100.0 251.0 

11* 3.007GHz 74.0 38.3 -35.7 51.3 -13.0 PK Hor 200.0 61.0 

12* 5.930GHz 74.0 40.3 -33.7 46.7 -6.4 PK Hor 190.0 0.0 
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Figure 40: Spectral Diagrams and measurement results, 1 – 6 GHz, Vertical polarization, 
Mode 4 

 
             Level [dBV/m] 

 
 
Final measurement results: 
 

No. Frequency 
Limit 

dBuV/m 
Level 

dBuV/m 
Delta 
dB 

Reading 
dBuV 

Factor 
dB/m 

Detector Polar 
Height 

cm 
Angle 
deg 

1 1.113GHz 50.0 40.1 -9.9 59.4 -19.3 AV Ver 200.0 207.8 

2 1.303GHz 50.0 27.9 -22.1 46.8 -18.9 AV Ver 200.0 263.8 

3 1.392GHz 50.0 30.7 -19.3 49.5 -18.8 AV Ver 100.0 343.3 

4 1.445GHz 50.0 34.4 -15.6 53.1 -18.7 AV Ver 158.0 0.0 

5 2.130GHz 50.0 31.8 -18.2 48.8 -17.0 AV Ver 100.0 273.0 

6 3.564GHz 54.0 29.8 -24.2 41.9 -12.1 AV Ver 200.0 232.9 

7* 1.109GHz 70.0 46.2 -23.8 65.5 -19.3 PK Ver 100.0 235.0 

8* 1.304GHz 70.0 36.3 -33.7 55.2 -18.9 PK Ver 100.0 248.0 

9* 1.391GHz 70.0 37.9 -32.1 56.7 -18.8 PK Ver 100.0 280.0 

10* 1.460GHz 70.0 38.8 -31.2 57.4 -18.6 PK Ver 100.0 349.0 

11* 2.131GHz 70.0 36.6 -33.4 53.6 -17.0 PK Ver 100.0 273.0 

12* 3.598GHz 74.0 46.0 -28.0 58.0 -12.0 PK Ver 200.0 264.0 
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6 Test Results I M M U N I T Y  
 

During the immunity tests, the EUT was operated under conditions specified by clause 3.1 of this 
report. 
 
The particular performance criterion for the immunity tests are as listed in clause 4 of EN IEC 
61000-6-2:2019 is listed as follows: 
 
Performance criterion A: The apparatus shall continue to operate as intended during and after the 
test. No degradation of performance or loss of function is allowed below a performance level 
specified by the manufacturer, when the apparatus is used as intended. The performance level 
may be replaced by a permissible loss of performance. If the minimum performance level or the 
permissible performance loss is not specified by the manufacturer, either of those may be derived 
from the product description and documentation, and from what the user may reasonably expect 
from apparatus if used as intended. 
 
Performance criterion B: The apparatus shall continue to operate as intended after the test. No 
degradation of performance or loss of function is allowed below a performance level specified 
by the manufacturer, when the apparatus is used as intended. The performance level may be 
replaced by a permissible loss of performance. During the test, degradation of performance is 
however allowed. No change of actual operating state or stored data is allowed. If the minimum 
performance level or the permissible performance loss is not specified by the manufacturer, 
either of those may be derived from the product description and documentation and what the user 
may reasonably expect from the apparatus if used as intended. 
 
Performance criterion C: Temporary loss of function is allowed, provided the function is self-
recoverable or can be restored by the operation of the controls. 
 
 
 
Date of testing: 2025-02-20 to 2025-03-07 
 
Room temperature:  18 – 22 °C  
Relative Humidity:   38 – 48 % 
 
The following tests were performed at AC 230 V, 50 Hz, DC 635.36 V and the test mode is as 
follow: 
Mode 1: Charging with air conditioning cooling mode 
Mode 2: Charging with air conditioning heating mode 
Mode 3: Discharging with air conditioning cooling mode 
Mode 4: Discharging with air conditioning heating mode 
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6.1 Enclosure 

6.1.1 Electrostatic Discharge 

Result:      Passed 
Test setup and ESD-Generator are according to IEC 61000-4-2 which is specified by EN IEC 
61000-6-2:2019. 
 
During the test, the EUT was placed on a 0.8 m high wooden table above the ground plane. 
The minimum distance between the EUT and all other conductive structures except the 
ground plane beneath the EUT is more than 0.5 m. 
 
The reference ground plane is an aluminium sheet of 0.25 mm minimum thickness. The 
reference ground plane is connected to the protective earth. The size of the ground plane is 2 
m x 2 m.  
 
A vertical coupling plane of dimensions 0.5 m x 0.5 m is placed parallel to and positioned at a 
distance of 0.1 m from the EUT. 

 
Basic standard : IEC 61000-4-2 
Test level : Table 1 of EN IEC 61000-6-2:2019; 

2 kV, 4 kV for contact discharge  
2 kV, 4 kV, 8 kV for air discharge 

Polarity : Positive / Negative 
Number of discharges : 20 discharges (10 with positive and 10 with negative 

polarity) to each selected point 
Type of equipment : Floor-standing 
Ambient condition : Temp: 18 ℃, Relative humidity: 40 %,  

Atm. Pressure: 103.6 kPa 
Performance criteria : B 

Table 6: Electrostatic discharge immunity test results 

Position Kind of Discharge Result Remarks 
Switch Air discharge Pass 

During and after the test, 
the EUT can operate as 

intended. 

Display screen Air discharge Pass 
Buttons Air discharge Pass 
Metal parts Contact discharge Pass 
Coupling plane 
(VCP)  

Contact discharge Pass 



 
 
 
Prüfbericht - Produkt e 
Test report - Products 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

Prüfbericht - Nr.:  
Test Report No.: 

CN25YQIR 001 Seite 68 von 86 
Page 68 of 86 

 

 

6.1.2 Radio Frequency Electromagnetic Field 

Result:      Passed 
 

The test was performed inside a full y anechoic chamber. The distance between the tip of the 
antenna and the side of system tested is 3.0 m. The field uniformity of the 1.5 m x 1.5 m plane 
where the surface of the EUT tested coincides with is regularly calibrated to ensure the 0-6 
dB field uniformity criterion as specified by IEC 61000-4-3 is met. 
 
The four sides of the system were tested sequentially. The test was performed with the 
electric field in horizontal and vertical polarizations respectively. 
 

Basic standard : IEC 61000-4-3 
Test level : Table 1 of EN IEC 61000-6-2:2019; 

80 – 1000 MHz, 10 V/m; 
1.4 – 6.0 GHz, 3 V/m 

Frequency range : 80 MHz – 1.0 GHz; 
1.4 – 6.0 GHz 

Modulation : 80 %AM, 1 kHz 
Frequency scan speed : Frequency step: 1 %; Dwell time: 3 s 
Type of equipment : Floor-standing 
Performance criteria : A 

 

Table 7: Radiated electromagnetic field immunity test results   

Polarization Position Result Remarks 

Horizontal 

Front side 

Pass 
During and after the test, the EUT 

can operate as intended. 
 

Rear side 
Left side 

Right side 

Vertical 

Front side 

Pass 
Rear side 
Left side 

Right side 
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6.1.3 Power frequency magnetic fields 

Result:      Passed 
 

Basic standard : IEC 61000-4-8 
Test level : Table 1 of EN IEC61000-6-2:2019; 

30 A/m at 50 Hz and 60 Hz 
Test duration : 120 s 
Type of equipment : Floor-standing 
Frequency : 50 Hz and 60 Hz 
Performance criteria : A 

Table 8: Power frequency magnetic field immunity test results 

Field polarization Actual performance Result 
X  

During and after the test, the EUT can operate as 
intended. 

Pass 
Y  Pass 
Z  Pass 
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6.2 Power Ports and Signal Ports 

6.2.1 Electrical fast transients and bursts 

Result:      Passed 
 

Test setup and the fast transient noise generator was according to IEC 61000-4-4 which is 
specified by EN IEC 61000-6-2:2019. 
 
The EUT was placed on a 0.1 m wooden support above the ground plane. And the minimum 
distance between the EUT and all other conductive structures except the ground plane beneath 
the EUT is more than 0.5 m.  
 
For the AC power and DC ports, the disturbance signal was coupled via a CDN in the EFT/B 
generator, for the signal/control port, the disturbing signal was coupled via a capacitive clamp. 
 
The length between the coupling device and the EUT is less than 0.5 m. The excess length of 
the cable shall be folded to avoid a flat coil and situated at a distance of 0.1 m above the 
ground reference plane. 
 
The reference ground plane is an aluminium sheet of 0.25 mm minimum thickness. The 
reference ground plane is connected to the protective earth. The size of the ground plane is 2 
m × 2 m.  

 
Basic standard : IEC 61000-4-4 
Test level : Table 2&3&4 of EN IEC 61000-6-2:2019; 

4 kV, 5 kHz for AC input power ports 
2 kV, 5 kHz for DC and signal/control ports  

Polarity : Negative/positive 
Repetition frequency : 5 kHz 
Test duration : 2 min./polarity 
tr/tw : 5 ns/50 ns 
Type of equipment : Floor-standing 
Performance criteria : B 

Table 9: EFT/B immunity test results  

Tested cable Result Remarks 
AC input power ports Pass During and after the test, the 

EUT can operate as intended. DC and signal/control ports Pass 
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6.2.2 Conducted disturbances, induced by RF fields 

Result:      Passed 
 
Test setup and the test generator were according to IEC 61000-4-6 which is specified by EN 
IEC 61000-6-2:2019.  
 
The EUT was placed on a 0.1 m high wooden support above the ground plane and shall be 
insulated from it by an insulating support 0.1 m thick. And the minimum distance between the 
EUT and all other conductive structures except the ground plane beneath the EUT is more 
than 0.5 m. 
 
For the all ports, the disturbing signal was coupled via a CDN. 
 
The coupling and decoupling networks was placed on the ground reference plane, making 
direct contact with it at about 0.1 – 0.3 meter from EUT. The cable between EUT and CDN is 
as short as possible and not bundled nor wrapped. The height of cable between the EUT and 
the coupling and decoupling networks above the ground reference plane was 50mm. 

  
Basic standard : IEC 61000-4-6 
Test level : Table 2&3&4 of EN IEC 61000-6-2:2019; 

10 V for all ports 
Frequency range : 0.15 − 80 MHz 
Modulation : 80 %AM, 1 kHz 
Frequency scan speed : Frequency step: 1 %; dwell time: 3 s 
Type of equipment : Floor-standing 
Performance criteria : A 

 

Table 10: Conducted disturbances immunity test results 

 

Tested cable Result Remarks 
AC input power ports Pass During and after the test, the 

EUT can operate as intended. DC and signal/control ports Pass 
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6.2.3 Surges  

Result:      Passed 
 

Test setup and the Combination Wave Generator (CWG) was according to IEC 61000-4-5 
which is specified by EN IEC 61000-6-2:2019. 
 
For the AC power port, the disturbance signal was coupled via a CDN. 

 
Test procedure : IEC 61000-4-5 
Test level : Table 2&4 of EN IEC 61000-6-2:2019; 

For AC power port: 
0.5 kV, 1 kV (line-to-line) 
0.5 kV, 1 kV, 2 kV (line-to-earth) 
For signal/control port: 
0.5 kV, 1 kV (line-to-earth) 

Tr/Td : 1.2/50 µs (open-circuit voltage) 
8/20 µs (short-circuit current) 

Polarity : Positive / Negative 
Pulse number : 5 pulses for each polarity 
Coupling phase : 0º, 90º, 180º and 270º for AC mains port  

Asynchronous mode for signal/control port 
Repetition rate : 1 pulse/min 
Type of equipment : Floor-standing 
Performance criteria : B 

 

Table 11: Surge immunity test results  

Tested port Coupling mode Actual performance Result 

AC power port 

Line to line 
(0.5 kV, 1 kV) During and after the test, the 

EUT can operate as intended. 

Pass 

Line to earth 
(0.5 kV, 1 kV, 2 kV) 

Pass 

Signal/control port 
Line to earth 

(0.5 kV, 1 kV) 

The communication function 
was interrupted during the test, 

and auto recovered after the 
test 

Pass 

Note: According to requirement of EN IEC 61000-6-2:2019, this test only applicable to DC 
ports with cables whose total length may exceed 30 m. The cable length of DC port which 
specified by the manufacturer are not more than 30 m. Therefore, this requirement is not 
applicable. 
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6.2.4 Voltage dips and interruptions to AC Power Port 

Result:      Passed 
 

The immunity against voltage dips and interruptions to AC mains port was tested in 
accordance to EN IEC 61000-6-2:2019. Test setup and the test generator was according to 
IEC 61000-4-34 which is specified by EN IEC 61000-6-2:2019. 

 
Test procedure : IEC 61000-4-34  
Reference standard : Table 4 of EN IEC 61000-6-2:2019 
Test levels and 
performance criteria 

: Phenomenon Test level 
(residual voltage) 

Cycles Performance criteria 

  Voltage dips 0 % 1, 0.5 B 
  70 % 25/30 C 
  Voltage 

interruption 
0 % 250/300 C 

Repetition : 3 times 
Interval : 10 s 

 

Table 12: Test condition and test result for voltage dips and short interruptions to AC 
power port 

Environmental 
Phenomena 

 
Test level 

(in UT) 

Duration 
(in period of the 
rated frequency) 

Actual performance Result 

Voltage dips 
0 % 0.5 and 1 cycle 

During and after the test, the 
EUT can operate as intended. 

Pass 
40 % 10 cycles Pass 
70 % 25 cycles Pass 

Voltage 
interruptions 

0 % 250 cycles 
The air conditioner stopped 
working during the test, and 

manual recovered after the test. 
Pass 
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7 Photographs of the Test Set-Up 

Photograph 1: Set-up for measurement of harmonics and voltage fluctuation 

 

Photograph 2: Set-up for measurement of conducted emission 

 
AC input power port 
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DC port  

 
 

 
RJ45 port 
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Photograph 3: Set-up for measurement of radiated emission 

 
Below 1 GHz 

 
 

 
Above 1 GHz 
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Photograph 4: Set-up for immunity test of electrostatic discharge  

 

 

Photograph 5: Set-up for immunity test of RF electromagnetic field 
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Photograph 6: Set-up for immunity test of power frequency magnetic field 

 

 

Photograph 7: Set-up for immunity test of EFT/Burst 

 
AC input power port 
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DC port  

 
 

 
RJ45 port 
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Photograph 8: Set-up for immunity test of conducted disturbances 
 

 
AC input power port 

 
 

 
DC port  
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RJ45 port 

 

Photograph 9: Set-up for immunity test of Surge 

 
AC input power port 
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RJ45 port 

 

Photograph 10: Set-up for immunity test of voltage dips and interruptions 
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8 List of Test and Measurement Instruments  
 

Equipment  
Name 

Manufacturer  Type/Model Serial Number Calibration 
validity  

RE 

EMI Test Receiver R&S ESR7 102683 2025-05-06 
EMI Test Receiver R&S ESR3 11-Mar-82 2025-05-06 
Preamplifier Schwarzbeck BBV 9744 00371 2025-05-22 

Preamplifier Schwarzbeck BBV 9744 00364 2025-05-22 

TRILOG Broadband 
Antenna 

Schwarzbeck VULB 9168 01524 2025-12-06 

TRILOG Broadband 
Antenna 

Schwarzbeck VULB 9168 01589 2025-12-06 

Double Ridge Broad-
Band Horn Antenna 

Schwarzbeck BBHA 9120 D 02382 2025-06-12 

CE 
EMI Test Receiver R&S ESR3 103071 2025-05-06 

V-LISN Schwarzbeck NNLK 8130 00453 2025-03-22 

8-Wire ISN CAT5 Schwarzbeck CAT5 8158 00382 2025-05-24 

V-LISN Schwarzbeck NNLK 8129 00390 2025-05-06 

H&F 
Analyzer ADAPTIVE 

POWER 
SYSTEMS 

LFZ-3-16 20007 2025-04-15 

AC & DC Power 
Source 

PACIFIC 
Smart Source 

3600AFX-4AGE 161394677 2025-04-15 

ESD 
Electrostatic Simulator AMETEK ESD NX30 P2347281702 2025-03-27 
Temperature/Humidity 
Meter 

Anymetre TH605F 002212260647 2025-05-08 

Air Gauge XLY  BARO N/A 2025-05-08 
RS 
Vector Signal 
Generator 

R&S SMB100B 104436 2025-12-03 

Average Power Sensor R&S NRP6A 104318 2025-05-06 
Average Power Sensor R&S NRP6A 104319 2025-05-06 
Power Amplifier RFLIGHT NTWPA-00810500 22123354 2025-05-06 
Power Amplifier RFLIGHT NTWPA-1060200P 23013003 2025-05-06 
Stacked Log.-Per.-
Antenna 

Schwarzbeck STLP 9129 03055 N/A 

EFT 
Compact immunity 
simulator 

3C TEST CCS 500 ES014000522027 2025-05-24 

Clamp 3C TEST CCC 100 CCC 22102457 2025-05-06 
CDN for EFT/Burst 
and Surge Immunity 
Tests 

3C TEST SEPN 15200T ES066002022005 2025-05-24 

CS 
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Conducted Immunity 
Test System 

3C TEST CST 1075 ES096000122015 2025-05-06 

CDN 3C TEST CDN M2M3 ES064002622019 2025-05-06 
CDN 3C TEST CDN RJ45 ES064003723002 2025-06-27 
6dB Attenuator 3C TEST AT80-6dB-1G-NF-

NF-A 
AT8023010217 2025-03-22 

Surge 
Compact immunity 
simulator 

3C TEST CCS 500 ES014000522027 2025-05-24 

CDN for EFT/Burst 
and Surge Immunity 
Tests 

3C TEST SEPN 15200T ES066002022005 2025-05-24 

CDN for 
Communication 
Cable in Transient 
lmmunity Test 

3C TEST CDN405T8A1 EMCO304 2026-06-04 

PFM 
Compact immunity 
simulator 

3C TEST CCS 500 ES014000522027 2025-05-24 

Power Fail and 
Power Frequency 
Magnetic Module 

3C TEST VMT 2216SV ES047000222002 2025-05-24 

Power Frequency 
Magnetic Field Coil 

3C TEST TCXS113 TCXS22045969 2025-09-23 

Dips 
Compact immunity 
simulator 

3C TEST CCS 500 ES014000522027 2025-05-24 

Power Fail and 
Power Frequency 
Magnetic Module 

3C TEST VMT 2216SV ES047000222002 2025-05-24 
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