
C&I Energy Storage System

Five-Level2/4/8 Hours
Flexible Solutions Protection

62.5-250kW / 500kWh

Always On, 
Energy for All.

Completely Flexible
•

•

•

Reliable and Stable
•

•
•

User-Friendly
•
•

•
•

Multi-Scenario Applications
•

•
•

Contact Us

Powered by

From

CATL 306 Ah VDE 4110
Battery Packs 

Applications

Factory

Farm 

Shopping Mall

Community



PowerCore

Model IA-62.5kW/500kWh-
DA10

IA-125kW/500kWh-
DA10

IA-187kW/500kWh-
DA10

IA-250kW/500kWh-
DA10

Battery (DC)

Rated Energy

Battery Type

Rated DC Voltage

DC Voltage Range

Grid Connection (AC)

Rated AC Power

Max. AC Power

AC Power Frequency

Normal AC Voltage

AC Voltage Range

Grid Connetion Type

THDi < 3%

Power Factor Range

General Data

Dimensions (W*D*H)

Weight

Ingress Protection

Anti-corrosion

Noise

Operating Relative Humidity

Operating Temperature Range

Cooling Method
 

Altitude

Communication

Standard 1

Recommend Order Options

IA-62.5kW/500kWh-
DA10

IA-125kW/500kWh-
DA10

IA-187kW/500kWh-
DA10

IA-250kW/500kWh-
DA10

    


