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No.: RZUN2025-3621-1

& FIFERS (P03 (2)
Dangerous Goods Class 9 (P903(2))
iz 7545 %4 Period of validity: 2025-12-31
By Sea
VA S MERRSA

GW125/261-ESA-LCN-G10 832V 314Ah 261,25kWh

Sample Name............ X Energy Storage System

GW125/261-ESA-LCN-G10 832V 314Ah 261,25kWh

TR M B 46 R R4

Commissioner .......... : GoodWe Technologies Co., Ltd.

CVC Testing iffeghagiogy Co., Ltd.
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Ref. No.: RZUN2025-3621-1 Page 2 of 7 Pages
Fanf‘%/Samplelnformatlon
FET IR e : ftBE R 50
Sample name..........ccccoevveeeenne : Energy Storage System
Hiyth 2% 5 /Battery Category ..... 4L B9 7 B Yl /Lithium-ion batteries
S Hik% Type/Model............. : GW125/261-ESA-LCN-G10 832V 314Ah 261,25kWh
ML A Appearance............ ; Fi{a / White
R e 7T 2/
Connection mode of battery 1P52S
MOdUle.......ccoovrieieiirreeeee :

2H i 75 70/ Composition ........... ; 5*1P52S
i/ Weight .....cooeveeeeeeene, ; 2580kg
RS SIZ€iiieceie e, : 1050mm*1400mm*2250mm
FFaEAL/ Commissioner mformatlon
B L=< 1Y AU : ] 2 3 AR A A R 2 )
Commissioned by ................ : GoodWe Technologies Co., Ltd.
#liE B /Manufacturer information
HHIE R oo : ] 422 P 5 A A A7 PR )
Manufacturer .........cccoeeeeeernnen. : GoodWe Technologies Co., Ltd.
@§1¢F%/Package|nf0rmat|on

% 14 F/Package weight... : 2700kg
@J%@FRW/Package size ... : 1129mm*1491mm*2530mm
i} [E){5 B/ Date
%€ H/ Inspection date........ : 2025-04-01 ~ 2025-04-30
1545 %49/ Period of validity .. 2025-12-31

% B kI /Inspection refer to
EprifE A2 ([ brifgis el SRy (2022 ki
IMO INTERNATIONAL MARITIME DANGEROUS GOODS CODE (2022 Edition)

gL/ Conclusions
1. IB¥4FR/Proper Shipping name:
— Lithium ion batteries
2. iR/ Hazards identification :
— #5135 UN3480/ Class 9 UN3480
3. A4S IMDG CODE (Amdt. 41-22) 2022 fRf2

the Packing Instruction P903(2) of IMDG CODE . % Edition.
R H: 2025-05-29
Issue Date:
J.I\\nA
it 3K L 7E AL # 2/ wat: N

Approved by: 3¢ 378 Reviewed by: ﬁ'rl’ Inspected by: ﬁ ié] zl';,
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Inspection results and other information

AR PR I e A e R, FLEH 5 AN HIBAEL, 1 ANECHEAR . 1 ANBA LR 1 MR
Uas I, BN HER H 52 A FE HS BRAL A .

1 The lithium battery cargo described in this report is Energy Storage System, which is consists of 5
battery modules, 1 distribution box, 1 liquid-cooled unit and 1 energy storage converter each
battery module is consists of 52 cells.

AR PR AR L 2 R B [ RIS AR AE T 28 = #8758 38.3 ARG I 25K . UN38.3
PRI 2 2 5 M RIS HEZE 9% 5 . |RZUN2025-3621 / RZUN2025-3621-TS).

2 The Lithium cells/batteries listed in the report are of type proven to meet the requirements of each
test in the UN Manual of Tests and Criteria Part 11l subsection 38.3. The UN38.3 test report and
test summary numbers are RZUN2025-3621 / RZUN2025-3621-TS|.

AR A BRI Bfs fa e SRRy (41-22) 2022 [l 2.9.4 (5) K& R &5 H Ak
FEATHIIE -

3 Lithium cells and batteries listed in this report were manufactured under the quality management
program as described in IMDG CODE (Amdt. 41-22) 2022 Edition 2.9.4 (5).

AR A A I R S E R 12kg, oA RS MRS E, SRH TR kSN AhaeidE
T REAR T TR IR T S ki s, Bk 45 N WTS2025-10706

4 The total weight of the lithium battery cargo mentioned in this report exceeds 12kg, and the
overall structure of the product is stable, employing a strong, impact resistant outer casing; The
shell has passed the bottom lifting, top lifting and drop test, and the test report number is:
WTS2025-10706.

5 AR IR A e 2 B 2 ) I R i
Lithium batteries listed in this report are properly protected so as to prevent short circuits.

AR A IR A R B v A T R AR T L ] ) [ AE AR A R, & 2 RS T 1B R Ak
JAE), HRARRZ I ES IR EE,

6 The lithium-ion battery module in the lithium battery cargo mentioned in this report has been
secured and has appropriate protective measures to prevent inadvertent movement, and the
terminals shall not support the weight of other superimposed elements.

7 AR PR AR i SRR ] T R A
The lithium battery goods described in this report is in a strong outer packing.

HYE:
Remarks:

Ak g S DARE NI

Throughout this report a comma is used as the decimal separator.

CVC-QR-3012.0
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Photos of Samples

fitft 24¢ | Energy Storage System
(GW125/261-ESA-LCN-G10 832V 314Ah 261,25kWh)

O
“GOODINE rrosuce tnergy sorsgosyston

GW125/261-ESA-LCN-G10 IFp72/174/207[(5251P)55)/-20+50/95

Nominal Energy:

261.25kWh

Operating Voltage Range:

676-036Vd.c., LIFePO.

Nominal Valtage:

832vd.c.

Cell Capacity:

314Ah|

Max. Continuous Charge/Discharge Current

188/188Ad.C

Battery | Nominal Charge/Discharge Current:

157Ad.c.

Max. Short-circuit Current@Time:

10kA@2ms,

Charging Temperature Range:

0-+55°C

Bischarging Temperature Range:

-20-+55°C

Usable Extingui; t

€0:, Novac1230, FM-200|

Crucial Material: LiFePQ., C, G:Hi0:, C

2, Cu, Al, CeHiaQs, CaHiOs, LiPFe, (C:He)n

Nominal Qutput Frequency:

50460HZ

Nominal Output Voltage:

3B0/400Va.c., IL/N/PE|

Nominal Output Pawer:

125kW

Nominal Output Apparent Power to Grid:

125kVA|

On-grid | Nominal Input Apparent Pawer from Grid:

125KVA

Max. AC Current QUtput to Grid:

198583

Max. AC Current from Grid:

198 5ha.c

Max. Qutput Apparent Power to Grid

137.5KVAS400V, 130.6kVADIBOV

Max. Input Apparent Power from Grid:

137.5KVAS400Y, 130.6kVAR3BOV

Naminal Apparent Power:

125KVA

Nominal Output Frequency.

50460HZ

Off-grid | Nominal Output Voltage:

380/400Va.C., SLIN/PE

Max. AC Output Current

198.58a.c.

Max. Output Apparent Pawer to Grid :

137.5KVAGA00V, 130.6kVAB 3BV

Protective Class: I, Topology: Non-isolated, Weight: 2580kg.
Ingress Protection: IP54, Overvoitage Category: DCII / ACIIL

Power Factor: -1,0.8lag to 0.8lead, Operating Temperature Range: -20-+55°C,

(HCES A A AA T

S/N:

Code:

GoodWe Technologies Co., Ltd.
No.30 Zijin Rd., New District, Suzhou, 215011, China

E-mail: service@goodwe com

Made in China O

CVC-QR-3012.0
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Photos of Samples

H i e/ Battery Module
(Y52 2.0 166,4V 314Ah 52,249kWh)

CVC-QR-3012.0



Ref. No.: RZUN2025-3621-1

Page 6 of 7 Pages

BERA

Photos of Packages

23544/ Package

CVC-QR-3012.0
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R H I
Important Notice
1. A% E s PO ERAE A 2L

This report is valid for the tested samples only.

2. HEANSRERRE AU SEhrizim e — 3
The goods applied for shipment must be in conformity with the tested
samples.

3. AEEMEPICEE B EITE LR
This report is invalid without the official stamp of CVC.

4, REEWRGEBIAMEN . HEZN IR N TR
This report is invalid without the signatures of Ratifier, Reviewer and
Inspector.

5. AEEME PRSI
This report is invalid if altered.

6. A% E T i A AR TR B T IR AT A R ARATIE R 2V AT 4 o 52 A
B, SFEARTEEE . LB A a5 .
The original softcopy or hardcopy of this report is the only valid version.
Any form of unauthorized copies of the report are invalid, including but
not limited to, copy, fax and scan etc..

7. A TE il 5] DL fa R s, T 4EAD B8 SRk I http://www.cve.org.cn
e,
This appraisal report can be verified by scanning the QR code on the
cover or visiting the website http://www.cvc.org.cn.

il

o bk PE TMHREAEOT R KIERE K3 T

Address: No.3,Tiantalyi Road, Kaitai Avenue, Science City, Guangzhou, P.
R. China.

H 1% (Tel): (020)32293888

f&  H(FAX): (020)32293889

HE B 4w % (Post Code): 510663

E-mail: office@cvc.org.cn

http://www.cvc.org.cn
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