
 
 

Goodwe GW25K-ET and GW29.9K-ET  &  

BAT61.4kWh and BAT112.6kWh  

 
How to connect the storage cabinet BAT-C series to the Goodwe ET hybrid 

inverters correctly. 

 

The inverters: 

 

GW25K-ET → BayWa reference 32-120446 

GW29.9K-ET → BayWa reference 32-120385 

2 Battery inputs on the inverter, each with PV-type connectors for 10 mm² DC cable. 

 

The inverter gets mounted on the side of the battery cabinet. 



 

The battery: 

 

GW61.4-BAT-AC-G10 → BayWa reference 42-120938 

GW112.6-BAT-AC-G10 → BayWa reference 42-120518 

3 Battery inputs/outputs on the connection terminal, each with a battery-type connector for 25 

mm² DC cable. Prefabricated 25 mm² cables with battery-type connectors delivered with the 

battery, as well as 25 and 50 mm² connectors apart.  

 

 

 



 

 

The connection: 

To connect a 10 mm² DC cable (solar cable) to the 25 mm² battery connectors, please use 

the adapter tube. 

Content of the package: 

 

2 pairs of connectors and 4 adapter tubes: 

 

 



 

Crimp the connectors and tubes onto the cable: 

 

Important: 

Always use both battery inputs of the inverter with the BAT-C battery series and the GW25 / 

29.9K-ET!  

This is the only way to get the full output power of the inverter when connected to the battery, 

at nighttime or inactive PV production.  

 


